ROANOKE CITY COUNCIL
REGULAR SESSION

JANUARY 7, 2002
12:15 P.M.

CITY COUNCIL CHAMBER
AGENDA FOR THE COUNCIL

Call to Order--Roll Call.

City Manager briefing with regard to voluntary water conservation.
(15 minutes)

A communication from the Honorable Ralph K. Smith, Mayor, requesting a
Closed Meeting to discuss vacancies on various authorities, boards,
commissions and committees appointed by Council, pursuant to Section
2.2-3711(AX(1), Code of Virginia (1950), as amended.

A communication from Council Member C. Nelson Harris, Chair, City Council

Personnel Committee, requesting a Closed Meeting to discuss the performance

of three Council-Appointed Officers, pursuantto Section 2.2-3711(A)(1), Code
~of Virginia (1950), as amended.

THE MEETING OF ROANOKE CITY COUNCIL WILL BE
DECLARED IN RECESS TO BE RECONVENED AT 2:00 P.M., INTHE
CITY COUNCIL CHAMBER.
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ROANOKE CITY COUNCIL
REGULAR SESSION

JANUARY 7, 2002
2:00 P.M.

"CITY COUNCIL CHAMBER
AGENDA FOR THE COUNCIL

1. Call to Order--Roll Call.

The Invocation will be delivered by The Reverend J. Eugene Young,
Pastor, Jerusalem Baptist Church.

The Pledge of Allegiance to the Flag of the United States of America
will be led by Mayor Ralph K. Smith.

Welcome. Mayor Smith.

NOTICE:

Meetings of Roanoke City Council are televised live on RVTV Channel 3.
Today’s meeting will be replayed on Channel 3 on Wednesday.
January 9, 2002, at 7:00 p.m., and Sunday, January 13, 2002, at 4:00 p.m.
Council meetings are now being offered with closed captioning for the hearing
impaired.
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ANNOUNCEMENTS:

THE PUBLICIS ADVISED THAT MEMBERS OF COUNCIL RECEIVE
THE CITY COUNCIL AGENDA AND RELATED
COMMUNICATIONS, REPORTS, ORDINANCES AND
RESOLUTIONS, ETC., ON THE THURSDAY PRIOR TO THE
COUNCIL MEETING TO PROVIDE SUFFICIEN T TIME FOR
REVIEW OF INFORMATION. CITIZENS WHO ARE INTERESTED
IN OBTAINING A COPY OF ANY ITEM LISTED ON THE AGENDA
MAY CONTACT THE CITY CLERK’S OFFICE, ROOM 456, NOEL C.
TAYLOR MUNICIPAL BUILDING, 215 CHURCH AVENUE,S.W,0OR
CALL 853-2541.

THE CITY CLERK’S OFFICE NOW PROVIDES THE MAJORITY
OF THE CITY COUNCIL AGENDA PACKAGE ON THE INTERNET
FOR VIEWING AND RESEARCH PURPOSES. TO ACCESS AGENDA
MATERIAL, GO TO THE CITY’S HOMEPAGE AT
WWW.ROANOKEGOV.COM, CLICK ON THE ROANOKE CITY
COUNCIL ICON, CLICK ON MEETINGS AND AGENDAS, AND
DOWNLOAD THE ADOBE ACROBAT SOFTWARE TO ACCESS THE
AGENDA.

ALL PERSONS WISHING TO ADDRESS COUNCIL ARE
REQUESTED TO REGISTER WITH THE STAFF ASSISTANT WHO
IS LOCATED AT THE ENTRANCE TO THE COUNCIL CHAMBER.
ONTHE SAME AGENDA ITEM, ONE TO FOUR SPEAKERS WILL BE
ALLOTTED FIVE MINUTES EACH, HOWEVER, IF THERE ARE
MORE THAN FOUR SPEAKERS, EACH SPEAKER WILL BE
ALLOTTED THREE MINUTES.

ANY PERSON WHO IS INTERESTED IN SERVING ON A CITY
COUNCIL APPOINTED AUTHORITY, BOARD, COMMISSION OR

. COMMITTEE IS REQUESTED TO CONTACT THE CITY CLERK’S
OFFICE AT 853-2541 TO OBTAIN AN APPLICATION.
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2. PRESENTATIONS AND ACKNOWLEDGMENTS:
NONE.

3. CONSENT AGENDA

ALL MATTERS: LISTED UNDER THE CONSENT AGENDA ARE
CONSIDERED TO BE ROUTINE BY THE MEMBERS OF CITY
COUNCIL AND WILL BE ENACTED BY ONE MOTION. THERE
WILL BE NO SEPARATE DISCUSSION OF THE ITEMS. IF
DISCUSSION IS DESIRED, THE ITEM WILL BE REMOVED FROM
THE CONSENT AGENDA AND CONSIDERED SEPARATELY.

C-1 Minutes of the regular meeting of Council held on Monday, P. 11
November 5, 2001.

RECOMMENDED ACTION: Dispense with the reading thereof and
approve as recorded.

C-2 A communication from the City Manager recommending that a public

hearing be advertised for Tuesday, January 22, 2002, at 7:00 p.m., or as soon P. 45

thereafter as the matter may be heard, in connection with the Roanoke River
Flood Reduction Project - subdivision and conveyance of property rights.

RECOMMENDED ACTION: Concur in request.

C-3 A communication from the City Manager recommending that a public
hearing be advertised for Tuesday, January 22, 2002, at 7:00 p.m., or as soon P. 46
thereafter as the matter may be heard, in connection with a request of the

Times-World Corporation for the lease of air rights over Second Street, S. W.

RECOMMENDED ACTION: Concur in request.
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C-4 A communication from the City Manager recommending that a public
hearing be advertised for Tuesday, January 22, 2002, at 7:00 p.mL., or as soon
thereafter as the matter may be heard, in connection with an extension of a
lease agreement with the General Services Administration of the Federal
Government for space within the Commonwealth Building.
RECOMMENDED ACTION: Concur in request.

C-5 A communication from Sergeant C. A. Karr tendering his resignation as
a member of the Towing Advisory Board, effective September 18, 2001.

RECOMMENDED ACTION: Receive and file communication and accept
resignation.

C-6 Qualification of the following persons:

James Schlueter as a member of the Architectural Review
Board for a term ending October 1, 2005;

Robert Humphreys as a member of the Roancke Arts
Commission for a term ending June 30, 2004; and

Cheri W. Hartman as a member of the Advisory Board of
Human Development for a term ending
November 30, 2005.

RECOMMENDED ACTION: Receive and file.

REGULAR AGENDA

4. PUBLIC HEARINGS: NONE.

5. PETITIONS AND COMMUNICATIONS: NONE.
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6. REPORTS OF CITY OFFICERS:

a. CITY MANAGER:
BRIEFINGS: NONE.

ITEMS RECOMMENDED FOR ACTION:

1. A communication with regard to competitive negotiation for a P.49;R. 51
ticketing services agreement at City Civic Facilities.

2. A communication recommending appropriation of $100,000.00 P. 53; B/O 55
in connection with a grant agreement with the Virginia

Department of Housing and Community Development for derelict
structures funds.

3. A communication recommending appropriation of $75,000.00 in P. 56; B/O 58
connection with master planning and urban design services for

miscellaneous projects to be determined by the City.

b. DIRECTOR OF FINANCE:

1. Financial report for the month of November 2001. P 59

2. A report with regard to a revision to the City of Roanoke Pension

Plan: Employees Supplemental Retirement System - optional P.77;0.79
spousal allowance.

3. A rébort with regard to transfer of General Fund Balance Reserve P. 82; B/O 83
for self-insured liabilities.

4, A report with regard to execution of an amendment to the lease
agreement with Suntrust Leasing Corporation for acquisition and P. 85; R. 88

installation of certain equipment by the City.
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7. REPORTS OF COMMITTEES:

a. Areportofthe Architectural Review Board recommending endorsement P.89:R. 172
of architectural review guidelines, as amended, for the H-1 and H-2 ) >

Districts. Robert B. Manetta, Chair.

8. UNFINISHED BUSINESS: NONE.

9. INTRODUCTION AND CONSIDERATION OF
ORDINANCES AND RESOLUTIONS:

a. A resolution electing and appointing Jesse A. Hall as Director of
Finance for the City of Roanoke, effective at midnight on R. 173
January. 31, 2002, and ratifying certain terms and conditions of
employment.

b. A resolution appointing Charles A. Hunter, III, as a Director of the
Industrial Development Authority of the City of Roanoke for a term R. 175
ending October 20, 2004. ‘

10. MOTIONS AND MISCELLANEOUS BUSINESS:

a. Inquiries and/or comments by the Mayor, Vice-Mayor and Members of
City Council.

b. Vacancies on various authorities, boards, commissions and committees
appointed by Council.

11. CITY MANAGER COMMENTS:

12. HEARING OF CITIZENS UPON PUBLIC MATTERS:

CITY COUNCIL SETS THIS TIME AS A PRIORITY FOR CITIZENS
TO BE HEARD. MATTERS REQUIRING REFERRAL TO THE CITY
MANAGER WILL BE REFERRED IMMEDIATELY FOR ANY
NECESSARY AND APPROPRIATE RESPONSE,
RECOMMENDATION OR REPORT TO COUNCIL.

CERTIFICATION OF CLOSED SESSION.

7
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! VIRGIA, CHARTERED 1882 q Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor, and Members of City Council
Roanoke, Virginia

Dear Mayor Smith and Members of Council:
Subject: Voluntary Water Conservation

This is to request space on Council's 12:15 p.m. agenda for a 15-minute briefing on the
above referenced subject.

Respectfully submitted,
{ .,

Darlene L. Burcham
City Manager

DLB:ca
c: City Attorney

Director of Finance
City Clerk

Room 364 Municipal South 215 Church Avenue, SW.  Roanoke, Virginia 24011-1591  (540) 853-2333  FAX (540) 853-1138
CityWsl www.ci.roancke va.us
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CITY OF ROANOKE
OFFICE OF THE MAYOR

215 CHURCH AVENUE, 5.W., ROOM 452
ROANOKE, VIRGINIA 24011-1594
TELEPHONE: (540) 853-2444
FAX: (540) 853-1145

RALPHK. SMITH
Mayor

January 7, 2002

The Honorable Vice-Mayor and
Members of the Roanoke City Council
Roanoke, Virginia

Dear Members of Council:

| wish to request a Closed Meeting to discuss vacancies on various authorities, boards,
commissions and committees appointed by Council, pursuant to Section 2.2-3711 (A)(1),

Code of Virginia (1950), as amended.

Sincerely,
Mayor

RKS:sm

Ni\cksmi\Agenda.02\Closed Session on Vacancies.wpd
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CITY OF ROANOKE
CITY COUNCIL

215 Church Avenue, 5.W., Room 456
Roanoke, Virginia 24011-1536
Telephone: (540) 853-2541

Fax: (540) 853-1145
RALPHK.SMITH ax: (340853

Mayor

Council Members:
William D. Bestpitch
William H. Carder
C. Nelson Harris
W. Alvin Hudson, Jr.
January 7, 2002 William White, St.
Linda F. Wyatt

The Honorable Mayor and Members

of the Roanoke City Council

Roanoke, Virginia

Dear Mayor Smith and Members of Council:

| wish to request a Closed Meeting to discuss the performance of three Council-Appoiﬁted
Officers, pursuant to Section 2.2-3711 (A)(1), Code of Virginia (1950), as amended.

Sincerely,

C. UtemPar,
C. Nelson Harris, Chair

City Council Personnel Committee

CNH:sm

Nicksm1\Agenda 02\Closed Session on Performance Evaluations.wpd
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REGULAR WEEKLY SESSION-----ROANOKE CITY COUNCIL .

November 5, 2001
12:15 p.m.

The Council of the City of Roanoke met in regular session on Monday,
November 5, 2001, at 12:15 p.m., the regular meeting hour, in the City Council
Chamber, fourth floor, Noel C. Taylor Municipal Building, 215 Church Avenue, S. W.,
City of Roanoke, Virginia, with Mayor Ralph K. Smith presiding, pursuant to
Chapter 2, Administration, Article Il, City Council, Section 2-15, Rules of Procedure,
Rule 1, Requiar Meetings, Code of the City of Roanoke (1979), as amended.

PRESENT: Council Members Linda F. Wyatt, William D. Bestpitch, William H.
Carder, C. Nelson Harris, W. Alvin Hudson, Jr., William White, Sr., and Mayo
Ralph K. Smith 7.

ABSENT: None ~==.

OFFICERS PRESENT: William M. Hackworth, City Attorney; James D. Grisso,
Director of Finance; and Mary F. Parker, City Clerk.

PURCHASE/SALE OF PROPERTY-CITY MANAGER-COUNCIL: A
communication from the City Manager requesting that Council convene in a Closed
Meeting to discuss a matter with regard to acquisition of real property for a public
purpose where discussion in open meeting would adversely affect the bargaining
position or negotiating strategy of the City, pursuant to Section 2.2-3711(A)(3), Code
of Virginia (1950), as amended, was before the body.

Mr. Carder moved that Council concur in the request of the City Manager to
convene in a Closed Meeting to discuss a matter with regard to acquisition of real
property for a public purpose where discussion in open meeting would adversely
affect the bargaining position or negotiating strategy of the City, pursuantto Section
2.2-3711(A)(3), Code of Virginia (1950), as amended. The motion was seconded by
Mr. Bestpitch and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.
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DIRECTOR OF FINANCE-PERSONNEL DEPARTMENT-COUNCIL: A report of
the Director of Finance requesting that Councii convene in a Closed Meeting to
discuss a personnel matter with regard to the Director of Finance, pursuant to
Section 2.2-3711(A)(1), Code of Virginia (1950), as amended, was before the body.

Mr. Carder moved that Council concur in the request of the Director of Finance
to convene in a Closed Meeting to discuss a personnel matter with regard to the
Director of Finance, pursuant to Section 2.2-3711(A)(1), Code of Virginia (1950), as
amended. The motion was seconded by Mr. Bestpitch and adopted by the following
vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None . 0.

At 12:23 p.m., the Mayor declared the meeting in recess.

At 12:30 p.m., the meeting reconvened in the Emergency Operations Center
Conference Room, Room 159, Noel C. Taylor Municipa!l Building, 215 Church
Avenue, S. W., for a joint meeting of Council and the Roanoke Civic Center
Commission.

PRESENT: Council Members Linda F. Wyatt, William D. Bestpitch,
William H. Carder, C. Nelson Harris , W. Alvin Hudson, Jr., William White, Sr., and
Mayor Ralph K. Smith 7.

ABSENT: None 0.

ROANOKE CIVIC CENTER COMMISSION MEMBERS PRESENT:
Thomas G. Powers, Robert C. Poole, Sandra W. Ryals and Chairman

CalvinH. Johnson 4.

ABSENT: Mark E. Feldmann and Vernon M. Danielsen 2.

OTHERS PRESENT: Darlene L. Burcham, City Manager; William M. Hackworth,
City Attorney; James D. Grisso, Director of Finance; Mary F. Parker, City Clerk; and
James M. Evans, Director, Civic Center Facilities.

ROANOKE CIVIC CENTER: The City Manager advised that several months ago,
Council held a joint meeting with the Roancke Civic Center Commission and was
briefed on the details of a multi-facated plan to totally renovate and expand the Civic
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Center complex. She stated that it was recognized at that time that a program needs
to be considered over a specified period of time and as new revenue sources
become available to enable the Civic Center and its improvements to be self-funded.
She noted that Council has prioritized its needs over the next two years and called
attention to the importance of continuing with Civic Center improvements as one of
the City’s major initiatives, and the first phase of improvements has been identified,
along with certain unique ways to finance improvements so as not to be a burden
to the taxpayers. She advised that potential funding sources have been proposed
to the Legislative Committee for first phase improvements, a presentation was made
to the Civic Center Commission, and it is hoped that Council will endorse the first
phase in order to move forward with the General Assembly process to secure the
necessary funding. She called on James M. Evans, Director, Department of Civic
Facilities, for a presentation on expansion and special needs at the Civic Center.

Mr. Evans advised that shortcomings of the current facility include inadequate
space for entertainment events, with limited dressing room facilities, no green room,
no private back stage, no catering area, no production and storage facilities; lack of
back of house amenities for entertainment events, with inadequate load in area and
insufficient electrical power; lack of amenities for patrons, with poorly designedand
inadequate restroom facilities, concession areas and box office, antiquated design
of seating and narrow concourses; limited seating capacity; insufficient exhibit
space, with inappropriate use of the Coliseum for flat shows, lost business due to
limited exhibit space and scheduling difficulties during prime season; parking and
traffic deficiencies, with insufficient ingress and egress and lack of sufficient
parking; and outdated amenities in the auditorium, with back stage and front of
house limitations.

Mr. Evans pointed out that the architect’'s recommended components include
two 32,500 square feet Exhibit Halls, private boxes on three sides of the Coliseum,
club seats/club lounge on the south side, concourse renovation and expansion,
seating bowl-aisle closure/seat replacement, restaurant/sports bar, additional
seating (raise Coliseum roof), improved back of course amenities, auditorium
renovations, enclosure of plaza, and parking improvements.

It was explained that the Rosser International Study in October 1999 included
a $65 million expansion with the following construction plan:

Phase | - $3 million
Includes additional dressing rooms, office space and

sports equipment, with construction scheduled to begin
in May 2002.
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Phase Il - $14.9 million
Exhibit Hall and other urgently needed improvements
Future Phases

Additional Exhibit Hall, arena seat expansion, concourse
expansion, general renovation, etc.

Mr. Evans reviewed the following components of Phase IlI: 32,000 square feet
of open exhibit space, new kitchen facilities, new storage facilities, hockey and AF2
offices and locker rooms, relocated cooling tower, ticket office and administrative
offices, new truck dock/marshaling yard, back of house improvements to auditorium,
and marquee on Interstate 581. He reviewed artists’ renderings of the Exhibit Hall,
new Box Office and Administrative Offices.

He explained that parking and traffic improvements include shared parking
with the new stadium/amphitheater, 3,000 - 3,500 total spaces, and physical
improvements to the Orange Avenue/Williamson Road intersection; Phase |l funding
total project cost is $14,941,020.00 and an annual debt service requirement. of
$1,250,000.00; and a recommended funding scenario is as follows:

Increase Admission Tax on Civic Center $ 460,000.00

Establish a five per cent Civic Center

Capital Improvements Fee 420,000.00

Sales Tax Rebate on Civic Facility payments
{requires General Assembly approval) 47,000.00
Net Revenues available from operations 323,000.00
TOTAL $ 1,250,000.00

) Mr. Evans reported on the following proposed time schedule:

Architect/Engineer Selection 2.5 months
Design 2.0 months
Documentation 5.0 months
Bid/Award Construction Contract 2.5 months
Construction 15.0 months
TOTAL 27.0 months
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Calvin H. Johnson, Chairperson, Roanoke Civic Center Commission,
presented a resolution adopted by the Civic Center Commission on Monday,
October 31, 2001, recommending the capital improvements program at the Roanoke
Civic Center and further recommending that Council take the following actions:

1. Authorize $14.9 million in improvements to the Roanoke Civic
Center, to include a 32,000 square foot Exhibit Hall and improvements
needed for the Civic Center.

2. Request legislative action to authorize the City to increase the City
Admissions Tax from five per cent to ten per cent on admissions at the
Roanoke Civic Center only.

3. Request Iegis;lative action to provide the City with reimbursement of
two per cent sales tax revenues generated at the Roanoke Civic Center.

4, Concur with the Commission’s plan to establish a Civic Center
Capital Improvements Fee on ticket sales for Civic Center events notto
exceed five per cent of the ticket price, with such fee to be effective for
events occurring on or after July 1, 2002, and the proceeds of such fee
to be used to help fund the above improvements package.

5. Appropriate $850,000.00 for the purpose of initiating and completing
the architectural and engineering process for the above improvements
package for proposes of having the project placed out for bids.

The City Manager called attention to considerable discussion regarding the
need to keep young people in the Roanoke community and to attract more young
people to the area, because for various reasons, young persons are relocating to
other parts of the state or the country. She stated that the City has the potential to
create an identity for the City of Roanoke and the Roanoke Valley as a regional
entertainment venue as a result of the decisions that Council makes relative to the
stadium/amphitheater project and improvements to the Civic Center; and the City of
Roanoke has the ability to attract major events to the community that will allow
young people to see that the Roanoke area has something to offer by comparison
with many other communities. She advised that Roanoke’s ability to attract top of
the line professionals will be determined by the type of facilities and planning that
is made toward future improvements; Roanoke is at a cross roads in terms of
deciding its future and Civic Center improvements represent a key element to future
planning. She stated that tourism material prepared by the Commonwealth of
Virginia has indicated that the 1-581/Orange Avenue Interchange is frequented by a
greater number of out of state vehicles than the 1-64 exit ramp for Busch Gardens,
which offers a great opportunity for the City of Roanoke to identify and to sell itself.
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There was discussion with regard to funding questions, admissions taxes,
plans for the future of the current Exhibit Hall when new construction is completed,
the ability to solicit major events, businesses, etc., economic development benefits,
and the time frame for design funding.

Vice-Mayor Carder called attention tc the feasibility of increasing the
admissions tax by ten per cent, calculating the difference between the increase and
five per cent to non-profit organizations, and increasing the City’s contribution to
non-profit/cultural agencies by that difference, which would eliminate the need to
include the request in the City’s Legislative Program. He offered the above as a
suggestion for Council’s consideration.

The City Manager advised that consideration has been given with regard to
funding mechanisms in order to make improvements to the facility as palatable as
possible to the community as a whole, and increasing the admissions tax on the
facility that is going to benefit from improvements is a reasonable approach. She
stated that she is pessimistic about the ability to obtain funds from the General
Assembly this year, however, legislative authority for localities to make a local
choice appears to be a more successful avenue. She added that if General
Assembly authority is not successful in order to impose a higher tax at the facility,
she would recommend a City-wide admissions tax increase. In comparison to other
major cities in Virginia with such facilities, she stated that Roanoke is low on the
admissions tax on a city wide basis. She advised that she would not be
disappointed if Council chose to look at either a small increase in the admissions
tax on a City-wide basis, or a larger increase of up to ten per cent on a City-wide
basis as suggested by Vice-Mayor Carder, with the idea that the balance would be
used for some other purpose such as non-profit agencies or such other activities
identified by the Council.

Following further discussion, Ms. Wyatt moved that the City Manager be
requested to report to. Council at its next regular meeting on Monday, November 19,
2001, with a time frame for completion of architectural design for the Roanoke Civic
Center improvements project, and that the City Manager and the City Clerk be
requested to schedule a date for Council’s annual Financial Planning Session in
early 2002 to discuss funding sources. The motion was seconded by Mr. White and
adopted.

At 1:50 p.m., the Mayor declared the meeting in recess to be reconvened at
2:00 p.m., in the City Council Chamber.
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At 2:00 p.m., on Monday, November 5, 2001, the regular meeting of City
Council reconvened in the Roanoke City Council Chamber, fourth floor,
Noel C. Taylor Municipal Building, 215 Church Avenue, S. W., City of Roanoke, with
Mayor Smith presiding.

PRESENT: Council Members Linda F Wyatt, William D. Bestpitch,
William H. Carder, C. Neison Harris, W. Alvin Hudson, Jr., William White, Sr., and
Mayor Ralph K. Smith 7.

ABSENT: None 0.

OFFICERS PRESENT: Darlene L. Burcham, City Manager;
William M. Hackworth, City Attorney; James D. Grisso, Director of Finance; and
Mary F. Parker, City Clerk.

The reconvened meeting was opened with a prayer by The Reverend
Edward T. Burton, Pastor, Sweet Union Baptist Church.

The Pledge of Allegiance to the Flag of the United States of America was led
by Mayor Smith.

PRESENTATIONS AND ACKNOWLEDGEMENTS:

DONATIONS/CONTRIBUTIONS-ACTS OF ACKNOWLEDGEMENT-COUNCIL:
Mr. Hudson offered the following resolution formally presenting a portrait of the late
former Mayor Noel C. Taylor to his family:

(#35622-110501) ARESOLUTION concurring in the request and approving the
presentation of a portrait of the late Dr. Noel C. Taylor, former Mayor of the City of
Roanoke, to his family for display in their home.

{For full text of Resolution, see Resolution Book No. 65, page 222.)

- Mr. Hudson moved the adoption of Resolution No. 35622-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

On behalf of the Members of Council and the citizens of the City of Roanoke,
the Mayor presented the portrait to Mrs. Taylor.
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ROANOKE CIVIC CENTER-ACTS OF ACKNOWLEDGEMENT-DECEASED
PERSONS: Mr. Carder offered the following resolution: o

(#35623-110501) A RESOLUTION memorializing the late Edward L. (Whitey)
Lambert, a resident of Roanoke, a former lieutenant in the City Sheriff's Department,
and member of the Roanoke Civic Center Commission.

(For full text of Resolution, see Resolution Book No. 65, Page 223.)

Mr. Carder moved the adoption of Resolution No. 35623-110501. The motion
was seconded by Mr. Hudson and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None---— 0.

PROCLAMATIONS-HUMAN DEVELOPMENT: The Mayor presented a
proclamation declaring November 11 - 17, 2001, as National Hunger and
Homelessness Awareness Week in the City of Roanoke.

(For full text, see proclamation on file in the City Clerk’s Office.)

CONSENT AGENDA

The Mayor advised that all matters listed under the Consent Agenda were
considered to be routine by the Members of Council and would be enacted by one
motion in the form, or forms, listed on the Consent Agenda, and if discussion was
desired, that item would be removed from the Consent Agenda and considered
separately. He called specific attention to two requests for Closed Meetings to
discuss vacancies on various authorities, boards, commissions and committees
appointed by Council, and to discuss personnel matters, specifically interviews for
appointments to the Architectural Review Board and an appointment to the Board
of Zoning Appeals.

MINUTES: Minutes of the regular meeting of Council held on Monday,
October 1, 2001, recessed until Wednesday, October 3, 2001, and further recessed
until Thursday, October 4, 2001, were before the body.

(For full text, see Minutes on file in the City Clerk’s Office.)
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Mr. Harris moved that the reading of the Minutes be dispensed with and that
the Minutes be approved as recorded. The motion was seconded by Mr. Carder and
adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith I

NAYS: None 0.

COMMITTEES-COUNCIL: A communication from Mayor Ralph K. Smith
requesting that Council convene in a Closed Meeting to discuss personnel matters
relating to vacancies on various authorities, boards, commissions and committees
appointed by the Council, pursuant to Section 2.2-3711(A)(1), Code of Virginia (1950},
as amended, was before the body.

{For full text, see communicationAon file in the City Clerk’s Office.)

Mr. Harris moved that Council concur in the request of the Mayor to convene
in a Closed Meeting to discuss personnel matters relating to vacancies on various
authorities, boards, commissions and committees appointed by the Council,
pursuant to Section 2.2-3711(A)(1), Code of Virginia (1950}, as amended. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None. 0.

COMMITTEES-COUNCIL: A communication from Mayor Ralph K. Smith
requesting that Council convene in a Closed Meeting to discuss personnel matters,
specifically interviews for appointments to the Architectural Review Board and an
appointment to the Board of Zoning Appeals, pursuant to Section 2.2-3711(A)(1),
Code of Virginia (1950), as amended, was before the body.

{For full text, see communication on file in the City Clerk’s Office.)

Mr. Harris moved that Council concur in the request of the Mayor to convene
in a Closed Meeting to discuss personnel matters, specifically interviews for
appointments to the Architectural Review Board and an appointment to the Board
of Zoning Appeals, pursuant to Section 2.2-3711(A)(1), Code of Virginia (1950), as
amended. The motion was seconded by Mr. Carder and adopted by the following
vote:
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AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith ]

NAYS: None 0.

PURCHASE/SALE OF PROPERTY-BUILDINGS/BUILDING DEPARTMENT-ARTS
MUSEUM OF WESTERN VIRGINIA-WESTERN VIRGINIA FOUNDATION FOR THE
ARTS AND SCIENCES-IMAX THEATER: A communication from the City Manager
advising that pursuant to provisions of the Code of Virginia, the City of Roanoke is
required to hold a public hearing on the proposed conveyance or vacation of
property rights, was before Council. The City Manager requested that a public
hearing be advertised for Monday, November 19, 2001, at 7:00 p.m., or as soon
thereafter as the matter may be heard in the City Council Chamber, in connection
with conveyance of surplus City-owned property for the Art Museum-IMAX Theatre,
described as Official Tax No. 4010205. containing 0.858 acre.

Mr. Harris moved that Council concur in the request of the City Manager to
advertise a public hearing as above described. The motion was seconded by Mr.
Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, Whife
and Mayor Smith 7.

NAYS: None 0.

ROANOKE ARTS COMMISSION-ROANOKE NEIGHBORHOOD PARTNERSHIP
STEERING COMMITTEE-OATHS OF OFFICE-COMMITTEES: The following report of
qualification was before Council:

Frank J. Eastburn as a member of the Roanoke Arts Commission for a
term ending June 30, 2002; and

Christine Proffitt for a term ending November 30, 2003,
George M. McMillan and Fredrick M. Williams for terms ending
November 30, 2004, as members of the Roanoke Neighborhood
Partnership Steering Committee. :

Mr. Harris moved that the report of qualification be received and filed. The
motion was seconded by Mr. Carder and adopted by the following vote:
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AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

REGULAR AGENDA
PUBLIC HEARINGS: -

BONDS-SCHOOLS: Pursuant to instructions of Council, the City Clerk having
advertised a public hearing for Monday, November 5, 2001, at 2:00 p.m., or as soon
thereafter as the matter may be heard in the City Council Chamber, on a proposed
resolution, or resolutions, approving issuance by the City of its general obligation
bonds, in an amount estimated not to exceed $1,100,000.00, for the purpose of
financing certain rehabilitations, repairs and equipment in connection with Lincoln
Terrace Elementary School, the matter was before the body.

An e-mail from George J. A. Clemo, Attorney, advising that the bond will not
be issued this year because a buyer could not be found before the November 1
deadiine for application to the Virginia Department of Education for authority to
issue the Qualified Zone Academy Bond. Accordingly, he stated that there is no
need to proceed with the public hearing on the proposed issuance of the bond at the
Council meeting on Monday, November 5, 2001.

Without objection by Council, the Mayor advised that the public hearing
would be withdrawn.

PETITIONS AND COMMUNICATIONS:

COUNCIL: A communication from Council Member William D. Bestpitch
advising that the last three pay increases which were approved by Councii for the
Mayor, Vice-Mayor -and Members of Roanoke City Council are as follows, was
before Council.

Ordl-nance No. Effective Date Mayor’s Salary Vice-Mayor's Salary Council Member Salaries

29103 July 1, 1988 $15,000.00 $13,000.00 $12,000.00
30036-50790 July 1, 1990 $15,000.00 $13,000.00 $13,000.00
32980-060396  July 1, 1996 $18,000.00 $14,000.00 $14,000.00

Inasmuch as the Mayor and Members of Council have not received a pay
increase since July 1, 1996, pursuant to Sec. 15.2-1414.6, Code of Virginia (1950), as
amended, he proposed adoption by Council of an ordinance which will increase the
salary of the Mayor from $18,000.00 to $18,630.00 per annum and increase the
salaries of the Vice-Mayor and Members of City Council from $14,000.00 to
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$14,490.00 per annum for the fiscal year commencing July 1, 2002. He explained that
the proposed increase for the Mayor and Council Members is commensurate with
the 3.5 per cent base pay increase which was afforded to City employees, effective
July 1, 2001.

Mr. Bestpitch offered the following ordinance:

(#35624-110501) AN ORDINANCE establishing the annual salaries of the
Mayor, Vice-Mayor and Council Members for the fiscal year beginning July 1, 2002,
and dispensing with the second reading by title of this ordinance.

Mr. Bestpitch moved the adoption of Ordinance No. 35624-110501. The motion
was seconded by Mr. Carder.

Mr. Bob Zimmerman, 1510 Langhorne Street, S. E., advised that when Council
Members campaigned for their positions, each person knew what the salary
structure, however during the Councilmanic election, the salary issue was not
important. He stated that this is nota goad time to request a raise in view of the fact
that recent employment figures revealed that 425,000 persons are unempioyed and
the nation is on the verge of a recession. :

In view of inflation; the Mayor advised that Members of Council are currently
paid substantially less than they were paid several years ago. However, as Mayor
he could not accept a pay increase, and asked that the position of Mayor be deleted
from the resolution.

He stated that he would support a pay increase for Council Members, but would
prefer that Council members complete their term of office; and, if reelected to the
position, they would then be entitled to the addition compensation.

The City Attorney advised that upon Council’s favorable action, no pay
increase would take effect until July 1, 2002, which is after the next Councilmanic
election.

Mr. Bestpitch offered a friendly amendment to the resolution that the salary
of the Mayor remain at $18,000.00 per annum. The motion was seconded by Mr.
Carder and adopted.

Resolution No. 35624-110501, as amended, was adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, White, and
Mayor Smith 6.

NAYS: CouncilMember Hudson 1.
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TAXES-SPECIAL PERMITS: A petition from Unified Human Services
Transportation System, Inc., (RADAR) requesting exemption from taxation of real
property identified as Official Tax Nos. 1311221, 2410101, and 2410301 - 2410306,
inclusive, pursuant to Section 30-19.04(B), Code of Virginia (1950}, as amended, was
before Council.

Mr. White moved that the matter be referred to the City Manager and the City
Attorney for study, report and recommendation to Council and to schedule a public
hearing. The motion was seconded by Mr. Carder and unanimously adopted.

REPORTS OF OFFICERS:

CITY MANAGER:

BRIEFINGS: None.

ITEMS RECOMMENDED FOR ACTION:

CAPITAL MAINTENANCE AND EQUIPMENT REPLACEMENT PROGRAM-
EQUIPMENT: The City Manager submitted a communication advising that the
Capital Maintenance and Equipment Replacement Program has identified the need
to replace three refuse cab/chassis and three refuse rear loading bodies for Solid
Waste Management; whereupon, the City Manager recommended that Council
accept the bid of Magic City Motor Corporation, at a total cost of $203,787.00, for
refuse cab/chassis and the bid of Bilthuis & Associates, Inc. LLC., at a total cost of
$112,869.00, for refuse rear loading bodies, and reject all other bids received by the

City.
Mr. Hudson offered the following resolution:

(#35625-110501) A RESOLUTION accepting the bid of Magic City Motor
Corporation for the purchase of three new refuse cab/chassis and the bid of Bilthuis
& Associates, Inc., LLC for the purchase of three new refuse rear loading bodies,
upon certain terms and conditions; and rejecting ail other bids made for such items.

(For full text of Resolution, see Resolution Book No. 65, page 224.)

Mr. Hudson moved the adoption of Resolution No. 35625-110501. The motion
was seconded by Mr. Harris and adopted by the following vote:
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AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None : 0.

SEWERS AND STORM DRAINS-PIPE LINES/STORAGE TANKS-WATER
RESOURCES: The City Manager submitted acommunication advising that bids were
received on July 1, 1999, to remove, transport and dispose of lagooned sludge by
land application; and Robinson Pipe Cleaning Company submitted the low bid of
$84.47 per dry ton, with a minimum of 10,000 dry tons and a maximum of 12,000
dry tons.

It was further advised that in the one year contract, the City reserved the right
to extend the contract aach year for a total of five years; the contract was extended
for one year, from October 1, 2000, through September 30, 2001, at a unit price of
$87.57 per dry ton due to an increase in the Consumer Price index as allowed by the
contract; Robinson Pipe Cleaning Company has agreed to continue its 2000-01 cost
per dry ton of $87.57 for the 2001-02 contract year from October 1, 2001, to
September 30, 2002, and the City wishes to extend the contract for an additional
year; and the one year extension will be at the unit price of $87.57 per dry ton, with
a change to the amount of dry tons processed by reducing the minimum and
maximum amounts by 2,000 dry tons each.

The City Manager recommended that she be authorized to enter into a one
year extension, from October 1, 2001 through September 30, 2002, of the contract
with Robinson Pipe Cleaning Company, to remove and dispose of a minimum of
8,000 dry tons and a maximum of 10,000 dry tons of lagooned sludge from the
existing five lagoons at the Water Pollution Control Plant, at a unit price of $87.57
per dry ton ( 8,000 minimum dry tons at $700,560.00 and 10,000 maximum dry tons
at $875,700.00).

Mr. Carder offered the following emergency ordinance:

(#35626-110501) AN ORDINANCE authorizing execution of an amendment
extending for an additional term of one year a contract with Robinson Pipe Cleaning
Company for removing, transporting and disposing of digested lagooned sludge
from the City’s Water Pollution Control Plant; and providing for an emergency.

(For full text of Ordinance, see Ordinance Book No. 65, page 225.)

Mr. Carder moved the adoption of Ordinance No. 35626-110501. The motion
was seconded by Mr. Harris and adopted by the following vote:
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AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None : - 0.

SEWERS AND STORM DRAINS-BUDGET-BRIDGES-FLOOD
REDUCTION/CONTROL: The City Manager submitted a communication advising that
the Garden City area experienced extensive flooding from Garnand Branch in 1995
and, as a result, a task force of citizens and City staff developed a ten-phase
stormwater management plan for the Garden City neighborhood; and construction
plans have been completed for Phase 3 of the Garden City Stormwater Plan, which
include the following:

Armoring and V\}idening of Garnand Branch and Gum Spring Branch as
they join at the intersection of Garden City Boulevard and Hartsook
Boulevard.

Replacing the bridge over Garden City Boulevard at Gum Spring
Branch with a larger bridge to allow greater volumes of water to flow
under it during times of heavy rains. (A detour will be built along
Garden City Boulevard to allow for two-way traffic during construction.)

It was further advised that after proper advertisement, two bids were received
by the City, with H. & S. Construction Company submitting the low bid in the amount
of $521,245.00 and 180 consecutive calendar days to complete the work; and funding
in the amount of $575,000.00 is needed for the project.

The City Manager recommended that Council accept the bid of H. & S.
Construction Company and that she be authorized to execute a contract, in the
amount of $521,245.00, with 180 consecutive calendar days, to construct Garden
City Phase 3 Drainage Project; transfer $575,000.00 from Public Improvement Bond
Series 1999, Account No. 008-052-9709-9176, to an account to be established by the
Director of Finance, entitled “Garden City Phase 3 Drainage Project”; and reject the
other bid received by the City.

Mr. Carder offered the following emergency budget ordinance:
(#35627-110501) AN ORDINANCE to amend and reordain certain sections of
the 2001-2002 Capital Projects Fund Appropriations, and providing for an

emergency. ‘

(For full text of Ordinance, see Ordinance Book No. 65, page 226.)
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Mr. Carder moved the adoption of Ordinance No. 35627-110501. The motion
was seconded by Mr. Harris and adopted by the following vote:

~ AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

Mr. Bestpitch offered the following emergency ordinance:

{#35628-110501) AN ORDINANCE accepting the bid of H. & S. Construction
Company for armoring and widening of Garnand Branch and Gum Spring Branch as
they join at the intersection of Garden City Boulevard and Hartsook Boulevard and
replacing the bridge over Garden City Boulevard at Gum Spring Branch with alarger
bridge in connection with the Garden City Phase 3 Drainage Project, upon certain
terms and conditions and awarding a contract therefor; authorizing the proper City
officials to execute the requisite contract for such work; rejecting all other bids
made to the City for the work; and providing for an emergency.

(For full text of Ordinance, see Ordinance Book No. 65, page 227.)

Mr. Bestpitch moved the adoption of Ordinance No. 35628-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

HOUSING/AUTHORITY-GRANTS: The City Manager submitted a
communication advising that the Blue Ridge Housing Development Corporation is
an established local nonprofit housing agency which has conducted several housing
projects assisted by the City's Community Development Block Grant (CDBG) and
HOME Investment Partnerships (HOME) funds; as part of the budgeting process for
the 2001-02 period, BRHDG applied for funding to conduct a multi-year project to be
known as "Connect Four,” to construct or rehabilitate housing in all four of the City's
quadrants; Resolution No. 35319-050701 adopted by Council on May 7, 2001,
approved submission of the City's 2001-02 Consolidated Plan Annual Update to the
U. S. Department of Housing and Urban Development (HUD), which included

authorization of $363,254.00 in CDBG and HOME funds for BRHDC to undertake |

phase one of the project; and Council appropriated the necessary HOME and CDBG
funding, pursuant to Budget Ordinance Nos. 35404-061801 and 35406-070201,
respectively.
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It was further advised that "Connect Four, Phase One" will construct and/or
rehabilitate and sell a minimum of ten homes on a site located immediately north
of Cove Road and Aspen Street, or at another mutually agreeable site or sites; all
homes will be compatible with the neighborhood in style and value; at least six of
the homes will be affordable to low- and moderate-income individuals through
CDBG and HOME funding previously authorized and appropriated; and in order for
the BRHDC to undertake these activities, authorization is needed by Council to
execute an agreement with the BRHDC, which does not constitute a commitment by
the City to provide future funding to the project.

The City Manager recommended that she be authorized to execute the 2001-02
CDBG/HOME Agreement with the BRHDC, to be approved as to form by the City
Attorney.

Mr. Harris offered the following resolution:

(#35629-110501) A RESOLUTION authorizing the appropriate City officials to
enter into the 2001-02 Community Development Block Grant (CDBG) and HOME
Investment Partnerships Program (HOME) Agreement with the Blue Ridge Housing
Development Corporation, upon certain terms and conditions. .
(For full text of Resolution, see Resolution Book No. 65, page 228.)

Mr. Harris moved the adoption of Resolution No. 35629-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None: -0.

PURCHASE/SALE OF PROPERTY-DONATIONS/CONTRIBUTIONS-CITY
PROPERTY-GREENWAY SYSTEM-WESTERN VIRGINIA LAND TRUST-BICYCLISTS:
The City Manager submitted a communication advising that in 1999, the Roanoke
Valley Greenway Commission completed the firstsegment ofthe Lick Run Greenway
bicycle/pedestrian lane from the 1-581 Interchange to Valley View; the next phase
which runs from the 1-581 Interchange to Court Street has recently been completed;
the final phase will extend the greenway from Court Street to The Hotel Roanoke; the
greenway is a part of the city-wide greenway system which was identified in the
City’s Comprehensive Plan, Roanoke Vision 2005, as a potential greenway corridor
and is supported by the citizens of Roanoke; and each portion is being constructed
as funds become available.
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It was further advised that greenway property is identified by Official Tax No.
2240103 and contains 14.461 acres, which is also described as New Lot 1 on the Plat
of Survey for Shenandoah Limited Partnership Property of Roanoke Foundation for
Downtown, Inc.; and the Western Virginia Land Trust, on behalf of the Roanoke
Valiey Greenway Commission, is ready to donate the Property to the City.

The City Manager recommended that she be authorized to execute the
appropriate documents to accept the donation of property, in a form to be approved
by the City Attorney.

Mr. Harris offered the following emergency ordinance:

(#35630-110501 ) AN ORDINANCE authorizing the City Managerto execute and
attest the appropriate documents for the acquisition of all property rights necessary

terms and conditions; and dispensing with the second reading of thjs ordinance by
title.

(For full text of Ordinance, see Ordinance Book No. 65, page 229,)

Mr. Harris moved the adoption of Ordinance No. 35630-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None (),

PURCHASE/SALE OF PROPERTY-POLICE DEPARTMENT-
BUILDINGS/BUILDING DEPARTMENT-HUMAN DEVELOPMENT-

the “Good Neighbor” program of the U, S. Department of Housing and Urban
Development (HUD) involves houses that have been offered for sale unsuccessfully
for six months; such Property is offered to the local government for one dollar, on
condition that the property be used to further neighborhood improvement; HUD has
offered two properties to the City; i.e.: 1224 Rorer Avenue, S. W., and 719 Dale
Avenue, S.E., and is anxious to close on the sale.

It was further advised that the Rorer Avenue building is a large duplex, which
has been vacant for several years and requires major rehabilitation, estimated to
cost $100,000.00-120,000.00; the Dale Avenue property is a single-family building
needing moderate renovation (estimated $30,000.00);
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plans call for both properties to be transferred to Blue Ridge Housing Development
Corporation (BRHDC) after the City acquires the properties, and for BRHDC to
renovate the properties for reuse; both apartments in the Rorer Avenue property will
be offered to police officers at dramatically reduced rents as a recruiting inducement
for new recruits and to benefit an older neighborhood through the presence of
positive role models; and the Dale Avenue structure will be repaired and marketed
for sale initially to police officers and school teachers before the general public.

It was explained that authority is needed to acquire the two properties from
HUD; and at a later date, after the required review process and public hearing,
Council will be requested to consider a modification to the Consolidated Plan to
provide loan financing to BRHDC for the renovation of 1224 Rorer Avenue, S. W., and
to convey both properties to the Blue Ridge Housing Development Corporation.

The City Manager recommended that she be authorized to purchase from
HUD, on behalf of the City, those properties located at 1224 Rorer Avenue, S. W.,
and 719 Dale Avenue, S. E., for the sum of one dollar each, plus additional costs
associated with the purchase, estimated to be approximately $300.00 each, as
approved by the City Attorney.

Mr. Harris offered the following emergency ordinance:

(#35631-110501) AN ORDINANCE authorizing the City Manager to execute and
attest the appropriate documents for the acquisition of certain properties from the
U. S. Department of Housing and Urban Development for community development
and neighborhood revitalization; upon certain terms and conditions; and dispensing
with the second reading of this ordinance by title.

(For full text of Ordinance, see Ordinance Book No. 65, page 230.)

Mr. Harris moved the adoption of Ordinance No. 35631-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

_ AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

COMMITTEES-COMMUNITY CORRECTIONS RESOURCES BOARD: The City
Manager submitted a communication advising that the General Assembly amended
state law, effective October 1, 2001, regarding the Regional Community Criminal
Justice Board; maximum size of the Board has been reduced from 25 to 20
members, and pertinent statutes have been recodified from §53.1-180, et seq. to
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§9.1-173, et. seq.; this multi-jurisdictional Board manages local pretrial services or
community-based probation programs; no local funding is required as a condition
of the City of Roanoke’s participation; and the City of Salem serves as the program’s
fiscal agent. .

It was further advised that each participating locality is to reconstitute the
Board and, generally, reappoint current members; and the current Board is changed
only in that two previously appointed members from other jurisdictions will no
longer serve, and seven persons have been added to the Board from other
jurisdictions.

The City Manager recommended that Council adopt a resolution to implement
statutory changes and to reconstitute the Board with appointments as set forth in
the resolution. -

Mr. Hudson offered the following resolution:

(#35632-110501) A RESOLUTION of the Council of the City of Roanoke,
establishing, by joint action of the Boards of Supervisors of the Counties of
Alleghany, Bath, Botetourt, Craig, Roanoke and Rockbridge, and the City Councils
of the Cities of Buena Vista, Covington, Lexington, Roanoke and Salem, the
membership of the Court-Community Corrections Regional Community Criminal
Justice Board to serve the region composed of those Counties and Cities.

{For full text of Resolution, see Resolution Book No. 65, page 231.)

Mr. Hudson moved the adoption of Resolution No. 35632-110501. The motion
was seconded by Mr. Harris and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

CITY CODE-SOLICITATION/PANHANDLING: The City Manager submitted a
communication advising that in the past few months, several community meetings
have been held which addressed the issue of on-going panhandling in all areas of
the City; meeting’s were attended by representatives of Downtown Roanoke, Inc.,
several community-social service agencies, and law enforcement personnel;
panhandling (soliciting) is presently addressed in Section 21-44: Solicitations and
sales; prohibited acts, Code of the City of Roanoke (1979), as amended; and
panhandling is considered a Class 3 misdemeanor, which means the panhandler
receives no jail time and only has to pay a “fine”.
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It was further advised that it was apparent to persons attending the meetings
thatthe City needs to implement more enforcement possibilities for panhandling and
that the degree of punishment for panhandling be more severe, thus, deterring those
involved in criminal panhandling; meeting participants proposed that the City Code
addressing “panhandiing” be expanded to determine prohibited conduct; the
ordinance, for example, prohibits panhandling and the solicitation of goods and
services in an aggressive manner, prohibits panhandling and soliciting sales of
goods and services within 15 feet of a bank entrance or exit, and prohibits
solicitation from anyone who is in a motor vehicle in traffic on a public street; the
ordinance further clarifies that solicitation will not be permitted in any street, on any
median,.or while in or on ramps or exit ramps; and with the proposed revision to the
present City Code, panhandling can be considered a Class 2 misdemeanor which
may be punishable by jail time versus a “fine”.

The City Manager recommended that Council repeal Section 21-44,
Solicitations and sales; prohibited acts of the Code of the City of Roanoke (1979),
as amended, to be replaced by Section 21-44.1, Aggressive Solicitation and Sales;
Definitions; Prohibited, Acts and Penalties, which allows the City Code to be more
specific as to what conduct is prohibited and providing for a Class 2 misdemeanor.

Mr. Carder offered the following emergency ordinance:

(#35633-110501) AN ORDINANCE amending Article |, In General, of Chapter 21,
Offenses - Miscellaneous, of the Code of the City of Roanoke, (1979), as amended,
by REPEALING §21-44, Solicitations and sales; prohibited acts; by adding new §21-

44.1, entitled Aggressive Solicitations and Sales: Definitions; Prohibited Acts and
Penalties; and providing for an emergency.

Mr. Carder moved the adoption of Ordinance No. 35633-110501. The motion
was seconded by Mr. Harris.

Vice-Mayor Carder inquired about panhandling in the area of ATM machines;
whereupon, the City Attorney advised that an earlier draft of the ordinance made
panhandling illegal within 15 feet of an ATM machine; however, questions were
raised since the proposed language could have an impact on market stalls that are
located in close-proximity to the ATM machine on the City Market. He stated that
following further consideration, a provision was added to the proposed measure that
will prohibit panhandling within 15 feet of ATM machines; whereupon, a revised
measure was presented which adds the definition of ATM machines and prohibits
panhandling within 15 feet of an ATM machine.
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Mr. Bestpitch expressed concern with regard to the ordinance as a whole. He
stated that the majority of those persons who are creating problems are those
individuals with a history of substance abuse, mental illness or both, and
incarceration for this group of citizens may not have the same deterrent effect. He
called attention to continuing problems with deinstitutionalization by large state
institutions related to substance abuse and mentai illness, with the promise of
increased community based services to meet the needs of this segment of the
population, but without State funding to provide the needed community based
services. He stated that although he does not favor panhandling, there is a need to
provide more resources, such as law enforcement officers and additional members
to the City’s Homeless Assistance Team. He expressed concern that not enough
effort has been made by the City to insist that the State assume its responsibility of
providing the services that are needed to address the root causes of the probiem.

Mr. Bestpitch advised that another area of concern pertains to soliciting
donations while standing on or going into any street or highway, including medians,
on ramps and exit ramps, and spoke in support of a provision that non-profit
organizations would be required to apply for and receive a permit to solicit for bona
fide donations to a recognized charitable endeavor.

Mr. Carder moved that Ordinance No. 35633-110501 be amended to include
provisions with regard to panhandling in the vicinity of ATM machines. The motion
was seconded by Mr. Harris and adopted.

Ordinance No. 35633-110501, as amended, was adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch , Carder, Harris, Hudson, White,
and Mayor Smith 7.

NAYS: None 0.

POLICE DEPARTMENT-CITY CODE-ANIMALS/INSECTS-CIRCUIT COURT-FEE
COMPENDIUM: The City Manager submitted acommunication advising that there are
two fees set forth in the City’s Fee Compendium in need of revision; i.e.: a change
in the-fee for the boarding of animals on their first day of impoundment at the
Roanoke Valley Society for the Prevention of Cruelty to Animals, Inc. (SPCA), and a
change in the fee for background investigation of an applicant for “Conservator of
the Peace”; per the City’s Fee Compendium, the SPCA should charge $4.00 for the
first day of boarding fees for impounded domestic animals, and every day thereafter,
the foe is established at $8.75 per day; however, the SPCA has been charging $8.75
for every day of impoundment, and is of the opinion that the daily fee is necessary
for expenses incurred in boarding a domestic animal; and the Fee Compendium did
not set forth a “first day” boarding fee which is consistent with actual SPCA
expenditures.
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It was further advised that a conservator of the peace provides security of
property and tranquility; to become a conservator of the peace, an individual must
apply through the Circuit Court, which then orders the focal law enforcement agency
to investigate the background and character of the applicant; a Circuit Court Judge
of any county or city, in his/her discretion, may appoint one or more special
conservators of the peace who shall serve as such for such length of time as the
courtmay designate, but not exceeding four years under any one appointment; prior
to granting an application for appointment, the Circuit Court shall order the local
law-enforcement agency to conduct a background investigation, in accordance with
Section 15.2.1705 (ii), Code of Virginia, of the prospective appointee and to file a
report of such investigation with the Court unless the prospective appointee is a
police officer as defined in Section 9.1-101 of the State Code; Section 19.2-1 3, Code
of Virginia, states that “the local law-enforcement agency may charge the
prospective appointee a reasonable fee notto exceed the lesser of the actual cost
to the local law-enforcement agency, or $300.00 for the time and costs expended in
preparing the investigative report”; however, the City of Roanokes currently adopted
fee for a background investigation conducted on applicants for “Conservator of the
Peace” is $250.00.

The City Manager recommended that Council establish the City of Roanoke’s
fee for the daily boarding of an impounded domestic animal at $8.75 per day; and
further establish the City of Roancke’s fee for the background investigation of an
applicant for “Conservator of the Peace” at the lesser of the actual cost, or $300.00
as permitted by Section 19.2-13, Code of Virginia (1950), as amended.

Mr. Bestpitch offered the following resolution:

(#35634-110501) A RESOLUTION amending the City’s Fee Compendium to
reflect the correct service charge made to animal owners for daily boarding fees for
an impounded animal of $8.75 to include the initial day and all days thereafter.

(For full text of Resolution, see Resolution Book No. 65, page 237.)

Mr. Bestpitch moved the adoption of Resolution No. 35634-110501. The
motion was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: Non Q.
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Mr. Bestpitch offered the following resolution:

(#35635-110501) A RESOLUTION amending the City’s Fee Compendium to
comply with the Code of Virginia for fees charged by the Police Department for the
preparation of investigative reports regarding applicants for Conservator of the
Peace appointments.

(For full text of Resolution, see Resolution Book No. 65, page 238.)

Mr. Bestpitch moved the adoption of Resolution No. 35635-110501. The
motion was seconded by Mr. Carder and adopted by the following vote:

AYES: Council. Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

BONDS/BOND ISSUES-TAXES-ROANOKE CIVIC CENTER-RIVERSIDE
CENTRE: The City Manager and the Director of Finance submitted a joint written
report advising that Council approved the issuance of General Obligation Bonds,
totaling $56,245,000.00, pursuant to the Public Finance Act of 1991 of the Code of
Virginia, as follows:

Purpose Amount
Roanoke River Flood Reduction $ 7,500,000.00
Shenandoah Garage 2,500,000.00
Riverside Centre for Research and Technology 12,000,000.00
Roanoke Civic Center Renovations 3,000,000.00
Crystal Spring Filtration Plant 5,445,000.00
Curb, Gutter, Sidewalk Improvements 5,000,000.00
Roanoke Academy for Math and Science 4,600,000.00
Stadium/Amphitheater 16,200,000.00
Total $56.245,000.00

It was further advised that the City's bond attorney, Hawkins, Delafield &
Wood, has issued an opinion that bonds to be issued for Civic Center improvements
($3 million) and the Riverside Center for Research and Technology ($12 million) meet
the Internal Revenue Code’s private activity tests and must be issued as taxable
bonds; private activity bond tests serve to identify arrangements that have the
potential to transfer the benefits of tax exempt financing to private enterprise; based
on current market conditions, it is anticipated that the taxable bonds will be less
than two percentage points more than the tax exempt bonds; and the taxable bonds
and tax exempt bonds will be designated as a separate series with the nextissuance
in January, 2002.
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It was explained that public bids will be requested on a total bond issue of
$56,245,000.00 during the second week of January, 2002; due to varying interest
rates bid throughout the life of the bond issue, the bond maturity schedule and
interest rates must be provided to the City’s financial advisors, Branch Banking and
Trust Capital Markets (BB&T), to compute the overall net interest cost; itis proposed
to use the same procedure as in previous bond issuances whereby bids will be
delivered to BB&T'’s Richmond office via the Internet, and with oversight of certain
City representatives, BB&T wiil calculate the overall interest rate on the bids for
purchase of the bonds; BB&T and City representatives will review the bids to
determine the responsive bid having the lowest net interest cost; and City
representatives will accept the lowest bid, with an immediate communication to
Council summarizing the bids and acceptance of the bid with the lowest net interest
amount.

The City Manager and the Director of Finance recommended that Council
adopt a resolution which will authorize the sale of $56,245,000.00 of General
Obligation bonds; and authorize the City Manager and the Director of Finance to
award the winning bid and to affix the interest rates to be borne by the bonds.

Mr. Harris offered the following resolution:

{#35636-110501) A resolution authorizing the sale of not to exceed fifty-six
million two hundred forty-five thousand dollars ($56,245,000) principal amount of city
of roanoke, virginia, general obligation public improvement bonds; fixing the form,
denomination and certain other details of such bonds and delegating to the city
manager and the director of finance certain powers with respect thereto; authorizing
the preparation of a preliminary official statement and an official statement and the
distribution thereof; and authorizing such city to execute and deliver a continuing
disclosure certificate of such city relating to such bonds

(For full text of Resolution, see Resolution Book No. 65, page 239))

Mr. Harris moved the adoption of Resolution No. 35636-110501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White

and Mayor Smith 7.
NAYS: None 0.
DIRECTOR OF FINANCE:
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DIRECTOR OF FINANCE-AUDITS/FINANCIAL REPORTS: The Director of
Finance submitted the Financial Report for the City of Roanoke for the month of
September, 2001.

There being no questions, without objection by Council, the Mayor advised
that the financial report would be received and filed.

REPORTS OF COMMITTEES: None.
UNFINISHED BUSINESS:

CITY EMPLOYEES: Council at its last regular meeting having tabled a
communication from the City Manager with regard to special military leave pay for
City employees to allow time for the City Manager to respond to a question raised
by a Member of Council; Mr. Harris moved that the matter be removed from the table.
The motion was seconded by Mr. Carder and unanimously adopted.

Mr. Bestpitch offered the following resolution:

(#35637-110501) A RESOLUTION authorizing payment of supplementary
compensation and restoration of certain benefits to employees cailed to active
military duty.

Mr. Bestpitch moved the adoption of Ordinance No. 35637-110501. The motion
was seconded by Mr. Harris.

The City Manager submitted a communication advising that military leave at
full pay is limited to 15 working days per Federal fiscal year for employees of the City
of Roanoke who are military reservists called to active duty; special Council action
was taken in 1991 for the Desert Storm operation and in 1997 for the Bosnia effort
to provide any difference between military reservists’ pay and the current level with
the City of Roanoke; and there are 35 reservists in 13 departments within the City of
Roanoke engaged in full-time employment.

" The City Manager recommended that Council approve special policy to pay
military reservists who are called to active duty who serve between October 1, 2001,
and September 30, 2002, the difference between their military base pay (including
any other related compensation received from the military) and pay with the City of
Roanoke in their current job, which supplemental pay will be provided upon request
and with necessary documentation to the Department of Human Resources.

The Mayor raised the issue of requiring 90 days employment with the City of

Roanoke prior to being called to active military duty, in order to qualify for the
military leave pay benefit.
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The City Manager advised that the Mayor previously requested a determination
as to whether the City could differentiate between reservists, and the question of
whether a person who was employed by the City after the policy is approved would
be eligible for the benefit. Prior to this time, she stated that the Mayor had not
inquired about a specific period of time; therefore, she returned the matter to the
Council agenda as the report was originally prepared because the benefit should be
available to any person in tlie employment of the City who is called for active
service. She noted that at the present time, only one City employee has been called
to active duty, however, there are approximately 35 City employees who are
reservists. She stated that the recommendation before Council contains no
differential and any person who is a City employee who is called for active duty
would receive the benefit for a period of one year.

Following discussion of the matter, it was the consensus of Council to act on
the resolution and refer the Mayor’s suggestion to the City Manager for further study,
report and recommendation to Council, with the understanding that the resolution
can be amended at a later date, if necessary.

Resolution No. 35637-110501 was adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White,
and Mayor Smith 7.

NAYS: None 0.

EASEMENTS- NEWSPAPERS: Council at its last regular meeting on
Thursday, October 18, 2001, having tabled an ordinance authorizing the vacation of
an easement on property identified as Official Tax Nos. 1011001, 1011002, 1011003,
and 1011004, adjacent to Second Street, S. W., upon certain terms and conditions,
in connection with the Times World Corporation expansion project, Mr. Harris moved
that the ordinance be removed from the table. The motion was seconded by Mr.
Carder and unanimously adopted.

Mr. Harris offered the following ordinance:

(#35638-110501) AN ORDINANCE authorizing the vacation of an easement on
property identified as Official Tax Map Nos. 1011001, 1011002, 1011003, and 1011004
adjacent to Second Street, S. W., upon certain terms and conditions; and dispensing
with the second reading by title of this ordinance.

(For full text of Ordinance, see Ordinance Book No. 65, page 252.)
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Mr. Harris moved the adoption of Ordinance No. 35638-110501. The motion
was seconded by Mr. Hudson and adopted by the following vote: S

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White,
and Mayor Smith 7.

NAYS: None. 0.

INTRODUCTION AND CONSIDERATION OF ORDINANCES AND
RESOLUTIONS:

COUNCIL: Mr. Harris offered the following resolution:

(#35639-110501) A RESOLUTION cancelling the work session meeting of the
Council of the City of.Roanoke scheduled for Monday, December 31, 2001, at
12:15 p.m.

(For full text of Resolution, see Resoiution Book No. 65, page 253.)

Mr. Harris moved the adoption of Resolution No. 356391 10501. The motion
was seconded by Mr. Carder and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson, White
and Mayor Smith 7.

NAYS: None 0.

MOTIONS AND MISCELLANEOUS BUSINESS:

INQUIRIES AND/OR COMMENTS BY THE MAYOR AND MEMBERS OF
COUNCIL: -

ACTS OF ACKNOWLEDGEMENT-CITY GOVERNMENT-COMMUNICATIONS
DEPARTMENT: Vice-Mayor Carder advised that the City of Roanocke earned first
place in the 75,000 - 125,000 population range in the nation’s first study on digital
technology in City government, the Digital Cities Survey. He explained that the
survey examined how cities are using information technology to deliver services to
citizens, as conducted by the Center for Digital Government, Goverhment
Technology Magazine, and commended the City Manager and City staff on their
outstanding achievements.

C:\A-Scan\CCA00037.TIF

38



168

EASEMENTS-NEWSPAPERS: Council at its regular meeting on Thursday,
October 18, 2001, having tabled an ordinance permanently vacating, discontinuing
and closing a portion of Salem Avenue, S. W,, near its intersection with Second
Street, Mr. Bestpitch moved that the ordinance be removed from the table. The
motion was seconded by Mr. Harris and adopted.

Mr. Bestpitch offered the following ordinance:

(#35640-110501) An ORDINANCE permanently vacating, discontinuing and
closing certain public right-of-way in the City of Roanoke, Virginia, as more
particularly described hereinafter; and dispensing with the second reading of this
ordinance.

(For full text of ordinance, See Ordinance Bok No. 65, page 254.)

Mr. Bestpitch moved the adoption of Ordinance No. 35638-110501. The motion
was seconded by Mr. Harris.

The City Manager was requested to clarify those measures relating to the
Times World Corporation expansion project, to explain the $500,000.00 investment
by the City, and how the investment compares with an economic development
incentive that might be offered to any other business proposing to make a $31
million investment in the community.

The City Manager advised that the Times World Corporation expansion project
represented an opportunity to retain 450 jobs in the downtown area and to
experience a significant investment which would generate additional tax revenues
to the City. Were the Times World Corporation to leave the City of Roanoke, she
stated that there would be a loss of approximately $150,000.00 of taxes paid
annually on items other than real estate; and the $31 million investment that the
Roanoke Times plans to make will generate approximately $1.5 million of additional
revenue to the City in the first five years of operation. She explained that on
economic development prospects, the City looks at revenue to be generated by the
new or expanded business which is used as an incentive and the sharing of those
increased benefits or revenues, with the City regaining the larger portion, therefor,
the $500,000.00 grant to the Times World Corporation was the City’s response to a
request for incentives and represents an amount payable over a three year period.
She further explained that after the new plant is operational and with the
understanding that these additional revenues of $1.5 million will, in fact, be
generated, the City would, through the Industrial Development Authority as its
agent, provide $250,000.00 in the first year, $150,000.00 in the second year and
$100,000.00 in the third year upon completion of the project.
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She added that the City will receive revenues in excess of these amounts which will
be used to support various programs and activities that the Council, on an annual
basis, approves through its budgetary process. She stated that the amount
provided to businesses as.incentives vary based upon the number of new jobs to be
created, and revenues to be generated which can range from as little as ten per cent
to as much as 50 per cent. She explained that the amount that was determined by
the Times World Corporation expansion project was appropriate given the revenues
and the job retention that will result in the City of Roanoke.

Ordinance No. 35640-110501 was adopted by the following vote:

AYES: Council Members: Wyatt, Bestpitch, Carder, Harris, Hudson, White,
and Mayor Smith 7.

NAYS: None 0.

At 3:50 p.m., the Mayor declared the meeting in recess for four closed
sessions.

COUNCIL: The meeting reconvened at 4:05 p.m., with Vice-Mayor Carder
presiding. Mr. Harris moved that Council override the decision of the Chairtorecess
the Council meeting for four Closed Sessions and that the Council meeting
reconvene in public session. The motion was seconded by Mr. Bestpitch and
adopted, Mayor Smith not voting.

CITY MANAGER COMMENTS:

POLICE DEPARTMENT-SOLICITATIONS/PANHANDLING: The City Manager called
attention to numerous discussions with law enforcement personnel and the City’s
Homeless Assistance Task Force with regard to concerns expressed eariler in the
meeting by Council Members and others in response to panhandling,(solicitation)
in the downtown Roanoke area.

BONDS/BOND ISSUES: The City Manager advised that certain members ofthe
City staff will be in New York City later this week attending meetings with three bond
rating agencies with regard to the City’s rating for the bond issue that was
previously approved by Council pursuant to Resolution No. 35636-110501, and itis
anticipated that the City will go to the bond market in early 2002.

HEARING OF CITIZENS UPON PUBLIC MATTERS: The Vice-Mayor advised that
Council sets this time as a priority for citizens to be heard; and matters requiring
referral to the City Manager will be referred, without objection by Council, for
response, report and recommendation to Council.
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At this point, he stated that television coverage of the Council meeting will be
concluded.

FIRE DEPARTMENT-EMERGENCY SERVICES: Ms. Helen E. Davis, 35 Patton
Avenue, N. E., expressed concern with regard to the Business Plan for Fire/EMS as
submitted by the Fire Chief. Inasmuch as there are numerous questions, she
suggested that the Virginia Department of Fire Programs be requested to conduct
an independent and impartial evaluation of the Roancke City Fire/EMS Business
Plan.

PAY PLAN-COUNCIL: Ms. Evelyn D. Bethel, 35 Patton Avenue, N. E.,
addressed Council with regard to City Council's pay increase which was approved
earlier in the meeting. She stated that it is unfair for Council to compare itself with
City employees who are held accountable by supervisors for their job performance.
She inquired as to the procedure to be followed by citizens in order to hold Council
Members accountable for their actions, and the procedure for removing Council
Members from office if citizens are displeased with their job performance, barring
a Councilmanic election.

At 4:10 p.m., the Vice-Mayor declared the meeting in recess for four Closed
Sessions.

At 5:40 p.m,, the meeting reconvened in the Council Chamber, with Mayor
Smith presiding, and all Members of the Council in attendance, with the exception
of Council Member White, who left the meeting during the Closed Session.

COUNCIL: With respect to the Closed Meeting just concluded, Mr. Bestpitch
moved that each Member of City Council certify to the best of his or her knowledge
that: (1) only public business matters lawfully exempted from open meeting
requirements under the Virginia Freedom of Information Act; and (2) only such
public business matters.as were identified in any motion by which any Closed
Meeting was convened were heard, discussed or considered by City Council. The
motion was seconded by Mr. Harris and adopted by the following vote:

AYES: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson,
and Mayor Smith 6.

NAYS: None 0.

(Council Member White was absent.)
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OATHS OF OFFICE-COMMITTEES-FIFTH PLANNING DISTRICT COMMISSION
(ALLEGHANY REGIONAL COMMISSION): The Mayor advised that there is a vacancy
on the Roanoke Valley-Alleghany Regional Commission created by the resignation
of Donald S. Caldwell, for a term ending June 30, 2003, and called for nominations
to fill the vacancy.

Mr. Bestpitch placed in nomination the name of William H. Carder.

There being no further nominations, Mr. Carder was appointed as a member
of the Roanoke Valley-Alleghany Regional Commission, to fill the unexpired term of
Donald 8. Caldwell, resigned, ending June 30, 2003, by the following vote:

FOR MR. CARDER: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson
and Mayor Smith 6.

{Council Member White was absent.)

OATHS OF OFFICE-COMMITTEES-ROANOKE ARTS COMMISSION: The Mayor
advised that there is a vacancy on the Roanoke Arts Commission created by the
resignation of Sherlie Doherty, for a term ending June 30, 2003, and called for
nominations to fill the vacancy.

Mr. Harris placed in nomination the name of Courtney A. Penn.

There being no further nominations, Ms. Penn was appointed as a member of
the Roanoke Arts Commission to fill the unexpired term of Sherlie Doherty, resigned,
ending June 30, 2003, by the following vote:

FOR MS. PENN: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson
and Mayor Smith - 6.

{Council Member White was absent.)

OATHS OF OFFICE-COMMITTEES-ZONING: The Mayor advised that there is
a vacancy on the Board of Zoning Appeals created by the resignation of Willard G.
Light, for a term ending December 31, 2002, and called for nominations to fill the
vacancy.
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Mr. Harris placed in nomination the name of William D. Poe.

There being no further nominations, Mr. Poe was appointed as a member of
the Board of Zoning Appeals, to fill the unexpired term of Willard G. Light, resigned,
ending December 31, 2002, by the following vote:

FORMR. POE: Council Members Wyatt, Bestpitch, Carder, Harris, Hudson and
Mayor Smith 6.

(Council Member White was absent.)

OATHS OF OFFICE-COMMITTEES-ROANOKE CIVIC CENTER: The Mayor
advised that there is a vacancy on the Roanoke Civic Center Commission created
by the death of Edward Lambert, for a term ending September 30, 2003, and cailed
for nominations to fill the vacancy.

Mr. Hudson placed in nomination the name of Stuart G. Boblett, Il

There being no further nominations, Mr. Boblett, was appointed as a member
of the Roanoke Civic Center Commission to fill the unexpired term of Edward
Lambert, deceased, ending September 30, 2003, by the following vote:

FOR MR. BOBLETT: Council Members Wyatt, Bestpitch, Carder, Harris,
Hudson and Mayor Smith 6.

(Council Member White was absent.)

OATHS OF OFFICE-COMMITTEES-ARCHITECTURAL REVIEW BOARD: The
Mayor advised that the terms of office of Alison S. Blanton and Lawrence Johns as
members of the Architectural Review Board will expire on October 1, 2001, and a
vacancy exists for a term ending October 1, 2001, and called for nominations to fill
the vacancies.

Mr. Bestpitch placed in nomination the names of Alison S. Blanton and James
Schluster.

There being no further nominations, Alison S. Blanton was reappointed and
James Schiueter was appointed as members of the Architectural Review Board, for
terms ending October 1, 2005, by the following vote:
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FOR MS. BLANTON AND MR. SCHLUETER: Council Members Wyatt,
Bestpitch, Carder, Harris, Hudson and Mayor Smith 6.

{Council Member White was absent.)

There being no further business, the Mayor declared the meeting adjourned
at 5:45 p.m.

APPROVED
ATTEST:
Mary F. Parker Ralph K. Smith
City Clerk Mayor
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VIRGIMIA, CHARTERED mezq Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorabie William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:

Subject: Roanoke River Flood Reduction Project —
Subdivision and Conveyance of Property
Rights

Pursuant to the requirements of the Virginia Code, the City of Roanoke is required to hold a public
hearing on the proposed conveyance of property rights. This is to request that a public hearing be
advertised on the above matter for Council’'s regular meeting to be held on Tuesday, January 22,
2002. A full report will be included in the January 22, 2002, agenda material for your consideration.

Respectfully submitted,

Dariene L. Burcham
City Manager

DLB/SEF
c Mary F. Parker, City Clerk
William M. Hackworth, City Attorney

James D. Grisso, Director of Finance
Sarah E. Fitton, Engineering Coordinator

Room 364  Municipal South 215 Church Avenue, SW.  Roanoke, Virginia 24011-1591  (540) 853-2333  FAX (540) 853-1138
CityWeb:www ci.roanoke.va.us
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I ! V:ml.‘l,clnmlm:gn m',,% Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:

Subject: Lease of Air Rights Over Second Street, SW
Request of Times-World Corporation

Pursuant to the requirements of the Virginia Code, the City of Roanoke is required to hold a public
hearing on the proposed conveyance or lease of property rights. This is to request that a public
hearing be advertised on the above matter for Council's regular meeting to be held on Tuesday,
January 22, 2002. A full report will be included in the January 22, 2002, agenda material for your
consideration.

Respectfully submitted,
Q /
Ly

Darlene L. Burcham
City Manager

P

DLB/SEF

c: Mary F. Parker, City Clerk
William M. Hackworth, City Attorney
James D. Grisso, Director of Finance
Sarah E. Fitton, Engineering Coordinator

Room 364  Municipal South 215 Church Aveniue, S.W.  Roanoke, Virginia 24011-1691  (540) 853-2333  FAX (540) 853-1138
CityWeb:www.ci.roanoke.va.us
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! VIRGINIA, CHARTERED |nzq Office of the City Manager

January 7, 2002

The Honorable Ralph K. Smith, Mayor

The Honorable William Carder, Vice Mayor

The Honorable William Bestpitch, Council Member
The Honorable Nelson Harris, Council Member
The Honorable Alvin Hudson, Council Member
The Honorable William White, Council Member
The Honorable Linda Wyatt, Council Member

Dear Mayor Smith and Members of City Council:
Subject: Lease of Commonwealth Building

The General Services Administration (GSA) of the Federal Government currently leases
space within the Commonwealth Building. GSA uses the second floor of the building for
Federal Bankruptcy Court and it's affiliated offices. The lease also includes one office on the
first floor. The current lease expires January 31, 2002. The GSA is interested in extending
the current lease of this space for one year, with the same terms as the current lease. The
current lease rate is $6.50 per square foot pius $3.93 per square foot for operating costs
(increased annually based on consumer price index) with an annual rent amount of
$129,549.60.

Recommend Action:

Authorize the scheduling and advertising of this matter for public hearing on your January 22,

2002 agenda.
Respectfully submitted,
“Darlene L. Burcham
City Manager
DLB:sIm

c: Mary F. Parker, City Clerk
James D. Grisso, Director of Finance
William M. Hackworth, City Attorney
Beth Neu, Director of Economic Development
Dana Long, Chief of Billings and Coliections
Lynnis Vernon, Manager, Facilities Management

CM01-00285

Room 364 Municipal South 215 Church Avenue,SW.  Roanoke, Virginia 24011-1591  (540) 853-2333  FAX (540) 853-1138
CityWeb:www.cl.roanoke.va.us
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December 24, 2001

Mary Parker
City Clerk
City of Roanoke

Effective September 18, 2001, I hereby resign from the Wrecker Advisory Board
due to a reassignment of duties.

Council will be asked in the near future to appoint Harold F. Wallick to take my
place on the Board.

Sincerely,

S CAR s

Sgt. C. A. Karr
Roanoke City Police Department

CAK/j

POLICE DEPARTMENT, 309 THIRD STREET, S.W., ROANOKE, VIRGINIA 24011
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!vm@ﬂu,cmwsﬁso 1882 q Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Councii Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:

Subject: Competitive Negotiation
for Ticketing Services
Agreement at City Civic
Facilities

Background:

The City's current Agreement for the provision of ticketing services at the
Roanoke Civic Center expires on February 2, 2002.

The City desires the opportunity to consider entering into a contractual
agreement with a ticket service provider to provide computerized ticketing
services for the City's Civic Facilities.

Although the sealed bid method of procurement would normally be used, it is not
practicable and/or fiscally advantageous to the public in this case. The
experience, qualifications, and ability to provide the services required are of
equal, if not greater, importance than the cost. Issues of technology, computer
hardware and software, ticket outlet network, telephone sales network, and credit
card capability are of significant importance to a successful ticketing operation.
Additional issues, other than price, include equipment instaliation, maintenance
and repair, employee training, customer responsiveness, and accounting
procedures. Therefore, the process of competitive negotiation using the request
for proposal process has been identified as the best method for procurement of
these services.

Considerations:

The Code of the City of Roanoke provides, as an alternate method of
procurement to using the bid process, a process identified as “competitive

Room 364  Municipal South 215 Church Avenue, SW.  Roanoke, Virginia 24011-1591  (540) 853-2333  FAX (540) 853-1138
CityWeb:www.Ci.roanoke. va.us
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Honorable Mayor and Members of Council
January 7, 2002
Page 2

negotiation.” Prior approval by Council is necessary before the alternate method
may be used. See City Code Section 23.1-4 (e). This method will allow for
negotiations with two (2) or more providers to determine the best qualified at the
most competitive price or rate.

Recommended Action:

City Council authorize the use of competitive negotiation as the method to secure
a Ticket Service provider as identified in this letter.

Respectfully submitted,

e -}
Darlene L. Burélram
City Manager

DLB:jme

c Mary F. Parker, City Clerk
William M. Hackworth, City Attorney
James D. Grisso, Director of Finance
George C. Snead, Assistant City Manager for Operations
Barry L. Key, Director of OMB
Robert L. White, Purchasing Manager
James M. Evans, Director of Civic Facilities

#CM01-00289
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA

A RESOLUTION designating the procurement method known as competitive negotiation,
rather than the procurement ;rlethod known as competitive sealed bidding, to be used for the
procurement of a ticket service provider to provide computerized ticketing and related services for
the City’s Civic Facilities; and documenting the basis for this determination.

WHEREAS, the City seeks to obtain proposals from various ticket service providers to
provide computerized ticketing and related services for the City’s Civic Facilities; and

WHEREAS, this Council finds that use of the procurement method of competitive negotiation
for such services will allow for consideration of appropriate factors, which may include, but not be
limited to such factors as experience, qualifications, the cost of such services, references, the type of
computer hardware and software to be used, the ticketing outlet network, the telephone sales
network, credit card capability, equipment instailation, maintenance and repair, employee training,
customer responsiveness, accounting procedures, and the ability to provide the services required by
the City, all of which are important to a determination of which provider the City should use to
provide such services, and

WHEREAS, City Council is of the opinion that such services should be procured by
competitive negotiation rather than competitive sealed bidding.

THEREFORE, BE IT RESOLVED by the Council of the City of Roanoke as follows:

1. Pursuant to §23.1-4(e), Code of the City of Roanoke, (1979), as amended, this

Council finds that the procurement method known as competitive sealed bidding is not practicable

I:\Clerk\comnag civic center ticketing services.wpd 1
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and/or is not fiscally advantageous to the public, for the reasons set forth above, for obtaining a ticket
service provider to provide computerized ticketing and related services for the City’s Civic Facilities.

2. City Council directs that the procurement method known as competitive negr;)tiation
for other than professional services shall be used for the procurement of proposals for obtaining an
agreement with a ticket service [;rovider to provide computerized ticketing and related services for

the City’s Civic Facilities, all as more fally set forth in the City Manager’s letter to this Council dated

January 7, 2002.
3. This Resolution documents the basis for City Council's determination.
ATTEST:
City Clerk
I:\Clerk\comneg civia center ticketing services.wpd 2

C:\A-Scan\CCA00051.TIF

52



Ak

! VIRGINIA, CHARTERED 1882 q

6.a.2

Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:
Subject: Appropriation of Derelict Structures Funds

The Derelict Structures Fund (DSF) is a program funded by the General
Assembly to assist with the removal or renovation of badly deteriorated
properties. The Virginia Department of Housing and Community Development
(DHCD) solicited proposails for the program in the summer of 2000.

On August 7, 2000 City Council authorized the City Manager to submit a funding
proposal to DHCD for $100,000, authorizing the execution of any and all requisite
documents accepting the grant; and authorizing execution of agreements with
Two B Investments and the Northwest Neighborhood Environmental
Organization (NNEO) for the renovation of:

* 113 Norfolk Avenue SW on Warehouse Row. The Warehouse is
being renovated by Two B Investments (Bruce Brenner) for use as
high-tech offices.

e 525, 526 and 532 Loudon Avenue NW are in the Gilmer
neighborhood. These properties are being renovated by NNEO for
residential use.

A grant agreement accepting the funds with DHCD was executed on May 29,
2001. The agreement of acceptance with DHCD committed the funds for use
exclusively with the Warehouse Row and 500 block of Loudon Avenue, as
proposed. The total amount to be provided from the DSF for the Warehouse is
$50,000 and will be in the form of a 0% loan, and shall be repaid to the City at a
rate of $10,000 per year, beginning one year after completion of the shell
renovations. The total amount to be provided from the DSF for the 500 block of
Loudon is a $50,000 grant.

Room 364 Municipal South 215 Church Avenue, SW.  Roanoke, Virginia 24011-1591  (540) 883-2333  FAX (540) 853-1138

CityWeb:www.ci.roanoke.va.us
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54

The Honorable Mayor and Members of Council
January 2, 2002
Page 2

Once the projects are completed as proposed, the City will be reimbursed by
DHCD in the amount of $100,000.
Recommended Actions:
Appropriate $100,000 to an account in the Grant Fund to be established by the
Director of Finance, and establish an account receivable and a revenue estimate
in the same amount.
Respectfully submitted,
MWMJ

“"Darlene L. Burcham
City Manager

DLB:wdw
Attachments
c: Mary F. Parker, City Clerk
William M. Hackworth, City Attorney
James D. Grisso, Director of Finance
Rolanda A. Johnson, Assistant City Manager for Community Development
W. Daniel Webb, Acting Housing Development Coordinator

CM01-00279
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA

AN ORDINANCE to amend and reordain certain sections of the 2001-2002 Grant
Fund Appropriations, and providing for an emergency.

WHEREAS, for the usual daily operation of the Municipal Govemment of the City
of Roanoke, an emergency is declared to exist.

THEREFORE, BE IT ORDAINED by the Council of the City of Roanoke that
certain sections of the 2001-2002 Grant Fund Appropriations, be, and the same are
hereby, amended and reordained to read as follows, in part:

Appropriations

Community Development $ 5,216,277
Derelict Structures Fund Grant FY02 (1-2). . .. .................... 100,000

Revenues

Community Development $ 5,216,277
Derelict Structures Fund Grant FYO2 (3) .. ........... ..ot 100,000

1) Warehouse Row

Renovation (035-610-5252-5325) $ 50,000
2) Gilmer Neighborhoaod

Renovation (035-610-5252-5326) 50,000
3) Derelict Structures

Fund Grants. (035-610-5252-5252) 100,000

BE IT FURTHER ORDAINED that, an emergency existing, this Ordinance shall

be in effect from its passage.
ATTEST:

City Clerk.
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u VIRGINIA, CHARTERED 1agzq Office of the City Manager

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorabie C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Council Member
Honorabie William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:

Subject: Fund Appropriation to New
Capital Account Master Planning
and Urban Design Services

As recommended in Vision 20071-2020, the City's Comprehensive Plan, City staff has
been very involved in encouraging and considering new development opportunities that
are consistent with the Plan, especially with respect to new housing and village centers.
In an effort to move forward in considering new projects, additional technical planning
and architectural assistance is needed to master plan potential development sites and
to help evaluate proposed projects. Many urban cities have similar contracts with
consultants to assist them in the preliminary design and review of development
proposals.

Recently, the City requested proposals from architectural and planning firms to provide
urban design and master planning services for miscellaneous projects to be determined
by the City. Proposals have been received, firms interviewed, and consultant selection
completed. Contracts are to be awarded to RTKL Assaciaties, Inc. (Washington, DC)
and to The Lawrence Group (Davidson, NC). The contracts are for one year, with an
option to renew for a second year. The current contract does not exceed $75,000.
Additional funds will have to be appropriated for the second year.

Funding in the amount of $75,000 is available in the “Capitol Projects Fund” account

“environmental issues”. City Council approval is required to appropriate funds from a
capital to a new capital account for these professional services.

Room 364 Municipal South 215 Church Avenue, SW.  Roanoke, Virginia 24011-1591  (540) 853-2333  FAX (540) 853-1138
CityWeb:www.ci.roanoke.va.us
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Honorable Mayor and Members of Council
January 7, 2002
Page 2

Recommended Action:

City Council appropriate $75,000 from Account No. 008-052-9670, Environmental
Issues, to a new capital project account to be established for the purposes of urban
design and master planning services.

Regpectfully submitted,
{

N :
Darlene L. Burditam
City Manager
DLB:mpf

c Mary F. Parker, City Clerk
William M. Hackworth, City Attorney
James D. Grisso, Director of Finance
Barry L. Key, Director of Management and Budget
Evelyn 8. Lander, Director, Planning Building and Development

#CMO01-00288
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA

AN ORDINANCE to amend and reordain certain sections of the 2001-2002
Capital Projects Fund Appropriations, and providing for an emergency.
WHEREAS, for the usual daily operation of the Municipal Government of the City
of Roanoke, an emergency is declared to exist.
THEREFORE, BE IT ORDAINED by the Council of the City of Roanoke that
certain sections of the 2001-2002 Capital Projects Fund Appropriations, be, and the same

are hereby, amended and reordained to read as follows, in part:

Appropriations

Community Development $ 5,528,143
Urban Design and Master Services (1). . . .................... 75,000
General Government $ 15,310,230
Environmental Issues -PWSC (2). . .......... ...t 2,015,816
1) Appropriated from
General Revenue (008-610-9903-9003) $ 75,000
2) Appropriated from
General Revenue (008-052-9670-9003) (75,000)

BE IT FURTHER ORDAINED that, an emergency existing, this Ordinance shall

be in effect from its passage.
ATTEST:

City Clerk.
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6.b.1

CITY OF ROANOKE
DEPARTMENT OF FINANCE

215 Church Avenue, S.W., Room 461
P.O. Box 1220
Roanoke, Virginia 24006-1220
Telephone: (540) 853-2821
. Fax: (540) 853-6142
JAMES D. GRISSO JESSE A. HALL
Director of Finance Deputy Director

January 7, 2002

The Honorable Ralph K. Smith, Mayor

The Honorable William H. Carder, Vice Mayor

The Honorable William O. Bestpitch, Council Member
The Honorable C. Nelson Harris, Council Member
The Honorable W. Alvin Hudson, Jr., Council Member
The Honorable William White, St., Council Member
The Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:
SUBJECT: November Financial Report

This financial report covers the first five months of the 2001-2002 fiscal year. The following narrative
discusses revenues and expenditures to date.

REVENUE

General Fund revenues reflect an increase of 3.81% or $2,142,000 compared to FYO01. Variances in specific
categories of revenues are as follows:

General Property Taxes increased 4.34% or $1,085,000. Real estate tax revenues increased 4.5% upon the
collection of the first half installment, due on October 5% These revenues were budgeted to grow
approximately 3% from FY 01, therefore the status at November 30™ is positive. Public service tax revenues
and penalties and interest also grew since FY 01.

Other Local Taxes increased 2.11% or $334,000. Sales tax declined 2.04% or $119,000 from the prior year, a
reflection of the economic decline experienced in recent months. This trend is expected to continue as we move
into the second half of the fiscal year. Gas utility tax decreased due to a mild fall. These decreases are
partially offset by increases in cigarette and transient room taxes. The rates of both taxes increased in FY 02.
The increased cigarette tax revenue will be dedicated to debt service for the series 2002 bonds. The increased
transient room tax revenues are being used to fund an additional contribution to the Roanoke Valley Convention
and Visitors Bureau. Cellular phone utility tax is also up due to the increasing number of subscribers.

Permits, Fees and Licenses are up $133,000 or 40.74% due to increases in rates charged for building, electrical
and plumbing inspections as well as the establishment of new construction-related fees.

Revenue from Use of Money and Property decreased 19.70% or $125,000. Significant lower short term

interest rates and lower General Fund average daily cash balances in the current year cause this decline.
Conversely, rental income from the Commonwealth Building increased.
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Honorable Mayor and Members
Roanoke City Council Page 2
January 7, 2002

Grants-In-Aid Commonwealth increased $806,000 or 6.49%. Reimbursement from the s.tate. for street
construction and maintenance, which is based on the number of lane miles of state highway mamtamed. by the
City, is up from the prior year. Jail block grant revenues are up due to an imrc;ased number of state inmates
housed at the City Jail. State funding under the Virginia Juvenile Community Cnme-Control 1.\ct rose dug toa
timing difference. Revenue from the State to operate the E-911 wireless system is new thls' year, as is the
corresponding cost center in the Public Safety expenditure category. These increases are partially offset by a
decline in reimbursement received from the State Compensation Board for shared expenses for the Sheriff due

to a timing difference.

Grants-in-Aid Federal Government decreased $17,000 due to timing differences in the receipt of revenue.

Miscellaneous Revenue decreased $22,000 or 16.80%. In the prior year, a large increase in the volume of used
vehicles necessitated an additional surplus sale, increasing sale proceeds in FYOL.

Internal Services are down $28,000 or 6.39% due to decreased engineering and building maintenance billings.

EXPENDITURES AND ENCUMBRANCES

General fund expenditures and encumbrances have increased 9.45% or $7,642,000 since FYO01. Variances in
individual expenditure categories are discussed as follows:

Judicial Administration expenditures are up $158,000 or 6.92%. Personal service expenditures of the Circuit
Court have increased due to additional law clerk positions, which were established during September of FYO1.
Expenditures of the Sheriff and Commonwealth Attorney rose due to increased personal service costs and
charges from the Department of Technology.

Public Safety expenditures increased 5.85% or $1,070,000. Salary costs of the labor-intensive Police and Fire
departments increased, as budgeted. Charges from the Department of Technology to the Police Department
increased. Workers’ compensation expenses also rose in the Public Safety category, and these often fluctuate
from year to year based on the given claims of a particular year. The E-911 Wireless cost center is new in
FYO02 as are the revenues from the State to conduct this function. Communications expenditures increased due
to scheduled payment of the City’s portion of the annual maintenance agreement for the regional radio system.

Health and Welfare expenditures increased 7.25% or $631,000. Mental Health expenditures are up due to
timing differences. Expenditures under the Comprehensive Services Act increased. Salary and client assistance
costs rose in the Social Services department.

Parks, Recreation and Cultural expenditures are up $155,000 or 7.47%. Workers compensation costs are up
in this area, as are charges from the Department of Technology. Personal services expenditures of the Library
and Recreation Departments are also up.

Community Development expenditures increased 20.80% or $367,000 due to the establishment of the
Neighborhood Partnership department as part of the General Fund. This department was included in the Grant
Fund in prior years. Memberships and Affiliations expenditures increased, in part due to increased
contributions to the Roanoke Valley Convention and Visitors Bureau.

Transfer to Debt Service Fund decreased 5.34% or $451,000. Lower principal payments have been required
in the current year and interest expenses have declined as principal balances are amortized.

C:\A-Scan\CCAO00059.TIF

60



Honorable Mayor and Members
Roanoke City Council Page 3
January 7, 2002

Nondepartmental expenditures increased 129.36% or $5,001,000. These expenditures have risen sharply on a
year-to-date basis due to City Manager initiated procedures of establishing and funding of CMERP projects and
equipment purchases with one City Council report. By appropriating the entire CMERP funding at the
beginning of the fiscal year, these transfers likewise all occur at the beginning of the year, rather than
throughout the year as in the past. Transfers to the Capital Projects, Technology and Fleet Funds were
significantly impacted by this change in policy.

I would be pleased to answer questions City Council may have regarding the monthly financial statements.

Director of Finance

JDG/THT
Attachments
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Transfer
Number Date
General Fund:

CMT-1863 07/30/01
CMT-532 08/09/01
CMT-533 08/09/01

CMT-1176 08/28/01

CMT-1177 08/31/01
CMT-536 10/04/01

CMT-1195 10/04/01
CMT-544 11/20/01

Capital Projects Fund:

CMT-1180 09/05/01

Available Contingency

CITY OF ROANOKE, VIRGINIA

SUMMARY OF CITY MANAGER TRANSFERS

AND AVAILABLE CONTINGENCY
NOVEMBER 30, 2001

Explanation

Donation to Brain Injury Association

Tipping Fees

Tipping Fees

Deficit in State and Local Hospitalization
Reimbursements

Fees Due to Downtown Roancke Inc
Related to Farmer's Market

Consultant Payment for Health Care
Renewal

Adoption incentive Funds

Feasibility Study Related to Proposed Art
Center

Additional Project Expenses

Balance of Contingency at July 1, 2001

*Contingency Appropriations From Above

Contingency Appropriations Through Budget Ordinances:

B0 35515
B0 35544

08/20/01
08/04/01

Drug Prosecutor
Zoning inspector Positions

Available Contingency at November 30, 2001
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Jail

Solid Waste Management
Solid Waste Management
Human Services Support

Contingency”

Residual Fringe Benefits
Income Maintenance

Residual Fringe Benefits

Broadway Street Bridge

Contingency
Contingency

To

Membership and Affiliations
Engineering
Building Maintenance

Hospitalization Program

Memberships and Affiliations

Human Resources
Social Services-Services

City Manager
Total General Fund

First Street Bridge
Total Capital Projects Fund

Transfer to Grant Fund
Transfer to Grant Fund
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5,000
2270
995
15,856

13,000
15,089

75,000

127,778

23550

23550

500,000

(15.856)

(8.170)
(80,996)

394.978



CITY OF ROANOKE, VIRGINIA

GENERAL FUND
STATEMENT OF REVENUE
Year to Date for the Period Current Fiscal Year
Percent of
Revised Revenue
July 1 - Nov 30 July 1 - Nov 30 P tag Esti
Revenua Source 2000-2001 2001-2002 of Change Esti Recei
General Property Taxes $25,021,560 $26,106,444 434 % $77,105,366 33.86%
Other Local Taxes 15,833,200 16,166,871 211 % 58,016,878 2787%
Permits, Fees and Licenses 326,248 459,162 4074 % 957,150 47.97%
Fines and Forfeitures 345,961 355,842 286 % 1,014,600 35.07%
Revenue from Use of Money and Property 517,551 415,590 (19.70) % 1,118,330 37.16%
Grants-in-Aid Commonweaith 12,425,308 13,231,652 649 % 46,402,072 28.52%
Grants-in-Aid Federal Government 17,180 - (100.00) % 34,300 -
Charges for Services 1,223,386 1,166,548 (469) % 3,888,997 30.00%
Miscellaneous Revenue 131,817 109,755 {16.80) % 560,236 19.59%
internal Services 433,920 406,172 (6.39) % 2,330,692 17.43%
Total $56,276,232 $58,418,036 3.81 % $191,428621 30.52%
STATEMENT OF EXPENDITURES AND ENCUMBRANCES
Year to Date for the Period Current Fiscal Year
Percent of
July 1 - Nov 30 July 1 - Nov 30 P g U R Budget
Expenditures 2000-2001 2001-2002 of Change Appropriati fo]
General Government $4,840,677 $4,887812 097 % $7.882,577 $12,770,389 T3827%
Judicial Administration 2,289,333 2,447,736 692 % 3,896,239 6,343,975 38.58%
Public Safety 18,281,033 19,351,321 585 % 27,360,102 46,711,423 41.43%
Public Works 11,554,547 12,116,472 486 % 12,735,568 24,852,040 48.75%
Heatth and Welfare 8,701,303 9,332,547 725 % 18,046,929 27,378,476 34.09%
Parks, Recreation and
Cultural 2,074,002 2,228843 747 % 2,526,498 4,755,341 46.87%
Community Development 1,765,831 2133173 2080 % 2,912,464 5,045,637 42.28%
Transfer to Debt Service
Fund 8,453,298 8,002,205 {5.34) % 4,264,694 12,266,899 6523%
Transfer to School Fund 19,060,602 19,161,528 053 % 26,826,140 45,987,668 41.67%
Nondepartmental 3,865,867 8,866,750 129.36 % 4,275,554 13,142,304 67.47%
Total $80,886,493 $88,528,387 9.45 % $110,725,765 $199,254,152 A4.43%
2
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CITY OF ROANOKE, VIRGINIA
SCHOOL FUND STATEMENT OF REVENUE

Year to Date for the Period Current Fiscal Year
Percent of
Revised Revenue
July1-Nov30 July1-Nov30 Percentage Revenue Estimate
Revenue Source 2000-2001 2001-2002 of Change Estimates Received
State Sales Tax $2,962 647 $2,953,430 {0.31) % $9,492,986 31.11
Grants-in-Aid Commonwealth 15,808,975 14,863,894 (5.98) % 41,656,787 3568
Grants-in-Aid Federal Government 40,387 28,905 (28.43) % 115,390 25.05
Charges for Services 338714 312,840 (7.64) % 1,971,820 15.87
Transfer from General Fund 19,060,602 19,161,528 053 % 45,987 668 41.67
Special Purpose Grants 5,457 449 3,998,329 (26.74) % 5,666,687 NA
Total $43,668,774 $41,318,926 (5.38) % $104,891,338 39.39
SCHOOL FUND STATEMENT OF EXPENDITURES AND ENCUMBRANCES
Year to Date for the Period Current Fiscal Year
Percent of
July1-Nov30  July 1-Nov 30 P g ( d Revised g
Expenditures 2000-2001 2001-2002 of Change Bal Approp s Ob d
Instruction $27,202,699 $25,044,251 (7.93) % $49,609,198 $74,653 449 33.55
General Support 1,580,869 1,375,021 (13.57) % 2,468,138 3,843,159 35.78
Transportation 1,283,741 1,280,652 {0.24) % 2,607,194 3,887 846 32.94
Operation and :
Maintenance of Plant 3,863,383 3,791,081 (1.62) % 6,565,384 10,356,465 3661 %
Facilities 1,708,389 1,287,205 (24.70) % 133,150 1,420,355 90.63 %
Other Uses of Funds 5,030,712 5,323,609 582 % 1,283,892 6,607,501 80.57 %
Special Purpose Grants 5,481,775 5,666,687 3.18 % - 5,666,687 NA
Total $43,768,506 {5.19) % $62,686,956 $106,435,462 41.12 %

$46,162,568
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CITY OF ROANOKE, VIRGINIA
SCHOOL FOOD SERVICE FUND STATEMENT OF REVENUE

Year to Date for the Period Current Fiscai Year
Percent of
Revised Revenue
July 1-Nov30 July1-Nov 30 P g R Estimaty
Revenue Source 2000-2001 2001-2002 of Change Estl Received
Grants-in-Aid Commonweaith $85,762 $84,483 {1.49) % $84,464 100.02 %
Grants-in-Aid Federal Government 423,928 442,743 444 % 2,891,594 15.31 %
Charges for Services 406,260 541,522 3329 % 1,545,256 35.04 %
Total $915,950 $1,068,748 16.68 % $4,521,314 23.64 %
SCHOOL FOOD SERVICE FUND STATEMENT OF EXPENDITURES AND ENCUMBRANCES
Year to Date for the Perlod Current Fiscal Year
Percent of
July 1-Nov 30 July1-Nov30 Percentag. U bered Revised Budget
Expenditures 2000-2001 2001-2002 of Change Bal Appropriations  Oblig
Food Services $1,546,415 $1,643,431 6.27 %  $2,902 578 $4,546,009 36.156 %
Facilities - - - % 16,978 16,978 - %
Total $1,548,415 $1,643,431 6.27 % _ $2,919,566 $4,562,987 36.02 %
4
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CITY OF ROANOKE, VIRGINIA
CAPITAL PROJECTS FUND
STATEMENT OF EXPENDITURES, ENCUMBRANCES, AND
UNENCUMBERED APPROPRIATIONS SUMMARY AS OF NOVEMBER 30, 2001

Expendi U d 0 ing Unobli
Budget To Date B

General Government $15,899,616 M 1.,829,401 $4,070,215 $1,057,809 $3,012,406
Flood Reduction 14,332,065 7,894,180 6,437,885 199,821 6,238,064
Economic Development 24,346,193 17,598,979 6,747,214 764,341 5,982,873
Community Development 5,453,143 2,341,870 3,111,273 533,762 257751
Public Safety 8,252,126 7,118,861 1,133,265 226,388 906,877
Recreation 10,561,355 4,813,033 5,748,322 515918 5,232,404
Streets and Bridges 24,474,373 20,427,595 4,046,778 1,349,410 2,697,368
Storm Drains 2,534,631 1,035,770 1,498,861 163,667 1,335,204
Traffic Engineering 4,426,660 3,699,988 726,672 142,841 583,831
Capital improvement Reserve (2,651,911) - (2,651,911) - (2,651,911)

Total $107,628,251 $76,759,677 $30,868,574 $4,953,947 $25,914,627

CITY OF ROANOKE, VIRGINIA
SCHOOL CAPITAL PROJECTS FUND
STATEMENT OF EXPENDITURES, ENCUMBRANCES, AND
UNENCUMBERED APPROPRIATIONS SUMMARY AS OF NOVEMBER 30, 2001

p 1 O L
Budget To Date B: Bal
Elementary Schools Renovation $12,732,245 $11,937 962 $794,283 $638,278 $156,005
Middle Schools Renovation 2,751,455 2,681,287 70,168 38,314 31,854
High Schools Renovation 3,500,000 3,287,669 212,31 155,153 57,178
Interest Expense 262,929 263611 {682) - {682)
Capital improvement Reserve 1,051,271 - 1,051,271 - 1,051,271
Total $20,297,900 $18,170,529 $2,127,371 $831,745 $1,295,628
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CITY OF ROANOKE, VIRGINIA
CAPITAL PROJECTS FUND
COMPARATIVE STATEMENT OF REVENUES
FOR THE 5§ MONTHS ENDING NOVEMBER 30, 2001

FY 2002 FY 2001
Interest Revenue:
Interest on Bond Proceeds $261,200 $790,123
interest on SunTrust Lease 8,959 -
interest on |die Working Capital 260,667 440,578
Total Interest Revenue 530,826 1,230,701
Multi Year Revenues:
Intergovernmental Revenue:
Federal Government:
FEMA - Regional Mitigation Project 19,223 230,692
Commonwealth:
VDES - Garden City Mitigation Project 10,143 -
Virginia Transportation Museum - ISTEA 16,176 -
VDES - 1998 Regional Mitigation - 3,733
Total Intergovernmental Revenue 45,542 234,425
Revenue from Third Parties:
Verizon - Brambleton Avenue Signals - 36,055
Carilion Heaith Systems - Land Sale 375,000 -
Times-Waorld Corporation - Land Sale 100 -
Trigon Insurance - Land Sale 100 -
Mill Mountain Visitors Center - Private Donations - 1,260
Woestview Terrace - Land Sale - 125,110
Total Revenue from Third Parties 375,200 162,425
Other Revenue:
Transfers from General Fund 5,147 517 3,035,758
Transfers from Water Fund - 2,900
Transfers from Sewage Fund - 12,600
Transfers from Management Services Fund - 100,000
Total Other Revenue 5,147,517 3,161,258
Total $6,099,085 $4,778,809
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CITY OF ROANOKE, VIRGINIA
WATER FUND
COMPARATIVE INCOME STATEMENT
FOR THE § MONTHS ENDING NOVEMBER, 2001

FY 2002 FY 2001
Operating Revenues
Commercial Sales $1,857,497 $1,607,693
Domestic Sales 1,617,874 1,486,702
Industrial Sales 356,488 108,529
Town of Vinton 9,628 6,035
City of Salem 13,101 12,926
County of Botetourt 99,544 93,031
County of Bedford 9,792 4,800
Customer Services 304,107 185,061
Charges for Services 1,050,938 1,489,774
Total Operating Revenues 5,317,969 4,994 551
Operating Expenses
Personal Services 1,733,448 1,642,701
Operating Expenses 1,610,555 1,446,591
Depreciation 699,832 703,871
Total Operating Expenses 4,043,835 3,793,163
Operating Income 1,274,134 1,201,388
Nonoperating Revenues (Expenses)
Interest on Investments 94,130 186,270
Rent 30,360 26,327
Miscellaneous Revenue 42,223 7,207
Interest and Fiscal Charges (430,729) (469,399)
Transfer to Capital Projects Fund - (2,900)
Net Nonoperating Expenses (264,016) (252,495)
Net iIncome $1,010,118 $948,893

C:\A-Scan\CCA00067.TIF



CITY OF ROANOKE, VIRGINIA
SEWAGE TREATMENT FUND
COMPARATIVE INCOME STATEMENT

FOR THE 5§ MONTHS ENDING NOVEMBER 30, 2001

Operating Revenues
Sewage Charges - City
Sewage Charges - Roanoke County
Sewage Charges - Vinton
Sewage Charges - Salem
Sewage Charges - Botetourt County
Customer Services
Interfund Services
Total Operating Revenues
Operating Expenses
Personal Services
Operating Expenses
Depreciation
Total Operating Expenses
Operating Income
Nonoperating Revenues (Expenses)
Interest on Investments
Interest and Fiscai Charges
Miscellaneous Revenue
Transfer to Capital Projects Fund
Net Nonoperating Expenses

Net Income (Loss)
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FY 2002 FY 2001
$3,143,981 $3,163,201
333,759 368,069
95,105 102,951
355,905 383,882
60,731 62,901
60,951 141,030
88,728 31,620
4,139,160 4,253,654
883,424 776,866
2,339,040 2,250,180
713,751 494,025
3,936,215 3,521,071
202,945 732,583
92,524 170,689
(316,490} (322,724)
91 -

- (12,600)
(223,875) (164,635)
($20,930) $567,948




CITY OF ROANOKE, VIRGINIA
CIVIC CENTER FUND
COMPARATIVE INCOME STATEMENT
FOR THE 5§ MONTHS ENDING NOVEMBER 30, 2001

FY 2002 FY 2001
Operating Revenues
Rentals $99,122 $153,895
Event Expenses 34,015 64,395
Display Advertising 50,200 -
Admissions Tax 26,385 43,631
Electrical Fees 8,410 11,536
Novelty Fees 6,006 12,167
Facility Surcharge 39,994 19,345
Facility Fees 17,383 30,439
Charge Card Fees - -
Commissions 1,038 -
Catering/Concessions 231,376 229,018
Other 10,140 9,783
Total Operating Revenues ) 524,069 574,209
Operating Expenses
Personal Services 703,261 571,291
Operating Expenses 596,348 555,411
Depreciation 207,663 184,029
Total Operating Expenses 1,507,272 1,310,731
Operating Loss (983,203) (736,522)
Nonoperating Revenues
Transfer from General Fund 200,000 7.800
Transfer from Capital Projects Fund 385,000 -
Interest on Investments 10,711 29,450
Miscellaneous 408 3,921
Total Nonoperating Revenues 596,119 41,171
Net Loss ($387,084) ($695,351)
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CITY OF ROANOKE, VIRGINIA
TRANSPORTATION FUND
COMPARATIVE INCOME STATEMENT
FOR THE 5 MONTHS ENDING NOVEMBER 30, 2001

FY 2002 FY 2001
Operating Revenues
Century Station Parking Garage $159,217 $141,180
Williamson Road Parking Garage : 183,198 161,267
Market Square Parking Garage 92,324 87,488
Church Avenue Parking Garage 188,887 189,067
Tower Parking Garage 153,416 161,165
Surface Parking Lots 56,995 27,458
Total Operating Revenues 834,037 767,625
Operating Expenses
Operating Expenses 248,570 300,944
Depreciation 227,187 226,882
Total Operating Expenses 475,757 527,826
Operating Income 358,280 239,799
Nonoperating Revenues (Expenses)
Transfer From General Fund 32,000 130,000
Interest on Investments 5,676 10,7214
Interest and Fiscal Charges (207,134) (217,395)
Operating Subsidy for GRTC - (226,161)
Miscellaneous 932 8,904
Net Nonoperating Revenue {(Expenses) (168,526) (293,931)
Net Income {Loss) $189,754 {$54,132)

10
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CITY OF ROANOKE, VIRGINIA
HOTEL ROANOKE CONFERENCE CENTER FUND
COMPARATIVE INCOME STATEMENT
FOR THE § MONTHS ENDING NOVEMBER 30, 2001

FY 2002 FY 2001
CONFERENCE
COMMISSION {1) CENTER (2) TOTAL
Operating Revenues
Conference Center $ - $ 1,366,035 $ 1,366,035 $ 1,540,026
Totail Operating Revenues - 1,366,035 1,366,035 1,540,07279‘7
Operating Expenses
Personal Services 38,840 - 38,840 37,471
Fees for Professional Services 26,458 - 26,458 108,375
Administrative Expenses 35,473 - 35473 791
Conference Center - 1,090,650 1,090,650 1,147 499
Total Operating Expenses 100,771 1,090,650 1,191,421 1,294,136
Net Operating Income {Loss) (100,771) 275,385 174,614 245,890
Nonoperating R (Expenses)
Contributions from City of Roanoke 87,500 - 87,500 131,250
Contributions from Virginia Tech 87,500 - 87,500 131,250
HRCCC Settlement Proceeds - - - 8,000,000
Interest on Investments 58,388 - 58,388 22,065
Rent, Taxes, Insurance, and QOther - (7.561) (7,561) (14,8656)
Net Nonoperating R {Exp } 233,388 (7,561) 225,827 8,269,700
Net Income Before Depreciation 132,617 267,824 400,441 8,515,590
Depreciation Expense/Replacement Reserve 189,413 68,303 257,716 266,629
Net Income (Loss) 3 {56,796) $ 199,521 § 142,725 $ 8,248,961
Notes to Financial Statement:
(1) The column entitied "C. ission” rep ts C issi ity in the City's financial records.
(2) The column entitled "Conf Center” rep ts actual and exp of the Confi Center, as
provided by Doubletree M o
1"
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Operéting Revenues

Charges for Services
Total Operating Revenues

Operating Expenses

Personal Services
Operating Expenses
Depreciation
Total Operating Expenses
Operating Income (Loss)

Nonoperating Revenues (Expenses)

Interest Revenue

Interest Expense

Transfers To Other Funds
Transfers From Other Funds
Other Revenue

Net Nonoperating Revenues
Net iIncome

CITY OF ROANOKE, VIRGINIA
INTERNAL SERVICE FUNDS
COMPARATIVE INCOME STATEMENT
FOR THE 5 MONTHS ENDING NOVEMBER 30, 2001

TOTALS
Department
of Materials Fleet Risk
Technology Control Manag t M. ment FY 2002 FY 2001
$1,746,543 $257,347 $1,468,246 $4,140,198 $7,612,334  $6,576,454
1,746,543 257,347 1,468,246 4,140,188 7.612,334 6,576,454
905,219 27,951 532,685 73,742 1,539,597 1,461,537
605,224 208,112 454,918 4,172,037 5,440,291 4,461,972
213,689 - 803,352 - 1,017,041 943,294
1,724,132 236,083 1,790,955 4,245,779 7,996,929 6,866,803
22,411 21,284 {322,709) (105,581) (384,595) (290,349)
67,129 2,598 16,396 160,249 246,370 420,163
(6,363) - (21,690) - (28,053) -
- - - - - (104,000)
2,371,623 - 421,819 - 2,793,442
10,184 - - - 10,184 -
2,442,573 2,596 416,525 160,249 3,021,943 316,163
$2,464,984 $23,880 $93,816 $54,668 $2,637,348 $25814
12
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TO THE DIRECTOR OF FINANCE:

CITY OF ROANOKE, VIRGINIA
CITY TREASURER'S OFFICE
GENERAL STATEMENT OF ACCOUNTABILITY
FOR THE MONTH ENDED NOVEMBER 30, 2001

GENERAL STATEMENT OF ACCOUNTABILITY OF THE CITY TREASURER OF THE CITY OF ROANOKE, VIRGINIA FOR
THE FUNDS OF SAID CITY FOR THE MONTH ENDED NOVEMBER 30, 2001.

BALANCE AT BALANCE AT BALANCE AT
FUND OCT 31, 2001 RECEIPTS  DISBURSEMENTS  NOV 30, 2001 NOV 30, 2000

GENERAL $1,787,025.75  $9,043,239.16 $13,669,050.35  ($2,838,785.44) $302,525.87 |
WATER 6,332,858.63 717,575.82 194,033.93 6,856,400.52 7,279,281.07 |
| SEWAGE 7.292,147.92  1,490,680.99 1,756,679.88 7,026,149.03 6,995,258.41 |
'CIVIC CENTER 647,562.73 169,357.42 267,187.46 549,732.69 748,038.91 -
TRANSPORTATION 310,966.84 165,371.89 95,785.35 380,553.38 172,468 .68
CAPITAL PROJECTS 36,136,704.70 141,265.55 - 2,492,530.47 33,785,439.78 44,745,638.62
CONFERENCE CENTER 4,112,771.28 3,113.64 16,540.53 4,099,344.39 8,810.759.21
RKE VALLEY DETENTION COMM 4,242 431.86 533,693.52 2,254,831.63 2,521,293.75 4,126,504.47 |
DEBT SERVICE 13,313,520.52 22,827.69 1,342.58 13,335,005.63 13,375,906.69
DEPT OF TECHNOLOGY 5,975,084 .68 197,100.10 205,274.83 5,966,909.96 4,026,933.84 |
MATERIALS CONTROL 225,040.99 118,857.75 59,762.72 284,136.02 43,757.49 |
‘MANAGEMENT SERVICES 0.00 0.00 0.00 0.00 154,423.04 |
FLEET MANAGEMENT 1,187,569.70 68.84 86,749 .46 1,100,889.08 1,154,752.16 |
PAYROLL (11,688,455.37) 14,192,705.27 14,841,482.58  (12,337,232.68)  (11,413,089.26)
RISK MANAGEMENT 12,143,750.65 824,752.55 578,472.46 12,390,030.74 11,602,992.53
PENSION 720,549.67 336,644.08 1,266,393.88 (209,200.13) (255,117.07)
SCHOOL FUND 11,194,463.23  5,290,604.88 5,893,741.32 10,591,316.79 11,404,663.64 !
SCHOOL CAPITAL PROJECTS (1,368,340.36)  4,155,068.47 91,507.97 2,695,220.14 2,438,361.98
SCHOOL FOOD SERVICE (205,907.35) 4886,890.52 319,622.29 (38,639.12) (405,019.29)
FDETC 45,801.87 208,023 24 81,308.88 172,516.23 (20,038.45)
GRANT 1,105,057.65 117,192 47 278,106.27 944,143.85 1,166,448.25
‘ TOTAL $93,510,595.60 $38,215,033.85 $44,450,404.84  $87,275,224.61 _ $106,455,540.79

CERTIFICATE

| HEREBY CERTIFY THAT THE FOREGOING IS A TRUE STATEMENT OF MY ACCOUNTABILITY TO THE CITY OF ROANOKE,
VIRGINIA, FOR THE FUNDS OF THE VARIOUS ACCOUNTS THEREOF FOR THE MONTH ENDED NOVEMBER 30, 2001.

THAT SAID FOREGOING:

CASH:
CASH IN HAND
CASH IN BANK

INVESTMENTS ACQUIRED FROM COMPETITIVE PROPOSALS:
COMMERCIAL HIGH PERFORMANCE MONEY MARKET

COMMERCIAL PAPER

LOCAL GOVERNMENT INVESTMENT POOL
MONEY MANAGEMENT ACCOUNT

REPURCHASE AGREEMENTS

STATE NON-ARBITRAGE PROGRAM (U.S. SECURITIES, COMMERCIAL PAPER)
VIRGINIA AIM PROGRAM (U. S. SECURITIES)

TOTAL

DATE: DECEMBER 13, 2001

13
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$15,719.44
1,856,192.23

11,063,381.50
16,975,336.67
24,037,705.27
10,028,956.15
10,000,000.00

445,563.95
13,862,379.40

$87,275,224.61

QM Z % -
DAVID C. ANDERSON, TREASURER
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CITY OF ROANOKE PENSION PLAN
STATEMENT OF CHANGES IN PLAN NET ASSETS
FOR THE 5§ MONTHS ENDED NOVEMBER 30, 2001

FY 2002 FY 2001
Additions:
Employer Contributions $1,583,316 $1,574,897
Investment Income
Net Appreciation (Depreciation) in Fair Value of investments {5,795,769) {12,650,567)
Interest and Dividend Income 1,184,359 1,938,794
Total investment Income (Loss) (4,611,410} (10,710,773)
Less Investment Expense (27,521) (1) 92,408
Net Investment Income (Loss) (4,563,888) (10,803,181)
Total Additions (Deductions) {3,000,573) {9,228,284)
Deductions
Benefits Paid to Participants $6,077,742 $5,300,634
Administrative Expenses 18,343 30,908
Total Deductions 6,096,085 5,331,540
Net Increase (Decrease) (9,096,658) (14,559,824}
Net Assets Held in Trust for Pension Benefits:
Fund Balance July 1 326,337,980 350,929,145

Fund balance November 30 $317,241,322

(1) Reversal of accruals made at June 30, 2001

14
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Assets

Cash

Investments, at Fair Value
Due from Other Funds
Other Assets

Total Assets

Liabilities:

Due to Other Funds
Accounts Payable

Total Liabilities
Fund Balance:

Fund Balance, July 1
Net Gain (Loss) - Year to Date

Total Fund Balance

Total Liabilities and Fund Balance

CITY OF ROANOKE PENSION PLAN
BALANCE SHEET
NOVEMBER 30, 2001

FY 2002

76

FY 2001

(8209,353)
318,672,618
1,749

5,434

($255,182)
337,686,410
1,749
5,007

$318,470,448

$337,438,074

$1,226,673
2453

$1,068,0685
688

1,229,126

1,068,753

326,337,980
(9,096,658)

350,828,145
(14,559,824)

317,241,322

336,369,321

$318,470,448

15
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6.b.2

CITY OF ROANOKE
DEPARTMENT OF FINANCE

215 Church Avenus, S.W., Room 461
P. O. Box 1220
Roanoke, Virginia 24006-1220
Telephone: (540) 853-2821
. Fax: (540) 853-2940
JAMES D. GRISSO JESSE A. HALL
Director of Finance Deputy Director

January 7, 2001

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Subject: Revision to City Of Roanoke Pension Plan: Employees Supplemental
Retirement System (ESRS).

Dear Mayor Smith and Council Members:
Background:

The provisions of Article Ill, Employee Supplemental Retirement System, of the City of
Roanoke Pension Plan, currently contain outdated language related to the optional forms of
benefit payments under the terms of this Plan. Specifically, the existing optional forms of
benefits provide for the recalculation of a joint and survivor distribution option in the event the
spouse were to pre-decease the retiree; however, it does not address the instance of a final
divorce decree.

Because of this, if a retiree who originally elected a joint and survivor annuity form of payment
subsequently divorces, there is no provision to “credit” the retiree for the reduced benefit
amount originally selected even though the final divorce decree releases the retiree (and
Pension Plan) from any liability associated with the ex-spouse’s entitlement to any portion of
the retiree payments.

Considerations:

Many retirement plans have modernized their provisions in recent years to reflect current
lifestyles. This more modernized language recognizes that a retiree may originally elect a joint
and survivor form of benefit to provide for his/her spouse; then, subsequently become divorced
from his/her spouse. Currently, the Plan provisions require that the retiree continue to receive
the reduced monthly payment amount even though the divorce decree nullifies a pension
benefit to the ex-spouse.
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Honorable Mayor and Members
of City Council
December 13, 2000 Page 2

The retiree is barred by City Code from changing his/her original distribution election since the
Plan provides that such change may only be made in the event of the death of the spouse (not
recognizing divorce).

Recommended Action:

We recommend that a provision be added to the Employee Supplemental Retirement System
that will allow retired members who have elected to receive an optional benefit to revoke such
election; and, to receive from the date of the divorce decree the retirement allowance to which
they would have been entitled had no option been elected initially and divorce decree releases
employer from provision of this retirement benefit. This election could be made in the event (a)
the original survivior had died; and, (b) a final decree of divorce with the retired member from
the original survivor has been entered .

Respectfully submitted,

DB

Jarmes D. Grisso
Director of Finance

c: Darlene L. Burcham, City Manager
William M. Hackworth, City Attorney
Mary F. Parker, City Clerk
Debra Caldwell, Retirement Administrator
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA,

AN ORDINANCE amending and reordaining §22.1-49. Optional spousal allowance,
of Chapter 22. Pensions and Retirement, of the Code of the City of Roanoke (1979), as
amended, for the purpose of allowing restoration, under certain terms and conditions, of a
retired member’s allowance to an amount that would have been paid to the member had no
spousal allowance been elected, and dispensing with the second reading by title of this
ordinance.

BE IT ORDAINED by the Council of the City of Roanoke as follows:

1. Section 22.1-49, Optional spousal allowance, of Chapter 22, Pensions and
Retirement, of the Code of the City of Roanoke (1979), as amended, is hereby amended to
provide for restoration, under certain terms and conditions, of a member’s allowance to the
amount which would have been paid to the member had no spousal allowance been elected,
and shall read and provide as follows:

§22.1-49. Optional spousal allowance.

(a) Until the effective date of retirement, any member may elect to
convert the retirement allowance otherwise payable to him into an optional
spousal allowance of equivalent actuarial value in accordance with one (1) of
the optional forms set out below. If an optional spousal allowance is selected
and the spouse dies before the member, the member's pension allowance shall,
as of the first day of the next month after the death of the member's spouse, be
increased by an amount equal to the amount by which the pension allowance

[\Clerk\o-anwetspousalallow. 1
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was reduced at the date of retirement by virtue of the member's election of a
spousal allowance. The member's spouse, if any, shall be required to sign the
election form designated by the board, when the member applies for
retirement. A spouse must be married to the member at retirement and one (1)
year prior to death of the member or retired member to be eligible for a
spousal allowance. The spousal allowance shall continue until the death of the
spouse. A member's election of an optional spousal allowance shall be
irrevocable, except as permitted below. A spousal benefit shall be reduced by
any workers' compensation benefit as provided for in section 22.1-9. The
optional forms are as follows:

Option 1: A reduced retirement allowance payable during the life of the
retired member, with the provisions that upon his death his reduced retirement
allowance shall be continued and paid to his spouse as he shall have nominated
by written designation duly acknowledgeable and filed with the board at the
time of his retirement; or

Option 2: A reduced retirement allowance payable during the life of the
retired member, with the provision that upon his death three-quarters of his
reduced retirement allowance shall be continued and paid to his spouse as he
shall have nominated by written designation duly acknowledged and filed with
the board at the time of his retirement; or

Option 3: A reduced retirement allowance payable during the life of the
retired member, with the provision that upon his death one-half of his reduced
retirement allowance shall be continued and paid to his spouse as he shall have
nominated by written designation duly acknowledged and filed with the board
at the time of his retirement.

The actuarial factors used to convert as an optional form of payment are as

follows:
* ok ok

[TABLE NOT SET OUT HEREIN]

Should such member die within thirty (30) days after retirement, his optional
election shall not be effective, he shall be considered a member in service at
the time of his death, and the only benefit payable on his account shall be the
nonoccupational death benefit provided in section 22.1-50 reduced by any
retirement allowance payments received by him prior to his death.

HAMEASURES\o-amretspousalallow. 1
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(b) A retired member who has elected an option described in this section
may, in a manner prescribed by the Board, revoke such election and elect to
receive from the time of notification the retirement allowance to which he
would have been entitled had no option been elected initially and no cost of
living increases been granted in the interim, if (1) the original survivor has
died or (2) a final decree of divorce of the retired member from the original
survivor has been entered which releases both the member and the City Plan
from any liability to or obligation of the City Plan to make any payments to the
original survivor,

2. Pursuant to §12 of the City Charter, the second reading of this ordinance by
title is hereby dispensed with.

ATTEST:

City Clerk.

HMEASURES‘0-amretspousalailow. 1
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CITY OF ROANOKE

DEPARTMENT OF FINANCE
215 Church Avenue, S.W., Room 461
P.O. Box 1220
Roanoke, Virginia 24008-1220
Telephone: (540) 853-2821

Fax: (540) 853-6142
JAMES D. GRISSO

Director of Finance

January 7, 2002

JESSE A. HALL
Deputy Director

The Honorable Ralph K. Smith, Mayor

The Honorable William H. Carder, Vice Mayor

The Honorable William D. Bestpitch, Council Member
The Honorable C. Nelson Harris, Council Member
The Honorable W. Alvin Hudson, Jr., Council Member
The Honorable William White, Sr., Council Member
The Honorable Linda F. Wyatt, Council Member

Subject: Transfer of General Fund Balance Reserve for Self-Insured Liabilities
Dear Mayor Smith and Members of City Council:

Section 2-188.1 Reserve for self-insured liabilities, Code of the City of Roanoke (1978), as amended,
stipulates that, at the conclusion of each fiscal year, two hundred fifty thousand dollars ($250,000), to the
extent available from any undesignated General Fund balance at the end of such fiscal year, shall be
reserved for self-insured liabilities of the City. The maximum balance of the reserve is three percent of
total General Fund appropriations for the concluded fiscal year. As such, at June 30, 2001; $250,000 was
reserved in the General Fund for self-insured liabilities.

The attached budget ordinance appropriates the $250,000 reserved in the General Fund for self-insured
liabilities to be transferred to the Risk Management Fund where the remaining self-insurance reserve
exists. The budget ordinance also establishes a revenue estimate in the Risk Management Fund for this
transfer, increasing the Reserve for Self-Insured Liabilities.

We recommend your approval of this budget ordinance.

Director of Finance

JDG/THT/pac

c:  Darlene L. Burcham, City Manager
William M. Hackworth, City Attorney
Mary F. Parker, City Clerk
Kenneth S. Cronin, Director of Human Resources
Glenn A. Asher, Risk Manager
Ann H. Shawver, Manager of Accounting Services
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA

AN ORDINANCE to amend and reordain certain sections of the 2001-2002

General and Risk Management Funds Appropriations, and providing for an emergency.

WHEREAS, for the usual daily operation of the Municipal Government of the City

of Roanoke, an emergency is declared to exist.

THEREFORE, BE IT ORDAINED by the Council of the City of Roanoke that

certain sections of the 2001-2002 General and Risk Management Funds Appropriations,

be, and the same are hereby, amended and reordained to read as follows, in part:

General Fund

Appropriations

Nondepartmental

Transfersto Other Funds (1).................

Fund Balance

Reserved Fund Balance

Reserve for Self-Insured Claims (2). . ..........

Risk Management Fund

Revenues

Nonoperating

Transfers from OtherFunds (3)...............

Retained Earnings

Reserve for Self-insured Claims (4) . ...........

1) Transfer to Risk
Management Fund

2) Reserve for
Self-Insured Claims

(001-250-8310-9529)

(001-3327)
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$ 71,646,871
................. 71,079,166
$ 8,949,214
................. -0-
$ 615,000
................. 250,000
................. $ 4,943,534
$ 250,000
(250,000)
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3) Transfer from

General Fund (019-110-1234-1037) $ 250,000
4) Reserve for

Self-Insured Claims  (019-3327) 250,000

BE IT FURTHER ORDAINED that, an emergency existing, this Ordinance shall be
in effect from its passage.

ATTEST:

City Clerk.
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City of Roanoke, Virginia

January 7, 2002

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorable C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Jr., Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Subject: Amendment of Escrow Agreement with SunTrust Leasing Corporation
Dear Mayor and Members of City Council:

Background:

City Council adopted Resolution Number 35193 on February 5, 2001 authorizing
execution of a Lease Purchase Agreement with SunTrust Leasing Corporation, and any
other required documents related to the Lease Purchase Agreement.

One of the ‘related documents’ was the Escrow Agreement entered into as of January 15,
2001 among the City of Roanoke, SunTrust Bank, and SunTrust Leasing Corporation.
Article ITI Section 3.4 of the Escrow Agreement, Transfers Upon Completion, essentially
required the City to disburse all equipment acquisition funds by January 14, 2002 or
return these funds to SunTrust Leasing Corporation as a prepayment of principal under
the lease.

Current Situation:

The City needs an extension of this required disbursement date in order to finalize
disbursement of funds under the lease. This extension is necessitated by several factors.
The largest portion, $1,353,000, of the $2,503,000 of lease proceeds was dedicated to
fleet replacement. Many of the items selected for funding through the capital lease are
large equipment items that require significant lead-time when ordering and placing into
use. Therefore, approximately $442,000 of the fleet funds are still encumbered at this
time awaiting delivery of equipment.

Another factor impacting our need for an extension is the reallocation of approximately
$217,000 of proceeds originally planned for new equipment for the police building
toward other projects identified in the City’s Capital Maintenance and Equipment
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Replacement Program (CMERP). This was accomplished by Council action September 4,
2001 and was made possible by the fact that the police building equipment was purchased
at an amount less than the estimated budget. Because we have identified other priority
items to reallocate the proceeds to, the City needs additional time to acquire these items.

Recommendation:

City Council adopt the accompanying resolution authorizing the execution of the Lease
Purchase Amendment with SunTrust Leasing Corporation extending the period of
disbursement of funds under the lease to July 14, 2002.

We would be pleased to answer questions that you may have.

ol

Darlene L. Buttham ames D, Grisso
City Manager Director of Finance
DLB/JDG/ahs

Attachment

¢ William M. Hackworth, City Attorney
Mary F, Parker. City Clerk
George C. Snead, Jr., Assistant City Manager for Operations
" Jesse A. Hall, Deputy Director of Finance
Barry L. Key, Director of Management and Budget
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SUNTRUST LEASING CORPORATION

AMENDMENT NO. _01
AMENDMENT TO LEASE DOCUMENTS Schedule No. 01

THIS AMENDMENT TO LEASE DOCUMENTS dated as of this _14th day of January , 2001 (this “Amendment™),
by and among SUNTRUST LEASING CORPORATION, its successors and assigns (‘Lessor”), and City of Roanoke
Virginia its successors and permitted assigns (‘Lessee™ and SunTrust Bank (Escrow Agent), amends that certain Escrow
Agreement, dated as of January 15, 2001 ., and all of the other documents and agreements entered into in connection
therewith, as amended or otherwise modified (hereinafter collectively referred to as the “Lease Documents”). The
capitalized terms used herein but not otherwise defined herein shall have the respective meanings given them in the
Escrow Agreement referred to therein.

RECITALS

WHEREAS, the Escrow Agreements refer to January 14, 2002 in Section 3.4 and 4.3, However; the parties desire to
amend all of the Lease Documents to change the date to July 14, 2002.

NOW, THEREFORE, in consideration of the foregoing premises and such other good and valuable consideration, the
receipt and sufficiency of which are hereby acknowledged, the parties hereto do hereby agree as follows:

+ AMENDMENT. Each of the Escrow Agreements, together with any other agreement, document, exhibit, schedule or
annex delivered in connection with any of the same, is hereby amend (which amendment shall be deemed to be
retroactive to the effective date of such Lease Document).

2. REPRESENTATIONS AND WARRANTIES. Lessee hereby represents and warrants to Lessor that each of the Lease
Documents constitute legal, valid and binding obligations of Lessee, enforceable against Lessee in accordance with the
terms thereof.

3. COVENANTS. Lessee will promptly execute and deliver to Lessor Uniform Commercial Code Statements of
Amendments and all other filings and recordings as required by Lessor, together with such further documents,
instruments and assurance and take such further action as Lessor may reasonably request in order to carry out the intent
and purpose of this Amendment, and cause any such documents to be filed with the appropriate recording offices at
Lessee’s sole expense.

4. MISCELLANEOUS. This Amendment shalt hereafter amend and constitute a part of each of the Lease Documents
referenced herein. Except as expressly provided herein, the terms and conditions of each such Lease Document
remains unmodified and in full force and effect. This Amendment shall be govemed by and in accordance with the laws
of the Commonwealth of Virginia. This Amendment may be executed in counterparts, each of which shall be deemed an
original, but all of which together shall constitute one and the same instrument.

IN WITNESS WHEREOF, the parties have caused this Amendment to Lease Documents to be executed as of the date
first above written.

SunTrust Leasing Corporation City of Roanoke, Virginia

Lessor Lessee

By: [SEAL] By: [SEAL]
Name:, Name:

Title: Title:

SunTrust Bank (Escrow Agent)

By: [SEAL]

Name:

Title:

IAmend-Change-Name-Typa-Leasel 110/00]
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA,

ARESOLUTION authorizing execution of an Amendment of Lease Dévcuments with respect
to the Escrow Agreement, dated January 15, 2001, entered into in connection with an Equipment
Lease Purchase Agreement, under the same date, between Suntrust Leasing Corporation and the City
of Roanoke, providing for the acquisition and installation of certain equipment by the City; such
Amendment providing for the extension of the disbursement date in the Escrow Agreement from
January 14, 2002, to July 1;1-, 2002.

BE IT RESOLVED by the Council of the City of Roanoke as follows:

1. The City Manager is hereby authorized, for and on behalf of the City, to execute an
Amendment of Lease Documents amending the Escrow Agreement, dated January 15, 2001,
between Suntrust Leasing Corporation and the City of Roanoke, in order to extend the disbursement
date in the Escrow Agreement and all other related documents from January 14, 2002, to July 14,
2002, all as more particularly set out in the City Manager's and Director of Finance’s letter to
Council dated January 7, 2002.

2. The Lease Purchase Agreement and Escrow Agreement dated January 15, 2001, shall
remain in full force and effect except to the extent of any inconsistency with the Amendment
authorized by this resolution.

3. Such Amendment shall be in such form as is approved by the City Attorney.

ATTEST:

City Clerk.

H:\MEASURES\r-amsuntrust leasepurchaseagreement
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7.a.

Roanoke City Department of Planning
Building and Development
Room 166, Municipal Building

215 Church Avenue. 5.W.

Roanoke, Virginia 2401]
(540) 853-1730 (Fax) 853-1230
VIRGIMA, CHARTERED 1832 Emait: planning@ci.roanoke va.us

January 7, 2001

Honorable Ralph K. Smith, Mayor

Honorable William H. Carder, Vice Mayor
Honorable William D. Bestpitch, Council Member
Honorabie C. Nelson Harris, Council Member
Honorable W. Alvin Hudson, Council Member
Honorable William White, Sr., Council Member
Honorable Linda F. Wyatt, Council Member

Dear Mayor Smith and Members of City Council:

Subject: Resolution Endorsing Architectural Review Guidelines
Background:

The Architectural Review Board (ARB) adopted the current Architectural Design Guidelines
in June 1995. The ARB amended the guidelines in July 2000 to incorporate specific
guidelines for retaining walls. The guidelines were developed following an extensive public
involvement process and work with neighborhood groups. The purpose of the guidelines is
to assist both property owners and the ARB in making consistent and appropriate decisions
on construction materials and methods in historic districts. The guidelines are
recommendations rather than City Code, so they provide for flexibility in dealing with special
circumstances and materials. Each architectural review case is decided on its own merits.

Historic districts are a part of the zoning ordinance and “overlay” the existing zoning that
guides land use. Roancke has two historic overlay districts: the H-1, Historic District and the
H-2, Neighborhood Preservation District. The H-1 District is generally limited to portions of
downtown; including the City Market and Warehouse Row. The H-2 District covers a wider
territory that includes Old Southwest, portions of Gainsboro, NE, and Patterson Avenue, SW.
The H-1 guidelines stress restoration and are generally more stringent than the H-2
guidelines, which stress compatibility of design.

In October 2000, planning staff sponsored a community workshop to review the H-2
guidelines. Approximately 50 citizens attended. Participants were asked to review each of
the 349 guidelines and indicate whether they agree or disagree with the guideline. The
results were as follows:

1

Roancke City Planning Commission Architectural Review Board  Board of Zoning Appeals
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257 guidelines had 90-100% in agreement
70 guidelines had 80--89 % in agreement
18 guidelines had 70-79% in agreement

3 guidelines had 62-69% in agreement

The workshop results indicate a very high ievel of support for the existing guidelines.

Considerations:

The ARB respectfully requests that City Council endorse the guidelines. City Council's
endorsement would demonstrate Council’s support of the guidelines and, because the
decisions of the ARB may be appealed to City Council, it is appropriate that City Council use
the guidelines to assist in its decision-making.

It is important to note that the guidelines are recommendations to guide decisions, rather
than part of the City Code. The ARB and City Council retain the flexibility to deviate from the
guidelines where the situation warrants special consideration.

Recommendation:

The Architectural Review Board recommends that City Council adopt the resolution
endorsing the Architectural Review Guidelines, as amended, for the H-1 and H-2 Districts.

Respectfully submitted,

{obot Marettoc,,,

Robert B. Manetta, Chairman
Roanoke City Architectural Review Board

RM:clc

attachment

cc:  Darlene Burcham, City Manager
William M. Hackworth, City Attorney
Rolanda Johnson, Assistant City Manager for Community Development
Steven J. Talevi, Assistant City Attorney
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Introduction

to the

ARCHITECTURAL DESIGNM

The City of Roanoke created the H-1 Historic
District to

identify properties (buildings. landmarks,
structures and areas) of architectural, cultural.
and historic significance within the city that
are on or eligible for inclusion on the Virginia
Landmarks Register or the National Register
of Historic Places; .
encourage the preservation, enhancement, and
maintenance of such properties; and

develop and maintain appropriate settings and
environments for such properties.

The H-1 District in downtown Roanoke includes
properties contained in two of the city's National
Register Districts—the Roanoke City Market
Historic District and the Roanoke Warehouse
Historic District—and a number of individually-
listed buildings. The City Market district is
bounded by Norfolk Avenue, Williamson Road,
South Jefferson Street, and Church Avenue, with
Market Street and Campbell Avenue as its main
thoroughfares. The district contains more than
sixty buildings. The H-1 District also includes
three of five warehouses contained in the
Roanoke Warehouse Historic District, also
known as “Wholesale Row,” located adjacent to
the Norfolk and Western Railway lines and
fronting on Norfolk Avenue.

HISTORY OF THE H-1 DISTRICT
The Ci{yMarket District

The core of the H-1 District is formed by the
larger of the two downtowa historic districts, the
City Market district, a six-block area laid out in 2
grid plan. The focal point of the district is the
1922 Georgian Revival City Market Building.
which is three-and-a-half stories and is set in the
middle of the central Market Square. Area
farmers have gathered to sell produce in this
location since 1874; the existing market building
replaced the city’s first market building, which
was constructed on the same site in 1886.
Expansion of the market area accompanied the
rapid growth of Roanoke at the end of the [Sth
century and in the early years of the twentieth
century. Marketing produce in front of the
building gave rise to the development of the
square. Grocery stores and other businesses grew
up around the market, giving the area much of its
present commercial character.
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-1 District

The City Market is a center of activity for the H-1 District and
a popular visitor destination.

When the first City Market was erected, the
Italianate, Second Empire, and Richardsonian
Romanesque styles were the fashion of
America’s commercial architecture. The
Roanoke City Market Historic District preserves
a number of buildings intluenced by these late-
19th-century revival styles. Although most
buildings in the district are eclectic in their
combination of stylistic detailing, many convey a
strong impression of a specific style. The district
also coritains a number of significant examples
of 20th-century styles, with Beaux Arts Classi-
cism and Art Deco styles well represented. In
addition to the City Market Building, other
notable buildings in the district include the
classically-inspired building at 108-114
Campbelt Avenue, and the Georgian Revival
style red-brick Fire Station Number I, with its
richly-detailed beil tower.

Although much of the city’s downtown commer-
cial development now lies west and south of the
City Market, the area has become the focus of
the city’s cultural life with the rehabilitation of
the 1914 McGuire Building as Center in the
Square. This cultural arts center, completed in
1983, includes the Art Museum of Western
Virginia, the Arts Council of the Blue Ridge, the
Roanoke Valley History Museum. the Science
Museum of Western Virginia. and Mill
Mountain Theatre.

The market traditions of the district have been
maintained by renovations to the City Market
Building and the outdoor market stails along the
western side of Market Street. The combination
of farmers’ produce, speciaity shops, restaurants,
and cultural attractions make the City Market
Historic District a center of activity within the
city and a popular visitor destination.

crry
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Introduction
to the H-1 District

The Warehause District

The other major component of the H-1 District is
a series of three warehouses which comprise the
eastern portion of the Roanoke Warehouse
Historic District. Closely identified with
Roanoke’s emergence at the turn-of-the-century
as the whoiesale capital of Southwest Virginia.
the warehouses—built for wholesale food
storage—exemplify early industrial warehouse
design. With their adjacent railroad access, these
rare surviving warehouses evoke Roanoke’s
period of development as a significant railroad
center.

Built between 892 and 1902, the characteristic
features of the three brick buildings include rows
of segmental arched, deep-set windows, iron
door and window moldings, and post-and-beam
timber supports on the interior. The buildings
exhibit the fine corbeled brickwork that is
characteristic of Roanoke’s historic commercial
architecture. A stepped, gabled roof with brick
corbeling, reminiscent of buildings in the Dutch
vemacular tradition, is a notable architectural
feature of two of the warehouses.

Roanoke’ historic commercial architecture is represented by
these brick warehouse buildings.

OTHER BROCHURES IN THIS SERIES

Refer to these brochures for specific information refating
to the H-1 District:

Working with the ARB « Building Forms and Styles «
Building Facades - Masonry - Starefronts -

Windows and Doors - Roofs, Parapets and Cornices «
Painting « Utilities and Rear Facades + Awnings and
Canopies + Hardware and Accessories « Exterior Lighting -
Signs « Offstreet Parking + New and Infill Construction -
Relocation and Demolition
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Working with

ARCHITECTURAL ODESIGN

ARCHITECTURAL DESIGN REVIEW

The ARB is a seven-member citizen board
appointed by City Council for three year terms.
A member may serve three consecutive terms.
All members must have an interest or compe-
tence in, or knowledge of historic preservation.
One member is selected from the city planning
commission. At least two members must be
registered architects; one must have a demon-
strated knowledge of Roanoke history. Members
serve without compensation. The ARB carries
out its responsibilities through the process
known as design review.

THE ARCHITECTURAL REVIEW BOARD

The Purpose of Design Review

City council established the ARB with the stated
purpose of protecting designated historic
properties against destruction or encroachivient of
architecturally incompatible buildings and
structures, including signs. Through the ARB,
the City of Roanoke preserves buildings with
historic character and encourages new design
that is compatible with the old. The goals of
design review by the ARB are:

to ensure that work on historic buildings

preserves architectural features and historic

character and

to pursue alternatives to demolition of impor-
" tant buildings
to ensure that new construction is compatible
with existing nearby and adjacent buildings.

Work Requiring Review

In the H-1 Historic District, changes to be

reviewed include

* all exterior ch to existing building

* painting a building a different color;

* new buildings/str including signs;
awnings, light fixtures, and parking lots;

* additions to buildings: and -

* demolition/moving of buildings or structures.

The H-1 Historic District establishes design
standards that supplement the requirements of the
underlying zoning district. These additional
standards are explained in the series of brochures
Architectural Design Guidelines for the H-1
Historic District, and are based upon The Secre-
tary of the interior’s Standands Jfor Rehabilitation.
The standards emphasize retaining and restoring
the architectural features of important buildings.

.
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The Secretary of the Interior’s Standards

The most widely-used standards and guidelines
in the United States for the rehabilitation of
buildings and new construction in historic
districts are The Secretary of the luterior's
Standards for Rehubiliation and Hlustrated
Guidelines for Rehabilitating Historic Buildin 5.
First developed in 1979 and periodically up-
dated, the Secretary’s Standards include exten-
sive information concerning

* maintenance

repair

selection and installation of replacement
elements and materials

alterations and additions for historic buildings.
and

tew construction in historic districts.

The Seqretary of the interior's Standards for Rehabilitation

Federal investment tax credits are available for
rehabilitation projects that are certified in
compliance with the Secretary’s Standards. The
following guidelines are based upon the prin-
ciples outlined in the Secretary’s Standards. but
address issues specific to Roanoke. Three types
of construction activities usually occur: preserva-
tion, rehabilitation, and new construction.

Preservation of a building means retaining the ex-
isting form. appearance. and materials of a build-

ing through stabilization, repair. and maintenance, -

Rehabilitation of a building acknowledges the .

need to accommodate change to remain useful.
Rehabilitation also preserves those features of
historic or architecrural value.

New construction affects the overall setting and
environment of the historic district. Growth and
change are a vital part of community develop-
ment. Design review ensures that new buildings
are compatible with existing buildings.

CirTY of

DEFINITIONS - -

Presérvation. Measures taken

-...10 retain the existing form,
features, 2nd matefials of a
histatic property.

Restoration. Returning the -

~ form, features, and character
of 2 histaric property to their
appearance during an earier
period of ime.

ROANOKE
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Working with the ARB

FOR ADDITIONAL
INFORMATION... .

Refier to other brochures in this
series on the following specific
subjects:

Building Forms and Styles +
Building Facades + Masonry -
Storefronts « Windows and
Doors « Roofs, Parapets and
Comnices « Painting «
Utilities and Reur Facades «
Awnings and Canopies -
Hardwunandkm;aﬁs .
Exterior Lighting « Signs
Offstreet Parking ~

New and Infill Construction -
Relocation and Demolition

|
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The H-1 Market Area Historic District

“Certificate of Appropriateness

Prior to obtaining a building permit for some
activities, an applicant must first be issued a
certificate of appropriateness by the ARB. The
ARB evaluates each application on the basis of
the effect the proposed action will have on the
actual building, on adjacent properties, and on
the entire district. [n evaluating an application,
the Board uses the design guidelines discussed in
this publication.

Board Meetings

The ARB meets on the second Thursday of each
month. The filing deadline to be placed on the
Board’s agenda is two weeks prior to the meeting
date. Applications and submission dates may be
obtained from the Roanoke City Office of
Community Planning.

Applications for certificates of appropriateness
are submitted to the Office of Community
Planning; the staff reviews each application for
completeness prior to referring them to the ARB.
(Only applications that are complete and
submitted on time can be considered. Incom-
plete applications and late applications are
referred to the next regularly scheduled meeting.)
Members visit each site prior to the meeting.

The ARB meeting provides an opportunity for
the applicant and/or a representative to explain
the project in greater detail, present drawings,
and answer questions from the ARB.

ARB meetings are open to the public and news
media. The public is welcome to speak in
support of or in oppesition to the apptications.
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Representatives of neighborhood and other
groups frequently attend ARB meetings and
sometimes comment on specific applications,

The complexity of a project determines whether
an owner hires a professional to prepare and/or
present the application. Complex projects
involving new construction or major additions
generally need professional assistance.

Successful appiicants usually:

are familiar with district regulations:
understand the history and important
architectural features of their property;

are familiar with the design guidelines.
paying particular attention to the sections
related to the work they wish to undertake;
contact the Roanoke Office of Community
Planning to discuss the proposed project and
determine supporting documentation:
work with designers and contractors who
have experience with historic properties
submit legible applications with clear
documentation,

(B-
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The H-1 partion of the Roanoke Warehouse Historic District
H-1 Fast Track Construction Approvai

The review and approval of minor construction

in the district has been expedited to assist

property owners and contractors. Reguests to the

ARB for certain construction can be reviewed

and approved in five to ten days instead of

waiting for the Board'’s regular monthly meeting.

Eligible requests for fast track approval include:

* awnings when a different color or pattern is
proposed

* temporary banners

« signs when the same sign board is used. but
colors and information are changes

« sidewalk sandwich boards

The filing form and procedure remains the same.
Completed applications must include a drawing
of the construction to be undertaken (design.
dimensions, materials, and placement) and
photographs of the property. Once submitted to
the Office of Community Planning and Develop-
ment. the application will be reviewed using
design guidelines in the city code and any
adopted by the ARB. The applicant will be
notitied in writing of any decisions.



Building Forms

and
Styles

ARCHITECTURAL BESIGN

TWO-PART COMMERCIAL BLOCK

The two-part commercial block is the predominant
commercial building type in the City Market
Historic District. Developed during the first half
of the 19th century. this building type is still the
major building type in most downtown commer-
cial areas of small- and medium-sized cities.

Characteristic Features

Characteristic features include:

+ two to four stories in height

« abuts sidewalk and adjacent buildings to fill lot

* building front is dominant

« horizontal division between tirst and second
stories creating two zones

= public ground floor

« private upper floors (otfices. hotel rooms,
residences)

* conspicuous parapet and cornice

ONE-PART (OMMER(IAL BLOCK

The one-part commerciai building type is similar
to the ground floor of the two-part commercial
block. With the growth and increased develop-
ment of urban centers, many one-part commer-
cial buildings were demolished to make way for
lurger buildings. Consequently. surviving
examples of this type are increasingly rare.
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Characteristic Features

Characteristic features include:

* one story in height

* abuls sidewalk and adjacent buildings to fill tot

* dominant facade N

 facade consists of storefront with parapet or
cornice.

Various architectural styles are represented in the
one-part and two-part commercial blocks of the
historic district. Most buildings can be classified
as Romantic Revival with Italianate or Neoclas-
sical influences. Round-headed windows, hood
moldings, quoins, and heavily decorated comices
are features common to the [talianate style.
Strong cornice lines. pilasters. straight lintels.
dentils and egg-and-dart detailing are features of
the Neoclassical style.

The Georgian Revival style of the City Market
Building is characterized by

symmetrical composition

classical detailing

strong cornice line

steady rhythm of windows

horizontal emphasis

prominent central bay where entrance is located

The Art Deco style is also represented in the
district. Metal panels, Carrara glass and glazed
ceramic tiles are commonly-used materials of the
style. and decoration tends to be simple geomet-
ric designs.

Two of the five warehouses in the historic
district are reminiscent of Dutch architecture.
Characteristic architectural features include:
* steeply pitched roofs

* stepped parapet walls

« brick corbeling

CITY 0F ROANOKE

DEFINITIONS

Carrara glass. An opaque,
structural glass popular in the
early 20th century for the
facing of storefronts.

Corbel. A projection from a
masonry wall, either to
support a load or for
decorative effect.

Cornice. Decorated trim-work
placed along the top of a wall
ar over an opening.

Dentik. One of a series of smafl,
rectanqular blocks, similar in
appearance ta teeth, which
are sometimes part of a
comice.

Facade. The front or principal
exterior face of a building.

Hood molding. Decorative trim,
usually metal, located over a
door or window.

Linted. A horizontal beam over
an opening which carries the
weight of the structure abave.

Parapet. The portion of an
exterior wall that extands
above the roofline.

Pilaster. A partial column or
post engaged with a wall,

Pitch. The slope of a raof,
usually expressed as a ratio of
rise (height) to rup (width),
_such as 612 -

Quom A hard stoné urhndt

* used to reinforce or decorate

the comers of a building.

Setback. The distance between
a structure and a property
line, street, sidewalk, or other
fine of reference.

Sturefmm Theground—ﬂoar

portion of & commercial™
buiiding that contains the -~
nirance and large dlsplay



Building Forms and Styles

FREESTANDING BUILDINGS

Civic and institutional buildings are often
designed to be freestanding, with surrounding
open space. Their architectural form and setting
usually emphasize their community importance.

Characteristic Features

Characteristic features include:

* two or more stories in height

surrounded by open space or generous setbacks
occasionally occupies an eatire block
three-dimensional form; all facades important
elaborate detail, superior workmanship, and
construction materials

INDUSTRIAL BUILDINGS

Warehouses and other industrial buildings often
have a utilitarian appearance. Examples within
the H-1 District date from the period 1889-1902.

Characteristic Features

Characteristic features include:
usually two or more stories in height

* may be freestanding or abut other similar
GUIDELINE BROCHURES buildings
IN T!!lS SERIES uniform treatment of ground floor and upper
pr Mg Wi S
t . an iy -
Doars - Roafs, Parapets and less elaborate detailing
Cornices « Painting - Utilities
and Rear Facades + Awnings
and (anopies + Hardware and
Accessories < Exterior Lighting «
Signs « Offstreet Parking -
New and Infill Canstruction -
Relocation and Demolition
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Building Facades

ARCHITECTURRAL DESIGN
A commercial building’s facade—its front or
principal exterior wall—contains most of the
features that contribute architectural character.
The facade generally consists of two main parts:
* the storefront at ground level

« the upper stories

-
o
-
—
-
.
ey
E
<
-

GUIDEL!INES FOR H-1

STOREFRGNT
PARTS OF A COMMERCIAL FACADE
FEATURE FUNCTION
LOWER FACADE » graund-floor commerdal space
STOREFRONT « transparent opening into the building
1 Display window « permits view of merchandise; primary
. . source of daylight
2 Bulkhead « supports display window
3 Transom « additional source of daylight; fimited
ventifation
4 Recessed entry » sheltered and inviting entrance to ground
floor space
5§ Storefront doors - access to ground floor space; fight and
ventilation
6 Entry paving - transition from public to private space,
. business iden
7 Pier - sipports uppes facade; defines fimits of
storefront
8 Storefront comice + decorative treatment of lintel areating
storefront opening
9 Upper foor entry + direct access from sidewakk to upper floor
spaces
UPPER FACADE + upper floor space
10 Masonry wall + building enclosure; gives appearance of
solidity
11 Brick detailing « adds visual interest to masonry wall
12 Upper floor windows - light and ventilation for uppes floor uses
13 Linted + structural support over a masonry
opening; may have decorative treatment
14 Parapet « hides sloping roof; provides skyline
identity
15 Cornice - decorative treatment of parapet for
building identity
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IMPORTANT CONSIDERATIONS...

Building facades make up the “face”of a
commercial street,

Both the upper and lower facades are important
to the character of a commercial building.

Durable materials and refined detailing on com-
mercial buildings help express the civic character
and economic importance of downtown Roanoke.

Buildings that reflect their age and style are an
impartant part of Roanake’s histary.

DELIN
"
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* Recommended actions or treatments are
indicated by ¢/.

* Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Important Features

 Identify the architectural features and

matertals of a building’s facade that are impor-

tant to its character before undertaking any

alterations. Important features include those that:

« survive from the building’s original construction

« are distinctive or have architectural interest

« are examples of quality craftsmanship

+ would make the building less attractive or
unrecognizable if removed

¢ Consult old photographs, construction
drawings, and descriptive building records and
look at similar buildings in the district to identify
your building’s historic features.

¢ Retain important features and evaluate their
condition to determine necessary repairs or
appropriate rehabilitations.

v/ Employ the services of experienced profes-
sionals. as necessary, (o evaluate the appropriate-
ness of repairs, treatments, and alterations.

Removing Inappropriate Treatments

X Avoid alterations, such as cover-up materials.

oversized signs, or extrerne color schemes. that:

+ damage or obscure characteristic features of
the facade

« change or destroy the traditional refationship
between the upper and lower portions of the facade

« call undue attention to the facade

« are out of character with neighboring buildings

CITY 4aF

DEFINITIONS

Bulkhead. The soiid panel at the
bottom of a storefront that
supports a display window.

Consolidate. To make a
deteriorated efement solid
through the application of a
binding material, such as
epaxy.

Comice. Decorated trim-work
placed along the top of a wall
of gver an opening.

facade. The front or principal
exterior face of 3 building.

Lintel. A horizontal beam over
an opening which carries the
weight of the structure above.

Parapet. The portion of an
exterior wall that extends
above the rooffine.

Pier. A verticl structural
support; usually rectangular.

Rehabilitation. Making possibie
a compatible new use fora
building through repair,
alterations, or additions while
{eserving portions or
features that are important to
the building’s historic or
architectural charactes.

Storefront. The ground-floor
- portion of a commercial
buifding that contains the
entrance and large display
windows.

Transom. A fixed or operable
sash above a door or window.

ROANOXKE
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Building Facades

PRESERVATION ==,
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TECHNICAL RESOURCES

The National Park Service
Preservation Briefs are an
excellent source of information
on appropriate preservation
techniques. Write to:

Division, National Park Service,
P0. Bax 37127, Washington, DL,
20013-7127,

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the following related
subjects:

Building Forms and Styles +
Building Facades « Masonry -
Storefronts « Windows and
Doors + Roofs, Parapets and
Cornices « Painting +
Utilities and Rear Facades -
Awnings and Canopies «
Hardware and Accessories «
Exterior Lighting « Signs
New and Infill Construction

NOT RECOMMENDED

The use of cover-up materials,
uniform paint color, and a
canopy that extends across the
building's fuil width make this
= efront appear cut off from
the rest of the building facade.

il
=

¥ Remove inappropriate facade treatments if
removal will not damage building surfaces.

X Avoid the use of the following inappropriate
materials: ~

wood shingles or shakes

wood, metal or vinyi clapboard

plywood

* permastone or other simulated stone

dry-vit or other simulated stucco

reflective or heavily tinted “privacy” glass
common concrete block, painted or unpainted

.

shingles / shakes

reflective / tinted ghass

dry-vit

concrete block

NOT RECOMMENDED

Materials not routinefy found in early commercial buildings
armmhaveamughwunﬁaishedappmmnmminappm
priate for dawntown commercial buildings.

Repairing Damage

V¥ Repair deteriorated materials and features by
patching, reinforcing or consolidating instead of
removing or replacing them.

v Replace important materials and features that
cannot be repaired with new or reconditioned
elements of the same design and material.
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RECOMMENDED

Appropriate repairs to this window indlude’repiacing broken

or missing parts of the upper sash and using epoxy filfer to

consolidate the deterigrated sill,

Rehabilitation and Other Alterations

v Rehabilitate rather thun demolish a building

with 2 damaged facade, by either

* reconstructing the historic appearance if there
is sufficient evidence to do so. or

* designing a new facade that is compatible with
existing features.

v Recognize a building as a product of its own
time: do not try to give a building the false
appearance of an earlier historical period.

o+ feconstruct o (ompatible

x false historic
- origing new design dppedrance
ALTERNATIVE TREATMENTS

When a buikding focade is severely damaged, appropriate after-
natives incude ing its historic appedrance, or design-
ing a compatible new facade. Giving the facade a faise historic
appenmnczafmmﬁumfmm'snatappmprm

v Choose appropriate treatments or alterations
that will not damage characteristic features or
materials and are in keeping with the overall
design or appearance of a building.

v Keep the design of a storefront subordinate to
the overall facade. Don't allow ground-floor com-
mercial space to overwhelm the facade as a whole.

!FummreiCc?flter
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NOT RECOMMENDED
Signs and color schemes that extend beyond the first floar
overwhelm the facade as a whole.
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Masonry
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ARCHITECTURAL

Distinctive masonry features are characteristic of the H-1
District.

Masonry is an ideal building material for
downtown buildings because it is both fireproof
and extremely durable. Almost every building in
the H-1 Historic District has brick exterior walls.
Many also incorporate distinctive granite,
limestone, or terra cotta detailing.

IMPORTANT CONSIDERATIONS. ..

Masanry accounts for the largest portion of most
commercial facades. Its condition and appear-
ance greatly affect a building’s character.

Commerdal buildings often have distinctive
masonry detailing.

Despite its durable appearance, masonry can be
easily damaged by harsh deaning.

GUIDELINES FOR PRESERVATION
AND REHABILITATION

« Recommended actions or treatments are
indicated by ¢/.

+ Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Important Features

¥ Retain the following features of masoary
walls that are important to a building's character:
brick corbels. cornices. belt courses. and blind
openings

decorative brick. terra cotta. or stone details
multi-colored brickwork

distinctive brick bonding patterns

painted wall signs

Removing Inappropriate Treatments

v Remove inappropriate siding or cover-up
treatments from masonry walls if possible.

Repair damage that resulted from its installation ~
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Masonry details such as corbels, cornices, belt courses, and
terrq cotta decoration add character to many buildings in
Roanoke.

as well as earlier damage that was hidden.
Examples of cover-up treatments include:
* wood shingles or shakes

* wood, metal, or vinyl siding

* plywood

¢ permastone or other simulated stone

* dryvit or other simulared stucco

+ Be cautious about removing stucco or
simulated stone veneers from masonry. Unless
they have been applied to metal lathing or
furring strips. removal may cause additional .
damage to underlying masonry.

¢ Maintain materials such as Carrara glass.
enameled metal panels. and art deco details that
may not be original to a building but may have
acquired significance over time.

¥ Check with ARB regarding possible signiti-
cance of treatments.

Masonry Cleaning and Paint Removal

v’ Correct conditions that cause deterioration.
such as poor roof drainage or foundation
settlement. betore undertaking masoary cleaning
or other repairs.

Repair damaged
qutters that give
rise to algae
growth and
washed-out
mortar joints prior
to cleaning and
repointing
masony.

y <
R mmitz%

CITY OF ROANOGKE

DEFINITIONS

Art Deco. A deorative style
characterized by streamlined
surfaces and zigzag forms.

Belt course. A horizontal line
of brick or woad around a
building.

Blind opening. A recessinan
exterior wall, having the
appearance of a window.,

Bonding pattern. An
averlapping armangement of
masonry or brickwork in a
wall. Common banding
pattems are: American bond,
common or running bond,
English bond, and Flemish
bond.

Carrara glass. An exterior
building material used
primarily an art deco facades.

Corbels. A series of projecting
bricks o other masonry units,
each unit stepping progres-
sively facther forward with
height.

Cornice. Decorated trim-work
placed atong the top of a wail.

Efflorescenca. A deposit of
soluble salts, usually white in
color, on the face of masoary
walls.

Furring strips. Wood strip
fastened to joists or studs to
which a finished surface is
applied.

Metal [athing. Sheet metal
that is sti¢ and stretched to
form a diamond-shaped
mesh,
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Masonry

Quoins. A hard stone or brick
used to reinforce and decorate
the comers of a building,

Repointing. Making possible a
compatible new use for a
building through repair,
aiterations, or additions while
preserving portions or
features that are important to
the buildings histaric or
architectural character,

Sandblasting. A potentially
damaging procedure using a
blast of air combined with
particles of sand to dlean hard
surfaces.

Terra cotta, A hard, unglazed
fired day, used for ormamental
wark and roofing tiles.

Window haod. A projecting
molding above a door or
window.

The Architectural Design
Guidelines for the H-1 District
were prepared for the

City of Roanoke by Land and
Community Assodiates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Muridpal Building

215 Church Avenue, S.W.
981-2344,

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following refated
subjects:

Building Facades « Storefronts -
Windows and Doors + Roofs,
Parapets and Comices «
Painting « Utilities and Rear
Facades « Exterior Lighting -
Signs + New and Infill
Construction

V Clean masonry only when one of the follow-

ing conditions exises:

* cftlorescence

* smote or soot

 localized paint. grease.
or asphalt

* bird droppings
* metallic oxide
staining (rust. ete,)

X Avoid abrasive or reactive cleaning tech-
niques, such as:

+ sandblasting ¢ acid washes

* high-pressure water cleaning
* other chemical treatments not specifically
formulated for a particular problem

-
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lime-based mortar that is low in portland cement
content. Repointing shoutd match the original
masonry in:

« joint width and profile

= mortar color and texture

* composition and strength

o s e e
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stuck joint

common bond weathered joint
Typical b{irk bo.nd.s and mortar joints are used on downtown

Sandblasting remaves the outer surface of brickwork,
exposing the saft interior to water penetration and
subsequent freeze-thaw damage.

v Use only gentle cleaning methods or prod-
ucts, particularly those that are water-based or
especially formulated for removing a particular
type of stain from masonry. Assess the impact by
first cleaning only a small inconspicuous area of
the building. Masonry cleaning should be done
by qualified professionals with experience in the
appropriate cleaning of historic buildings.

v/ Remove paint from masonry walls if it has
peeled to the original masonry surtace and the
undertying surface is undamaged and has a
uniform appearance. Use only removal methods
or products specially formulated for masonry,
undertaken by a skilled professional (see above).

X Do not remove paint that protects soft or
damaged brickwork or that may conceal a
different masonry infilt.

Repairs and Repointing

¥ Reuse existing original brick whenever
possible, particularly in prominent locations. In
some instances, replacement materials can be
obrained from a less conspicuous side or rear
location. replacing the borrowed materials with
compatible new materials.

v Repair missing or severely damaged masonry
with brickwork or stonework that conforms
exactly to the original in:

* size and shape * color and texture

= bonding pattern and mortar joint

v’ Repoint mortar joints only in areas where
there are loose bricks. cracked or deteriorated
mortar joints, or chronic dampness. Use a soft

C:\A-Scan\CCA00099.TIF

Removing deteriorated mortar
Incorrect
* Mortar not cleaned out to sufficient uniform

ep:
« Edges of brick damaged by power grinder—
credtes wider joint.

74 Comrect

* Mortar deaned out to uniform depth of 1 inch
* Edges of brick undamaged; creates proper
width joint.

Repainting with new mortar

Incorrect
* Mortar applied over weathered corners of
bricks; feathered edges are subject to spaliing.

Correct
* Mortar is slightly recessed, retaining original
dppearance of joint.

Other Treatments

v Limit the repairs and cleaning of masonry to
problem areas only.

X Do not infill windows. doors. and other
masonry openings.

X Avoid painting unpainted masonry walls
unless necessary to retard deterioration produced
by sandblasting or other treatments,

X Avoid the use of waterproof or water-cepellent
coatings that may trap water within the wall.



Storefronts

ARCHITECTURAL DESIGN

Commercial storefronts in Roanoke retain many of their
distinctive historic features, such as these prism glass
transom windows,

The street-level storefront is the most noticeable
portion of a commercial building’s facade. Its
purpose is to: -

« allow goods to be displayed to the public

« provide daylight to the shop interior

~ offer a welcoming entry for shoppers

These functions rely on large glass display
windows, glass transoms. and doors to make the
storefront transparent. Distinctive entry paving.
bulkheads of contrasting materials. decorative
storefront corices, awnings. and other features
often add architectural interest to a storefront.

IMPORTANT CONSIDERATIONS. ..

Transparency is essential to the character of
commercial storefront.

The traditional commercdial storefront is the
appropriate ground-floor expression for the vast
majority of downtown Roanoke's commercial
buildings.

A successful storefront reflects the architectural
character of the commerdial building to which it

belongs, as well as the individual character of the

business it serves.

GUIDELINES FOR PRESERVATION
AND REHABILITATION

» Recommended actions or treatments are
indicated by V.

« Actions or treatments not recommended and
other warnings are indicated by X.
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GUIDELINES

FOR THE H-1 DISTRICTY *

Retaining Important features

¢ Identify and retain important features and
materials, such as:

stone, carrara glass. or paneled wood bulk-
heuds

distinctive display windows and/or freestand-
ing display cuses

transom windows, especially those with prism
or leaded glass

decorative storetront cornices

columns or pilasters (flat columns attached to
a walh)

recessed and/or upper-tloor entries
decorative or distinctive entry paving
distinctive doors and/or hardware
decorative medallions, moldings. or other
details

A wide variety of distinctive starefront features can be found
in Roanoke's commercial district.

¢ Retain previous changes or alterations to a
storefront that are sensitive to the design of the
building’s facade. have architectural merit, and
are in good condition.

arry
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ROANOKE
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Storefronts

DEFINITIONS

Bulkhead. Thehaseofa
storefront window or sidelight
adjacent to a door.

Carrara glass. An exterior
building materiai used
primarily on art deco facades.

Comnice. Decorated trim-work
placed along the top of a wall.

Transom. A window located
abave a door opening.
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This well-maintained storefront is an impartant example of
an earfier commerdial rehabilitation using carrara glass. it
has acquired significance over time.

Rehabilitation and Other Alterations

¥ Rehabilitate a storefront that has been

damaged or-unsympathetically altered by:

* reconstructing its historic appearance using
historic photographs or other physical evi-
dence

« designing and constructing a new storefront
compatible in character to adjacent storefronts
using traditional materials and proportions

RECOMMENDED
When a storefront is missing or damaged, or has been
unsympathetically altered, it is appropriate either to ...

[LIT AT ]

i
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X Avoid unsympathetic alterations to a store-

front, such as:

* recessing it more than one foot from the
masonry piers

* giving it a false “historic™ appearance

= using a design theme not in keeping with the

~

NOT RECOMMENDED ~
Storefronts that are recessed from the sidewalk disrupt the
continuity of storefronts along the street.
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NOT RECOMMENDED
New “Colonial” storefronts are inappropriate for the historic
district. They create a false historic appearance.

NOT RECOMMENDED

Commerdaf buildings should not be altered to lock like
anather type of architecture or provide a theme for an
individua business.
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Appropriate Storefront Rehabilitation Materials

Feature  Recommended Materials
Materials Not Recommended
Wals * 0K, stone « wood shingles of shakes
«wood, meta, of vinyl siding
= olywood paneling
« Jemasione
oyt
“ 2mmon concrete block
Bulkheads * parnted paneled wood * 35 above
~marble parek

*rattara glass oanels

Display windows - clear glass ~elective o tinted
glass
Transoms *clear glass ~“efective o tnted
~frosied glass Joss
~ prsm of seained glass * 10y 0paque matenal

Storefront doors  «fub-light glass in wood +wo0d {sofid or with smail
frarnes, paired steei frames, windows}
ar anodized atuminum
frames
» framefess tempersd glass

Entrypaving - temazzy ~ sphalt
* quay or othey exterior
ceramic e
- marhle
- concres

¢ Keep storefronts transparent, using a single
large sheer of glass for display windows rather
than several small panes.

¥ Reconstruct display windows that may have
been reduced in size. Avoid smaller or multi-
paned display windows that may give a store-
front a residential character or false historical
impression.

AN

[
o — e —em

RECOMMENDED AN
The design of a traditional storefront relies on large areas of
glass.

C:\A-Scan\CCAO00102.TIF

Storefronts
v Incorporate recessed entries and/or upper
floor entries, whenever possible, into the design
of new storefronts,

V' Reestablish transom windows by raising or
angling the portion of the ceiling adjacent to the
storefront. [f changing the ceiling protile is not
pussible. place a black panel immediately behind
the interior face of the transom to make it look
transparent from the outside.

By modifying lowered or dropped ceilings, original storefront
transoms can be restored.

N
Black interior panels may help recreate a transom’s
traditional appearance.

¥ Replace inappropnate buikheads such as

those that are:

* higher than two feet above the sidewalk

¢ constructed of glass biock or other transparent
materials (unless there is historic evidence for
this appearance oc if they are part of a later
storefront design that is significant.)

¢ Use or retain storefront doors that have large
areas of glass or are set into a painted wood.
stainless steel. or anodized aluminum frame.
Avoid doors with multiple panes or raised panels
that look residential or give a false historical
impression.
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Storefronts

The Architecturai Design
Guidelines for the H-1 District
were red fos the

City of Roanoke by Land and
Comimunity Assodates of
Charfottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344,

FOR ADDITIONAL
INFORMATION...

Refer to other brachures in this
series on the following related
subjects:

Building Facades - Windows
and Doors < Painting =
Utilities and Rear Facades +
Awnings and Canopies «
Hardware and Accessaries -
Exterior Lighting « Signs +
New and Infill Construction

wood or steel

7

1

dluminum glass

v Retain or use paving of a different color,
texture, material, or pattern to make recessed
entries distinct from the adjacent sidewalk.

V' Use display windows effectively to represent
the commercial use of the ground floor. Even if
the business does not require merchandise
displays. find attractive and interesting ways to
show the public the kind of services otfered.

Attractive and interesting display windows can enhance a
storefront’s appearance.

 Stabilize deteriorating conditions when a

damaged or missing feature cannot be repaired or

replaced immediately.

¢ Explore the use of salvaged materials or

similar substitute materials with the same overall

appearance as the original when replacement
materials cannot be readily obtained.

v Conceal equipment or other unattractive
interior features by locating them beneath the
display windows behind the solid bulkhead.

v Consider adding an awning to control

Ssunlight instead of using reflective glass, applied

films. interior shutters, or blinds.

C:\A-Scan\CCAO00103.TIF

Removing Inappropriate Treatments

v Remove plywood paneling or other exterior

siding that:

* conceals the masonry piers or other storefront
feutures

« reduces the size and proportion of the display
windows D

* gives the ground floor an appearance dramati-
cally ditferent from that of the upper facade
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before rehabilitation after rehabilitation
Removing inappropri fr cn have a
di ic effect on a building’s app

+’ Remove damaged carrara glass paneling if it:

= cannot be repaired

« has several missing panels that cannot be
replaced with matching panels

Such materials should be removed carefully and
made available for repairing other damaged or
missing features if they match materials used
elsewhere in the district.

V' Remove oversized signs that obscure charac-
teristic parts of a storefront.

v Repair or replace damaged or missing
features that have been revealed by the removal
of inappropriate storefront treatments.
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Windows and Doors

ARCHITECTURAL DESIGN
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Upper-story windaws are important in defining the
architectural character of downtown Rodnoke.

Windows and doors contribute to a building’s
character. The most common upper-story
window is the double-hung sash. Some buildings
feature transoms or fixed-sash windows above
operable windows or doors that help give a
building a unique character. Buildings that retain
their original operable windows and doors, or
use traditional replacements, maintain their
character and contribute to a more lively
streetscape.

IMPORTANT CONSIDERATIONS. ..

Windows and doors are lmpartant in exprzssmg
the character of a commercial building.

Well-maintained upper-floor windows reinforce
the appearance of a heaithy downtown business
district.

Storm windows, insulated glass, and other

energy conservation efforts need not detract
from a commerdal building’s appearance.

GUIDELINES FOR PRESERVATION
AND REHABILITATION

« Recommended actions or trearments are
indicated by V.

« Actions or treatments not recommended and
other warnings are indicated by X.
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Retaining Important Features
v Retuin existing windows and doors that
contribute to a building's character. These may
include:
* wood single- or double-hung sash windows.
with or without multiple panes
+ steel casement windows
* industrial-type steel awning windows
« tull-light commercial doors
* frameless tempered glass doors
* raised panel wood doors with large panes
* heavy timber doors (warehouses and service
areas)
double-hung window
DEFINITIONS
Consolidate. Toapplya
-~ chemical to deteriorating
upper-floor entry with masonry in an effort to
transom window and strengthen it.
——— 1 paneied jamés Fanlight. A semi-circular
awning window window over the apening of a
. 5 door, with radiating muntins
A variety of window and door styles and materials character- in the form of a fan.
ize commercdial buildings in downtown Roanoke. Jamb. The vertca framing at
v Retain special or decorative windows and 3:;’03“ of adoor or
doors. as well as the features associated with
therm, such as: Lmtel. A horizontat beam over
. ’ " an apesiing that carvies.the

« round, oval. semicircular, or unusually shaped weu;ht of the structure above.

windows

. ‘Muntins. Framing members __:*
« round-headed or arched window sashes 3 thathold panés uf glass
= windows and doors with decorative muntin o within a window. .,
patierns © % pane.ARatsfieet of glass used
* transoms. tanlights. and sidelights 3 for glazing a window. -
« arches, distinctive siils and lintels. and hood i Ement. A decorative

moldings
paneled or decorative jambs

molding, typically trianguiar
shaped, used over doors and
~windows. :

Sidefight. A framed area of

¢ Retain doors, doorways. and associated

features, such as sidelights or pediments. that qglass alongside a door or
help identity the major entrances of warehouses window opening.

or other buildings that do not have commercial Transom. A window located
storefronts. above a door opening.



Windows and Doors

Remov}'ng Inappropriate Treatments

Remove the following inappropriate window
or door treatments:
sheet metal or plywood covering openings
masonry or other materials used to fill in
openings
security bars, grates, or grilles that obscure the
appearance of windows or doors
exterior storm or storm/screen combination
windows or doors that obscure or alter the
character of windows and doors
inaperable shutters that are attached directly to
the exterior wall
paint applied to the interior or exterior surface
of glass ’

Missing window sash, inappropriate infill, and windows that
have been painted over are among the treatments that
destroy the character of windows.

fRepairing Damage

v/ When a damaged or missing window or door
cannot be repaired or replaced immediately.
stabilize the situation to prevent further deterio-
ratiom..

¢ Repair deteriorated materials and components
of windows or doors and their associated features
by patching, splicing, or consolidating rather
than removing or replacing them.

¢ Retain rather than replace historic or distinc-
tive glass that is not severely cracked and cannot
be replaced in kind.

¢ Maintain windows and doors by:

« replacing ordinary broken or missing panes
« keeping joints sealed with appropriate caulk-
ing

keeping painted surfaces well painted

using concealed weatherstripping at all
operable openings

making sure that all surfaces shed water
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Rehabilitation and Other Alterations

v/ Repair rather than replace window sashes,
doors, and frames by:

repairing any damage or deterioration
fabricating necessary replacement parts
identical to the original

regluing and reinforcing weak joints
replacing broken panes (see above)
applying an appropriate sealant to the joint
between the frame and its masonry opening
repainting

v Use glass storefront doors, set in a wood,
steel, or aluminum frame, to reinforce a
storefront’s transparency. Doors for upper-floor
entrances should be similar in materials and
design to those used for ground-floor spaces, but
may have a smaller glass area to appear less
important than the main commercial entrance.

wood wood or steel

L EEEA

aluminum tempered glass
Appropriate storefront entry doors refy on large areas of

i
0r) ot

Upper-floor entry doors generally have littfe or no glass.

v’ Use windows or doors that fit the original
masonry openings. If a standard-sized window or
door is too small for an existing opening, obtain
a custom-sized unit from one of the many
window or door manufacturers with-specialty
tabrications.

X Avoid changing the number or pattern of
window and door openings. If a change of use
requires additional or fewer windows or doors.
such alterations should occur on the rear or less
significant sides of a building.
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X Avoid using the following types of glass:
* asingle, fixed pane of glass

« reflective or heavily tinted “privacy” glass
« patterned or translucent glass
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Using large single panes of gtass for upper-floor windows
gives a building a biank, vacant appearance.

X Avoid the use of combination storm/screen
windows, particularly those with an unanodized,
aluminum-colored finish. (See Energy Conser-
vation below.)

Rehabilitation Alternatives

v/ Use a compatible window type when it is
necessary to replace a missing or badly deterio-
rated upper-story window.

¥ When a window or door cannot be repaired.
explore whether a suitable rep window’
or door of the same design can be moved from a
less prominent location on the building. Replace
the relocated window with a new, custom-sized
unit.

Energy Conservation

v Install interior storm windows to reduce heat
loss. Use weatherstripping to prevent drafts. Use
oniy storm windows that are the same size and
shape as the overall existing window.

v Make window screens the same size and
shape as the overall existing window, and paint
the frame the same color as the window sashes.
An alternative to full screens is a single, easily
removable screen panel that fits in the open
portion of the window when the lower sash is
raised.

 Use interior blinds or shades at upper-level
windows rather than exterior awnings, which are
more expensive, harder to and may be
inappropriate to the character of the building’s
facade.

C:\A-Scan\CCA00106.TIF

Windows and Doors

X Avoid the use of window-unit air conditioners,
especially on the primary facade. Use free-
standing interior air-conditioning units as an
alternative if central air conditioning is not
possible. Locate window-unit air conditioners,
when necessary. in openings on the rear or less
prominent sides of a building.

X Avoid inappropriate window alterations, such
as a smaller-sized window., or removing an upper
sash from a window. Investigate the use of
insuluted glass or appropriate storm windows
when concerned with energy conservation.
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Do not replace original windows with smatler ones in an

effort to conserve energy.

The Architectural Design
Guidelines for the H-1 District
were prapared for the

Gity of Roanoke by Land and
Community Associates of
Charlottesville, Virginia.

For additional information,
please cantact:

City Department of
Community Planning and
Davelopment, Room 162,
Munidpal Building

215 Church Avenue, 5.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Building Facades « Masonry *
Storefronts + Painting
Utilities and Rear Facades *
Awnings and Canopies « Signs +
New and Infill Construction +



Parapets

ROOiS, and Cornices

ARCHITECTURAL

DESIGN

This elaborate cornice includes corbelled brickwork and
pressed tin decoration, and features the building's date of
construction.

The pitched roofs of these warehouses are concealed by their
attractive, stepped parapets.

The roof generally is not a dominant feature of
traditional commercial buildings unless the
building is freestanding. Most often. the roof
form—either gabled or a shallow-pitched shed—
is concealed behind a parapet. an extension of
the masonry wall above the rootline. Parapets of
commercial buildings frequently have a comice
at the top of the front facade. The comice gives
character to the skyline and sometimes includes
the building’s name or date of construction.

IMPORTANT CONSIDERATIONS. ..

A carnice is usually an important visual feature
of a new or historic ommercial facade.

Parapets help conceal mechanical equipment or
ather rooftop construction from pedestrian view.

Well-maintained roof and gutter systems help

prevent the deterioration of other parts of a
building.
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GUIDELINES FOR THE H-1

DAISTRICT *
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* Recommended actions or treatments are
indicated by V.

* Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Important Features

¥/ Retain the form, materials and features of
original or significant later roofs—oparticularly
those visible from public rights-of-way and
important to a building’s character.

¢ Retain existing parapets and comices. as well

as features associated with them, such as:

* copings and capstones

« brick corbels. decorative tile, and terra-cotta

* wood, pressed tin, and other applied cornices

« dates, building names. and other original
identifying features

The variety of parapet and cornice treatments in downtown
Rodnoke dharacterizes ial buildings of different
periods and uses.

Removing Inappropriate Treatments

v’ Remove inappropriate treatments, such as
sheet metal. plywood. or other materials obscur-
ing or covering decarative cornices.

Covering or removing a building’s cornice, often because of
maintenance concerns, inevitably results in a loss of
character.

CITY OF ROANCGKE

DEFINITIONS
Capstone. Any single stone in
acoping. ~-= -

- Coping. The protective cap o

top of & wall, often of
concrete o stone.

Corbets. A series of projecting
bricks or other masonry units,
each unit stepping progres-
sively farther forward with
height..

Cornice. Decorated trim-work

* placed along the top of a wall,

Parapet. A wall that extends

above the rooffine,

Terra cotta. Hard, unglazed
fired day, used for arnamental
work and roofing tiles.
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Roofs, Parapets and Cornices

v/ Remove mechanical equipment and other
rooftop construction that are no longer fune-

tional, in poor condition. and visible from the
street. Rooftop signs. unless they are historic,
also should be removed.

Repairing Damage
v/ Subilize conditions when TEPLTs 10 a roof,

parapet, or cornice cannot be undertaken
immediately.

¥’ Repair cornices, brackets. or other features
revealed after removing-inappropriate cover-up
materials.

v Repair deteriorated flashing, parapet copings.
and roofing materials that may permit water
penetration and damage cornices, parapets. or
structural members.

 Ensure that roof drains, gutters. and down-
spouts are free of debris and conduct water away
from the roof without damaging features such us
parapets, cormices, masonry walls, and founda-
tions. -

v Explore replacement features made from a
substitute material when a missing feature cannot
be replaced in kind.

Rehabilitation and Other Alterations

¢ Keep the form. slope. and features of a roof
that is visible from the street.

¥ Consider the addition of skylights when
making roof alterations as a way of increasing
the usefulness of upper-floor spaces, so long as
the skylights are not visible from the street.

X Avoid locating rooftop mechanical equipment
at the root”s perimeter, making it visible from the

The Architectural Design
Guidefines for the H-1 District
were prepared for the

City of Roanoke by Land and
Community Assodiates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Munidpal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
serigs on the following related Rooftop mechanical equipment should never be visible from
subjects: ’ ground levei; make sdre it either has a low profile or is set
Building Facades « Masanry - sufficiently back from adjacent parapet walls.

Painting + Utilities and Rear i

Facades « Exterior Lighting ~

Signs « New and Infilf

Construction

C:\A-Scan\CCAO00108.TIF

v Undertake construction of additional stories

or roottop additions only if the new construction

is:

= in keeping with the character of a building's
tacade, or

* set back from the face of the building so that it
will not be visible from the street *

s

Additional stories should be designed in keeping with a
building's existing character (right}, or, if of a different
design, set back from the facade ta reduce their visual
impact (left).
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LINES FOR PRESERVATION
HABILITATION

* Recommended actions or treatments are
indicated by ¢ .

* Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Important Features

X Avoid painting masonry buildings that have
never been painted. particularly if they have
decorative or multi-colored brickwork. Un-
painted masonry requires less maintenance, and
may be kept in good condition with minimal care
for hundreds of years.

The warm color and natura vibration of this building's
unpainted masonry is complemented by woodwork and other -
feqtures that are painted in a neutral, stonelike color. =

i
—=
L

The color of a building comes from its construc-
tion materials: for example, red, brown, or ochre
brickwork: grey or tan for stucco and stone. L
Sometimes, however, masonry wails were
painted to provide added protection to soft
brickwork or to conceal defects. Painting
window sashes, doors, bulkheads, cornices,
decorative elements, and other wood or metal
items protects them from weathering and
deterioration.

awsaveanai yEnrenini

11y

Painting unpainted masonry obscures decorative detailing
and efiminates the natural color variation in brickwork that

IMPORTANT CONSIDERATIONS... fends vialty 0 b e

When choasing colors for painted features, it is v Keep painted all materials that rely on paint

important to refate them te an overail color for protection or a traditional appearance. such
scheme that is appropriate to your building and as: . e : =
its neighbors. * wood (windows, doors, bulkheads, decorative - : lo

trim, signs)

Generally, the more elaborate a building’s * pressed tin (comices. details, signs) .
detailing, the more important the role that color * steel (columns, windows, doors. lintels. signs)
plays. * cast iron (storetronts or features)

* concrete, concrete block, and other common
Using appropriate paint removal and surface building materials
preparation techniques is just as important * teme-metal roofs
when protecting a building's exterior materials X Don't paint ornamental metals such as brass,
as the repainting effort itseff, bronze. copper, aluminum. or stainless steel.

C:\A-Scan\CCAO00109.TIF



Painting

DEFINITIONS N

Buikhead. The base of 3

" storefront window or sidelight
adjacent to a door.

Chalking. A powdery surface
condition resuiting from the
deterioration of paint.

Comice. Decorated trim-work
placed along the top of a wall.

Lintel. A horizontal beam over
an opening that carries the
weight of the structure above.

Sandblasting. A potentially
damaging procedure using a
blast of air combined with
partides of sand to dean hard
surfaces.

Sash. The framework of 3
window that holds the panes
of glass and slides vertically or
pivots.

Terne-metal. A metal afioy of
lead and tin, used s a roofing
material.

window frame

L |
SREE
buikhead
Many ials and de features of a ial

building rely on paint for their protection and traditional
appearance.

¢ Retain painted wall signs that are significant
teatures of downtown commercial buildings.
Carefully remove loose and flaking paint by
hand-scraping, then repaint with the appropriate
paint type. Check with the city regarding any
sign regulations, particularly if the sign is newly
uncovered.

;. H =
___lis=ep i
A T
H— GARDIEN
/
— l R

‘

Painted wall sings are an important part of downtown
Roancke's character.

v Identify the areas with the most serious paint
probiems when appropriate repainting cannot be
done immediately. Correct any problems causing
the paint deterioration, such as water penetration,
scrape the affected areas. and repaint.

Paint removal from woodwork

X Avoid removing paint from historic woodwork
unless it is peeling. Most other conditions such
as mildewing, staining, or excessive chalking
only require a thorough surface cleaning before
repainting.

C:\A-Scan\CCAO00110.TIF

¢ Use hand-scraping to remove peeling paint
from historic woodwork or sand the paint to the
next sound layer; then repaint with a high-quality
exterior oil paint,

X Avoid the following techniques when remov-
ing paint from woodwork:

chemical strippers. which may lgave a residue
or raise the grain of woodwork®

propane torches, which may easily char the
wood or vaporize the lead contained in older
paints

sandblasting or other abrasive technigues.
which will destroy the profile of wood
moldings and permanently erode wood
surfaces

Paint Removal From Masonry

X Avoid removing original paint from masonry.
Many historic masonry buildings were painted to
protect the soft brick used during the mid-19th
century or were painted at a later date to hide
incompatible alterations or repairs.

+/ Remove paint from masonry only when it is
evident that:

« paint is not original to the building (look at oid
photographs)

removing the paint will not reveal defects or
alterations '
the process of removal will not damaige the
masonry

v/ Use the gentlest means possible to remove
paint from masonry, such as chemical paint
strippers developed specifically for use on
masonry.
X Do not use abrasive techniques, such as
iblasting, that will per 1y erode the
surface of the masonry and make it subject to
water damage.

Paint Removal From Metal
v Use hand-scraping and wire-brushing to
remove loose. flaking paint, and rust from metal.

v’ Use abrasive techniques carefully, such as
low-pressure. dry-grit blasting on cast-iron
elements to remove extensive paint buildup and
corrosion; be careful to avoid damaging adjacent
materials.

v’ Use chemical strippers developed specifically
for softer metals. such as tin and copper. to
remove extensive paint buildup and corrosion.
Avoid the use of grit-blasting. which may
damage the finish of these metals.

Developing Appropriate Color Schemes

v/ Choose a color that is similar to that of the
existing building materials when it is necessary
to paint an exterior wall.
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v Express the individual character of a building
by selecting a wall color that is compatible with
those of adjucent buildings: the colors need not
match exactly to be harmonious.

|
i

LI

K

Al
"

=

i -

Choasing color schemes that are distint but compatibie with
those of other buildings—such as these with a lighter body
color and somewhat darker trim and accent colors—is the
best way or prometing architectural harmony. :

¢ Choose a limited number of colors that relate
well to euach other when painting a building. In
most instances, two accent colors in addition to
the main wall color are sufficient to highlight
any facade. The major accent color should be
compatible with the wall color and tie the upper
and lower facades together. The miinor accent
should enhance smail details. R ded

v Keep the appearance of a building with
multiple storetronts unified through consistent
treatment of the upper and lower tacades.
Windows. cornices. and wall surtuces should
cach be puinted the same color throughout. Each
storefront should relate to the overall building by
using the same major accent color. but may
express an individual identity by using a compat-
ible minor accent color and appropriate signs or
awnings.

v Investigate appropriate color schemes by
consulting historic paint catalogs and historic
photographs of the building or by scraping paint
layers from the building itself.

¥’ Consider the rear and side facades when
planning a building™s color scheme. Applying the
same color scheme to the rear facade is a
practical way of reinforcing the identity of a
commercial establishment.

X Avoid using too much color oa the facade. Too

many colors on details make the facade appear
busy.

applications of the three colors are as follows:
main color on exterior walls

major acceat color on majority of trim-——
cornices, bulkheads, window frames, and
sashes.

minor accent color on smailer decorative
details——doors, storefront frame

.

Most color scvemes for commercial buildings can be planned
with three colors.

C:\A-Scan\CCAOO111.TIF

Adopting a distinct color scheme for the storefront and upper

floor (left) destroys this building's overafl architectural unity.
Expressing a business's identity by selecting a different minor
accent cofor, as on the remaining storefronts, is far more
successful,
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Painting

The Architectural Design
Guidelines for the H-1 District
were prepared for the

Gty of Roanoke by Land and
Community Asseciates of
Charlattesville, Virginia.

for additional information,
please contact:

City Department of
Community Planning and
Development, Raom 162,
Munidpal Building

215 Church Avenue, S.W.
981-234.

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the following refated
subjects:

Building Facades + Masonry *
Storefronts + Windows and
Doors » Roofs, Parapets and
Comnices « Utilities and Rear
Facades - Awnings and
Canopies - Signs



Utilities

and Rear
Facades

ARCHITECTURAL DESIGN

Rear facades pnmde opportunities for additional entries to
downtown businesses and for begutification and enhance-
ment.

Utilities can have a significant impact on a
building’s appearance, particularly when located
on the front facade. Even when placed on the
side or rear of a building, utilities may contribute
to a cluttered appearance and interfere with
efficient use of these areas.

The visibility and accessibility of the rear facade
from adjacent off-street parking areas makes-
improving the appearance of these areas desir-
able. Rear facades may provide increased
opportunities for additional access to both
ground-floor and upper-story activities.

IMPGRTANT CONSIDERATIONS. ..

The architectural character of a commerdial
facade can be destroyed by the numerous o
obtrusive placement of utilities..
Improving the appearance of rear facades of
commercial buildings—espedially those visible:
from adjacent parking areas or open spaces—
can increase opportumaes for business :dmtity
and patron dccesss::

GUIDELINES FOR PRESERVATION
AND REHABILITATION ‘

«R ded ort are-
indicated by ¢
« Actions or not r ded and

other warnings are indicated by X.

Retaining important Features

¢ I[dentify and retain original or significant later
materials and features of a building’s rear facade.
Although changes to the rear of a building are -
generaily more acceptabie than those to a front
tacade. it is particularly important to rétain-
teatures that are of the same design as originat
features present on the principal facade.
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GUIBELIMNES FOGR THE 4.1

pIstTRICY ”

v Assess the present use of the rear facade of a
building and determine appropriate rehabilitation
treatments. Recognize that a building with a
pedestrian-scaled rear entrance will have
different considerations than a building with a
raised loading dock and large overheud doors.

Remoaving Inappropriate Treatments

+ Evaluate the appearance and location of
existing utilities at the front, side. and rear of a
building. including:

= electric lines, panels, and meters

¢ telephone lines and paneis

gas and water meters

cable television lines

fire alacms, sprinklers, and security systems
window air-conditioning units

fuel tanks and mechanical equipment

trash containers and recycling bins
loading/delivery areas

« private parking

LI )

v’ Relocate conspicuous utilities whenever
possible 10 less visible locations. Plan utility
placements and connections so that they do not
interfere with public access to rear entrances.

¢ Remove materials that detract from the
appearance of a rear f:u:nde whenever possible,
such as:

metal panels, plywood siding. or ather cover-
up trearments.

masonry. metal, or plywood window infiit
window grates, window-meunted fans. or
mechanical equipment

outdated signs, lighting, utilities, wires. and
hardware

/

Relocating exhaust fans and power lines to  less conspicuous
location at the side or rear of a building will improve the
appearance of the front facade.

CITY OF

DEFINIT!ONS
. Rehabilitation. Making

* possible a compatibie new use
fora buiiding through repair,
aterations, o¢ additions while
preserving portions or
faatures that are important to
the buildings historic or
architectural character.



Utilities and Rear Facades

X Avoid allowing water dripping from air-
conditioning units to falt on pedestriuns or cause
deterioration to building materials.

NOT RECOMMENDED
Inappropriate window treatments, outdated utilities, and
trash add to the duttered appearance of a rear facade.

Remoaving inappropriate window treatments, outdated
utilities, and providing a trash area can improve the

appearance of a rer focade,

Repairing Damage:
The Architectural Designe ¢/ Make sure that gutters, downspouts. and
Guidelines for the H-1 District: drains work properly and that the ground slopes ~
wofp?‘md f:'ytl'.‘:nd -t away from the rear of the building to avoid water
Community '!'":,h sodates of damage and ?ulldlng deterioration.
Charlattesvilte, Virginia. v Improve safety and maintenance at the rear of
For additional information;.: + buildings by praviding:.
please contact: o 3 area foe trask containers

’ A g:—particularly to rear entrances—or

mmm‘g meho improve or control surface drainage
Muridpal Building sufficient pedestrian-scaled lighting
215 Church Avenue, 5.We: TR S .
981-2344. Rehabilitation and Other Alterations

+ Consider whether rear entrances are feasible.
FOR ADDITIONAL Reduce potential conflicts with deliveries or
INFORMATION.... service access.
Refer to other brochures in this
series on the following related ¢ Instal! relocated and new utilities at the rear

subjects: of buildings, taking care to:

Building Facades + Masonry « « avoid damaging. obscuring, or removing
Windows and Doors. < Roofs, important materials and features
Parapets and Cornices - + reduce contlicts of access at rear entrances

painting  Exterior Lighting =
Signs * Offstreet Parking
New and Infill Construction

« install the utilities in a neat manner and an
inconspicuous location

C:\A-Scan\CCAO00113.TIF

v/ Enclose and screen trash collection areas
rather than leaving trash cans or dumpsters in
full view.

¢ Consolidate the location of utility meters and
servicing requirements for several adjacent
buildings and provide a centralized trash pick-up
site. R

v Explore ways to reduce the visual impact of
utilities by screening them or painting them the
same color as the walls of the building when they
cannot be eliminated or relocated.

v Make public access to the rear of a building
identifiable. inviting. and safe by providing:

» separate pedestrian and delivery/service access
* adequate waikways. paving, and lighting

* clearly identifiable entrance door and signage

¥ Relate the design of the rear facade to the
design of the principal facade. The relationship
may be reinforced by the similar treatment of:
* color

« entrance door and hardware

* sign shape and lettering style

« {smaller) display windows

¢ awnings

« lighting

+ Consider that a rear entrance may be different
in design from the storefront if the reat of the
building serves a different tenant. such as an
upstairs office, but make both the rear entrance
and the main storefront relate to the overall
character of the building.

v’ Consider using plant materials at the rear of
buildings to improve their appearance and make
entrances more inviting. Avoid, however.
planting schemes that will require considerable
maintenance.

Rehabilitated rear facades make safe and attractive
secondary entrances to ground-floor commercial spaces.
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Awnings and Lanopies

ANCHITECTORAL BESIGI

An attractive awning that complements a facade’s design and
color sclteme can reinforce a building's character.

Many downtown commercial buildings in
Roanoke traditionally had canvas storefront
awnings to shelter shoppers from the rain or hot
sun, and as an attractive way to identify the
ground-floor business. Each moming, awnings
signaled thar the business day had begun. Other
civic or prominently located buildings had
canopies—flat, roof-like structures that also
provided protection from the weather—inte-
grated into the building’s architecture. Today,
awnings made of durabie synthetic fabrics
provide an economical way to enhance the-
character of a commercial facade., while canopies
provide a more permanent sheltering structure
for buildings of special significance.

IMPQRTANT CONSIDERATIONS. ..

Over-reliance on canopies and awnings may
disrupt the important visual relationship
between the upper and lower facades of a
building.

Architectural detailing may suggest motifs for

awnings or canapies that relate to the building’s
overall and character.
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GUIDELINES Fonr H-1

pIsTRICY * C1Ty aF

GUIDELINES FOR COMPATIBLE DESIGN NI

* Recommended uctions or treatments are
indicated by .

* Actions or treatments not recommended and
other warnings are indicated by X.

Appropriate Use

v Use awnings only in the following situations:
to provide weather protection for pedestrians
to provide sun protection for display window
merchandise

to enhance an unattractive or uninteresting
storefront

to provide business identification

RIANOKE

¢ Use individual awnings on upper-story

windows only in the following situations:

* 1o provide sun protection for upper-story

spaces

to enhance an unattractive or uninteresting

upper facade

when awnings are used on a ground-floor

storefront .

v Reserve the use of canopies for buildings of
civic importance or for prominent locations, and
Timit their use to the ground floor.

X Avoid the use of both awnings and canopies
on the same building.

. Location, Size and Proportion

X Avoid obscuring or destroying decorative
details of the facade, such as:

* omamental ironwork

decorative brick or tilework

transoms

storefront comices

storefront piers

brick arches or pressed metal window hoods.

& Proportion an awning so that it has:
+ an 8-foot clearance to the sidewalk -~ I
+ a4- o 7-foot projection over the sidewalk
* a15°to 45° slope

+ a valance width of 8 to 12 inches.

+ Proportion a canopy so that it has: . .
* an 8-foot clearance to the sidewalk: -
* a projection of 6 to 9 feet over the sidewalk

= aslope of the top surtace of no more than 2°. -
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Awnings and Canopies

i

I2¢

-

A praperly proportioned awning should be focated, whenever
possible, below the storefront transom,

Canapies generally have somewhat farger proportions than
awnings.

v Locate awnings or canopies on the transom
bar—above the display windows but beneath the
transom windows—whenever possible. When
such location would prevent adequate clearance
above the sidewalk, the awning or canopy may
be located above the transom windows or
immediately below the storefront lintel, sign
panel, or storefront comnice.

Locating an awning below the storefront comice buz above
the transom may be necessary for buildings with smafler-
scale storefronts.
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X Avoid using posts or columns that interfere
with pedestrians to support an awning or canopy.

X Do not permit water to drain off a canopy
without a downspout. Runoft should be drained
by downspouts located adjacent to the piers of
the building.

¥ Make the width of an awning or'canopy
somewhat greater than that of a storefront.
overlapping slightly but not extending across the
outermost structural piers. [t may extend across
0one or more intermediate piers to unify several
storefront openings for a single tenant. but only
it it does not obscure significant features or
details of the facade.

268 3 32g
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Xeep awnings—even continuous awnings—from covering
the ourtermost piers of  building facade to avoid giving a
building a fragmented oppearance. :

+ Proportion upper-floor awnings so that:

* their slope is somewhat steeper than that of the
storetront awning

* they extend between one-third and one-half of
the way down the window

« their projection is not more than 3 feet

Materials, Design and Details

v’ Choose appropriate awning fabrics such as
cotton duck. polyester. or acrylic. Awnings made
of aluminum or vinyl are not appropriate.

¢ Secure an awning firmly without causing
damage to the structure or materials of the
facade.

Most awnings are of a structural stee! design, using steel
structural members of at least 1" in diameter for stability.
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¥’ Construct canopies of substantial materials.
such as wood or metal. anchored to the facade
with chains or tie-rods with turnbuckles. and
covered with an impervious material such as
sheet metal. They may be open underneath or,
preferably, have a finished soffit.

Canapies require substantia construction that should be
integrated into the architecturai design of a building's facade.

v Keep awnings fairly restrained in design and
pattern for buildings with highly detailed
facades—preferably by using a sofid fabric.
Striped fabrics and other pattermns are better
suited to plainer buildings.

While patterned awnings may enhance a plain Iamde, solid
color awnings are better suited for buildings with elaborate
detailing.

v’ Use appropriately scaled pattems for
awnings. Consider larger-scale pattems for long
expanses. and narrower or more repetitious
designs for smaller areas.

v Choose an awning shape that is appropriate
for a particular storefront. The familiar, straight-
sloped awning is generaily best for most store-
fronts. Awnings with rounded tops or curved
profiles should not be used unless justified by the
shape of the storetront or its window or door
openings.

v/ Select awning colors that reinforce the overall
color scheme of the building.

v Make individual awnings for upper-story
windows compatible with the design and,

materials of the storefront awning, and in most
cases use the same color and pattern.
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V' Use the same style and proportions when
choosing awnings for different storefronts or
upper-story windows within the same building.
Dilferent colors or patterns may be used for
adjucent storefronts and upper-tloor spaces, but
they should be compatible with each other,

EES
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Different but compatibie awning colors and patterns may be
used for companion starefronts and upper-floor windows
within a single building, as fong as the awnings are of the
same style and proportion.

v’ Consider awning details, such as the style of
the valance (scalloped, notched, straight). as a
way of making the awning compatible with the
character of a particular building facade.

¢ Make the materials, colors, and details of a
canopy and its exposed structural elements
compatible with the overall design and color
scheme of the building. The canopy's soffit
should be painted white or a suitable light color.

v’ Consider using the valance of an awning as a
sign panel, provided it is not over 12" in height
and that the range of lettering styles used is the
same as that for other signs on the storefront.
Such lettering may be either silkscreened or
sewn onto the valance.

The valance of an awning can provide an exceflent
opportunity for attractive signage.

Awnings and Canopies

The Architectural Design
Guidelines for the H-1 District
were prepared for the

City of Roanoke by Land and
Community Assodiates of
Chartottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following refated
subjects:

Building Facades - Storefronts -
Windows and Doors - Utilities
and Rear Facades * Painting
Hardware and Accessories +
Exterior Lighting * Signs
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Hardware &Accessorles

ARCHITECTURAL DESIGN GUIDELINES fson H-1 OISTRECT * CITY O0Ff ROANOKE
Retaining Important Features
¥ Identify and retain all hardware and decora-
tive elements that are historic or demonstrate
quality craftsmanship. such as:
* door handles. locks. and pushplates
* decorative metal grilles, vent covers, or
escutcheons
= distinctive painted or applied street numbers
* historic or symbolic features of a trade or
service (puwnbroker's globes, barber’s pole)
¢ historical markers
e 1916°
A0
5—" .
Attractive hardware, such as light Fixtures, canopy chains,
and reinforce this building's character.
flags " A variety of historic decorative features characterize
Functionat elements, such as hardware, light Roanoke's commercial buildings.
ﬁxtunf:s, and su'e.et numbers, often.help reinforce Repairing Damage
a particular architectural style, while other more  ~ i X
decorative elements, such as banners. flags, and ' Repair broken hardware whenever possible.
historical markers, can add interest to a When replacément is necessary, look for items of
building’s Facade and vitality to 2 commercial a similar style, size. and material at an antique
streetscape. dealer or salvage yard. or choose a new item that
» is similar to the original item in material. size.
and style.
IMPORTANT CONSIDERATIONS. .. v y
o . . Keep metal features polished or painted. as
rmd'm".almm!"mmm’“"qb"gdlng appropriate, including steel railings. fire escapes.
accessores ar importantineinforcng the and adders.
building’s character or expressing it's history.
A building’s architecturaldetaifing may suggest GUIDEI.INFS FOR COMPATIBLE DESIGN
design motifs for banners or other accessonies ¥’ Remove or relocate fire escapes and ladders
that can add vitality to a commercial facade. to the least conspicuous side or the rear of a
building when possible. Explore opportunities ta = . ;
replace fire escapes with interior fire stairs. DEFINITIONS

3
AND REHAB Al10

* Recommended actions or treatments are
indicated by .

* Actions or treatments not recommended and
other warnings are indicated by X.
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¥’ Choose exterior light fixtures that reflect the
architectural character of a building's facade.
Historical designs may be appropriate if there is
documentary evidence of their presence. but
avoid using fixtures that give a false historical
impression or that are associated with a special
theme. (See Exterior Lighting)

Escutcheon. .A protective plata
surrounding a keyhole, fight
switch, door knob, etC.

Pier. A vertical structural )
support, usually rectangular in
shape.

Transom, A windaw located
above a door opening.



Hardware and Accessories

The Architectural Design
Guidelines for the H-1 District
were prepared for the

Gity of Roanoke by Land and
Community Associates of
Charlottesville, Virginia.

for additional information,
please contact:

City Department of
Community Planning and
Development, Room"162,
Municipal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Building Facades * Masonry «
Storefronts « Windows and
Doors - Painting «

Utilities and Rear Focades +
Exterior Lighting + Signs -
New and Infill Construction

windows can enhance a building’s appearance.

' Use painted or applied numerals rather than
words to display a building’s street address.
Street numbers shoutd appear in a visible and
traditional location, such as the transom above
the storetront door or on the door itselt. (See

Signs) 1234367390
1234567890
1234567890

,yﬁi 1234567890
s 1234567
v¢°#/ 1234567890 -
" 1234567890
= 1234567890

##1234567890

Painted street numbers should be in a typeface that is easy to
read and expresses the character of the particular business.
Traditional gold feaf and black paint often enhance
appearance and legibility.

’ Use banners for special events or as part of a
coordinated promotional effort with other down-
town merchants to add vitality to the commercial
diskrict.

v Use individual banners to help express the
character of a particular business. Display such

banners only so long as they appear neat and
clean. A permit from the city is required.

¢ Choose or design a banner that compiements
the building’s appearance and business character.
B they are ch ble, banners can adopt
seasonal designs or color schemes more effec-
tively than signs.

Banners can add seasonal variety and color to an atherwise
esmblis_hed storefront.
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v Locate banners above the storefront opening
or on a masonry pier. but do not obscure or
destroy important features of the facade. Muke
sure any mounting hardware will not damage the
facade. A banner may be attached to a single
horizontal pole at the tp. or stretched loosely
between top and bottom poles.

v Tables and chairs may be appropriate for
certain uses in the historic district provided that
they:

are located within 3’ of the building

leave 5 of sidewalk for pedestrian use

meet the design guidelines and standards for
the types of furniture that can be used

have a permit issued for their use

 Place any historical markers or plaques in an
inconspicuous location on the front of a building,
such as on a masonry pier. Markers should be of
a durable material. such as bronze. and placed
where they will not obscure or destroy important
features of the facade.

Piedmont

Building
1907

m-
. A National
T

Historic J
A L
!, ] L

£

& ive plaques are an imp way of
a community about its architectural heritage.

X Avoid using flags unless the building is of a
civic or institutional nature.

X Refrain from using flower boxes or planting
areas at the front of a building. Traditional
window boxes are too residential in character for
downtown.

Temporary planters may be appropriate if they do not
interfere with pedestrian traffic.
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Exierior Lighting

ARCHITECTUNAL DESIGN

Attractive lighting fixtures add vitality to downtown streets.

Nighttime lighting promotes the identity of
individual businesses, as well as street vitality
and security. Restaurants and shops with evening
hours, as well as buildings where evening events
are scheduled, often need exterior lighting. Even
when businesses are closed, effective and
attractive display window lighting encourages
evening window shoppers who may return
during daytime business hours.

IMPORTANT CONSIDERATIONS. ..

Public and landmark buildings are generally
mare heavily lighted than private commercial
structures,

Lightingcan be used to facus attention in the
nighttime environment,

GUIDELINES FOR PRESERVATION .
AND REHABILITATION

* Recommended actions or treatments are
indicated by .

* Actions or treatments not recommended and
other wamnings are indicated by X.

Retaining Historic Lighting
& Retain historic light fixtures that are either
original to a building or are part of a later,

significant design. Use appropriate techniques
for repairing and maintaining historic fixtures.
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SUIDELINES

FOR B-t pisrTRICT *
v Obtain replacement fixtures of a similar style
and size from a salvage supply or antique shop if
existing light fixtures are damaged beyond
repair. or choose a compatible design from a
commercial manufacturer.

v Retain existing illuminated signs. particularly
neon signs. that are in character and scale with a
building’s facade or that represent an important
element of an overall facade design.

J
Traditional light fixtures and bistoric illuminated signs
enhance the daytime and nighttime character of downtown
Roanoke.

GUIDELINES FOR COMPATIBLE DESIGN

Lighting for Storefronts and Signs

X Avoid using storefront light fixtures and other
general lighting fixtures unless there is historical
evidence of their use and appearance.

¢ Limit lighting to the interior of display
windows for most commercial uses. The

storefront may include painted window signs that
are not illuminated directly but are visible by the
light from within a store or display window.

T T e

A well-iit dispiay window provides attractive nighttime

lighting.

crry

[

ROANOKE
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Exterior Lighting

The Architectural Design
Guidelines for the H-1 District
were prepared for the

City of Roanoke by Land and
Community Assodiates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Building Facades - Masonry -
Starefronts - Utilities and Rear
Facades - Hardware and
Accessories « Signs - Offstreet
Parking

v Use‘ligh[ fixtures that direct light upward and
shield the light source from the viewer when
providing external illumination for signs.
Externally illuminated signs should be used for
businesses that are open in the evening, such as
restaurants.

Lighting should be shielded and directed toward a sign to
avoid glare.

v Locate new light fixtures and assaciated
wiring in an inconspicuous manner that does not
obscure or damage important materials or
features of a building’s facade.

v Conceal the light source for display windows,
signs, and architectural features to avoid glare.
Consider:

* recessed ceiling fixtures in display windows

« angled light fixtures

« fixtures with metal shades or baffles

CREAM
Neon signs hung inside display windows can add special
character to the nighttime environment.

X Do not use flashing or moving lights.

¢ Use light of an appropriate color quality such
as incandescent, warm fluorescent, or quartz
lighting that preserves the natural daytime colors
of objects.

+ Provide adequate lighting to side or rear
entrances for safety and security. Avoid the use
of high-intensity security lighting unless these
areas are not visible from the street.

Site Lighting

« Choose light fixtures that are appropriate to
the scale and character of landscape and parking
areas and that are compatible with adjacent
buildings.

v/ Use standards and poles that are less than
twenty feet in height for general area lighting.

C:\A-Scan\CCAO00120.TIF
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Appropriate site lighting fixtures can make pedestrian areas
safer and move attractive, highlight plant materials, or
provide generaf area lighting suitable for parking lots.

X Do not use high-intensity security lighting for
general area lighting.
 Control glare by using light fixtures with

parabolic reflectors or louvers ta direct light
downward rather than outward.



Signs

ARCHRITECTURAL

DESIGN

e &
Attractive awning signs can add vitality to commercial
buildings.
Downtown commercial signs reflect the slower
pace of downtown traffic and pedestrians—in
contrast to their large, brightly colored, and
illuminated counterparts found alfmg a commer-
cial strip. Downtown signs generally are smaller
and sometimes more highly detailed. Signs add
identity and vitality to commercial buildings, but
large, numerous. or poorly designed signs can
produce visual clutter. Attractive and effective
signs require equal design consideration to other
facade improvements.

IMPORTANT CONSIDERATIONS...

Signs are most effective when they are kept
simple and easy to read.

Signs are generally meant to advertise or identify
aparticular business, not upstage or overwhelm
an entire building.

Many of the features of a traditional storefront
provide an opportunity for commerdial signage.

ELINES FOR PRESERVATION
REHABILITATION

*R ded actions or are
indicated by ¢ )

* Actions or t not r ded and
other warnings are indicated by X,

¢ Retain historic signs that are important to the
character of a building, such as:

painted wall signs

neon signs

symbolic signs

signs that identify a building’s original owner
or the date of a building’s construction
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GUIDELINES

FOR

DISTRICT * CITY 0F ROANOKE

Downtown Roanoke contdins many signs that have become
familiar commercial landmarks,

. ¢ Suabilize areas of deterioration when a

historic sign cannot be repaired immediately.

v’ Explore whether suitable repi can be
fabricated from substitute materials when

missing sign features cannot be replaced in kind.

GUIDELINES FOR COMPATIBLE DESIGN

¥ Choose one or more sign types that are visible
to both motorists and pedestrians.

¢ Use the same type of signs for two or more
storefronts that occupy a single building. Choose
a sign type that relates to building features
commeon to both storefronts or to the facade as a
whole.

X Avoid using transom signs when the transom
provides light for the store interior.

v Consider using attractive portable signs in the

following situations: '

to present changeabie information. such as -
menu specials I
to announce specidl events and seasonal

promotions

to identify upper-tloor businesses

¢/ Remember that portable signs on city

sidewalks need a temporary sign permit. Such

signs should:

* use stable supports .

* avoid obstructing pedestrian access oot

* be displayed only during business hours

* be well-designed for the particular type of
business and be attractive, not generic,
changeable signs

* be on private property unless permitted on the
sidewalk by the city
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Signs

4

DEFINITIONS

Baffle. An apagque or
translucent plate used to_
shield a light source from
view.

Building frontage. The length
of 2 building site along a
street.

Cornice signband. A flat, wide
panel ocated just below the
decorative moiding of the
cornice.

Tier. A vertical structural
support, usually rectanguiar in
shape.

‘ransom. A window located
above a door opening.

Typeof Sign Remarks

1 Cornica sign * painted of raised lettering applied
10.a carnice signband; generatly
the most appropriate choica for
traditional storefronts

FlatorWallsign - appfied sign panel; used when a

- storefront cornice is not present

2 Transom sign +flat sign located on 3 transom

3 Window sign * painted on the inside of a
storefront, upper-story
window, or upper-floor entry door;
suitable for businesses
where window dispiays are not
prominent

4 Hangingor
projecting sign

+ double-sided panel (total sign area
equals twice face area); generaily
the most visible o motorists and
pedestrians

* painted or sewn fabric letters on an
awning’s valance or slope

H Awning sign

+lists one or more business names
and locations, usuaily removed from
the sign location, such as on an
upper floor

§ Directary sign

* provides building identification or
construction date

7 Patapet sign

i

=
\ =

The comice signband and awnings common to both these
starefronts provide coordinated sign treatments,
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X Do not use internally illuminated signs. such
as thase made of plastic or other translucent
materials,

v Consider using neon signs within a display
window to add color and light to a storefront,

aXe

The daily display of attractive portable signs helps signaf the
start of the business day,

Number and Size

v/ Check the city zoning requirements on the
number and size of signs.

X Do not exceed one square foot of total sign
area per linear foot of building frontage for all
uses in any commercial building. :

v Limit the number of signs for each storefront

or ground-floor business in a building to two,

with not more than one sign—considered the

primary sign—being one of the following:

¢ cormice sign

* flat or wail sign

¢ transom sign

* hanging or projecting sign

* awning sign

The secondary sign may be a window sign. A

total of two window signs may be used in

conjunction with a primary sign when:

* the location of the store entrance separates the
display window into two parts

* the combined area of the proposed window
signs is smaller than the primary sign

v Signs identifying upper story businesses
should not exceed 15% of the area used for signs
identifying the ground floor business.

’ Limit the number of signs for each upper-

story business to two of the following sign types:

* one directory or hanging sign adjacent to the
upper-floor entry

* one painted window sign in an upper-story
window

¥ Use only one sign per business on the rear
facade of a building. The total area of such signs
should not exceed 309 of the sign area for the
front of a building.
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The use of awnings may influence a storefront’s sign strategy.
Without awnings (left), a carnice signband is visible to both
motorists and pedestrians. With awnings (right), an awning
sign may be supplemented by two small window signs for
increased visibility.

storefront A storefront 8

Calculating appropriate sign areas
44'frontage x 1.0 sf/linear foat of frontage = 44 sf (22 sf per storefront)
44 5f x 15% = 6.6 sf for upper fioor (combined)

Storefont A: Storefront 8:
transom sign: 12'x 1'6"=18 sf hanging sign: 2'x 3'x 2=12 sf
window sign: 3'x 1'4"=4 sf window sign: 26" x 4' =10 sf
total = 225 total = 22 sf

Upper floors:

directory sign: 1'6"x 26"=3.75 sf
window signs: 26" x 6"x 2= 2.50 sf
total = 6.25 sf

Location

v’ Locate hanging signs at or below the store-
front cormice for a ground floor business, but no
higher than 15" above the ground. Hanging signs
may also be located at the piers or in front of the
recessed entry. Be considerate not 10 block the
view of neighboring signs.

¢ Maintain a minimum clearance for all
hanging signs of 8" above the sidewalk.

Storefront signs should be low enough for good visibility yet
not interfere with pedestrian movement.
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v/ Muintain a maximum projection ot 4" for
hanging signs.

Design and Shape

v Use horizontal signs at cornice signbands and
transoms: more compact shapes generally are
more suitable for hanging and wall signs.

The general proportians of a sign should be determined byits
type and location.

¢ Work with national manufacturers, distribu-
tors, or companies to adapt their logos and sign
Systems 1o create appropriate signs for the
historic district. Compatibility of scale and
materials is especially important.

X Avoid making the entire transom area into a
sign. A sign panel no larger than two-thirds the
height of the transom should be applied so that it
projects slightly from the face of the transom (if
the original transom glass is still in place).

Limit the size of transom signs to avoid blocking light to the
interior or abscuring the transom glazing.

X Avoid large window signs that block views
from or into display windows. Use smaller
lettering. more appropriate for closer pedestrian
traffic, near the bottom of the window.

Materials

v Use painted wood for most panel signs. Use
marine-grade exterior plywood or high-density
wood compdsites with banded edges to prevent
moisture penctration. Applied moldings or routed
edges can add additional character.
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Signs

The Architectural Design
Guidelines for the H-1 District
were prepared for the

City of Roanoke by Land and
Community Assodates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION....

Refer to other brochures in this
series on the following refated -
subjects:

Building Facades « Masonry <
Storefronts - Windows and
Doors ~ Roofs, Parapets and
Cornices « Painting « Utilities
and Rear Facades « Awnings
and Canopies + Extesior
Lighting

v/ Use omamental metals such as brass, bronze,
or copper only for small-scale signs such as
directories.

X Avoid etched-glass signs. Etching should
never be done on historic glass.

Color

v Choose simple color schemes for painted
signs using no more than three colors that relate
to the overall color scheme of the building.

v/ Consider using traditional gold-leaf lettering
for window signs. Avoid a solid painted back-
ground behind window lettering because it
destroys the transpareney of the storefront.

Lettering

¥/ Choose simple lettering for commercial signs

that is:

« easy toread

* appropriate to the character of the business

» compatible with the architecture of the
building *

Serif

" lettering has a traditional appearance and is appropriate

for most ofder buildings.

Scuipt

lettering is suitable for key words or painted window signs.

Sans Serif

lettering is more contemporary.

DECORATIVE

fettering can create a strong impression but should be used
sparingly.

Attachment

¢ Attach signs to buildings inconspicuously and
in a manner that will do the least permanent
damage to building materials.

¢ Use auractive supports and hardware to
mouat ail signs, particularly hanging signs.

/ decorarive hardware

X utilitarian hardware

Although attachment hardware for signs need not be
elaborate, it should be neat in appearance.
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Ughtiﬂ g (see also Exterior Lighting)

v Use illuminated signs for businesses that are
open in the evening, such as restaurants. For
other businesses. an illuminated storefront
window generally provides sutficient nighttime
identification.

V' Provide illumination for signs-w here appro-
priate. Do not use plastic. internally illuminated
5igns.

¢ Conceal the light source to prevent glare by
directing the light upward and shielding the bulb
from the viewer. Consider the use of:

» angled light fixtures

« fixtures with metal shades

« fixtures hidden behind baffles

2%

=~ =
T 7 7 1§

| &

Light sources for ifluminated signs should be shielded to
avoid glare.

" ¢ Choose modest light fixtures to light signs.

Install the fixtures and their associated wiring
inconspicuously to avoid detracting from the
daytime appearance of a building.

+ Consider the use of neon as an attractive way
to combine signs and nighttime lighting.

X Do not use flashing or moving lights on signs.



Ofistreet Parkmgr

ARCHITECTURAL DESIGN

Temporary use of this vacant buiiding lot meets the needs of
visitors to the downtown area. Improvements can be made by
adding a low wail and plant materials to help define the
street frontage.

Large parking lots have a significant impact on
the appearance of downtown Roanoke, making it
appear empty of businesses. However, the
availability of accessible parking is also impor-
tant to area residents and visitors who patronize
downtown businesses. The design and placement

- of offstreet parking is critical to maintaining the
aesthetic quality of the historic district.

IMPORTANT CONSIDERATIONS...

Offstreet parking areas usually represent a
short-term or interim land use until more
intensified development can occur.

Voids in a streetscape—such as a vacant lot or
an offstreet parking area—are generally less
desirable within the H-1 District than a continu-
ous line of building facades.

Uearly defining the edges of offstreet parking
areas helps integrate these open spaces into the
framework of downtown.

GUIDELINES FOR COMPATIBLE DESIGN

* Recommended actions or treatments are
indicated by V'

= Actions or treatments not recommended and
other warnings are indicated by X.

Planning and Site Selection

¥’ Locate parking behind a building rather than
to the side or front to reduce its visual effect.
Design parking areas so that they enhance the
appearance of a building’s rear facade. Provide
rear access to parking.
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GUIDELINES FoR -1

DISTRILT *

¢ Explore opportunities to share parking
between two or more businesses that have their
peak demand for parking at different times of the
day or week.

v Consider alternative sites for employee
parking in less heavily developed areas adjacent
to a commerciai district rather than directly
within the district itseif.

X Do not demolish commercial buildings solety
to provide otfstreet parking. Consider rehabilitat-
ing such buildings und providing parking at the

rear of the lot.
= r

LEL[

—

Y

Locating parking behind a commerdal block reduces its visual

impact yet puts it within easy access of employees, shoppers,
and visitors.

X Do not develop parking areas in a way that
would severely limit or preciude future building
construction or other land uses.

Design Considerations for Parking

¢ Define the street frontage of parking lots and
provide partial screening of parked vehicles
using one or more of the following features:

¢ plant materials

e low walls

¥ Provide hard-surfaced paving, such as asphalit

or concrete, sloped to provide proper drainage,
for all parking lots.

v Use plant materials, such as street trees ot
shrubs. to provide definition and screening of
parking lots. Plant materials should:

« require little maintenance

= tolerate conditions in an urban environment

CITY OF

ROANOKE

" Peak demand. The time of day
.. duging which there is -
maximum use. -
Street frontage. The length of
a building site along a street.

Streetscape. The overall
appearance of buildings,
signs, lights, plantings, and

other elements along a street.
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Offstreet Parking

The Architectural Design
Guidelines for the H-1 District
were prepared for the

Gty of Roanoke by Land and
Community Assodiates of
Charlottesville, Virginia.

Far additionai information,
please contact: -

City Department of
Community Planning and
Development, Room 162,
Municipal 8uilding

215 Church Avenue, S.W.
981-2344,

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the following related
subjects:

Utilities and Rear Facades «
Exterior Lighting » Signs »
New and Infill Construction

Defining the street frontage of a parking lot with plant
materials or wails helps to reduce the visual effect of parked
vehicfes.

v Use masonry walls to define und screen
parking areas that are next to or between
buildings. Choose masonry that is compatible
with. but not necessarily the same as. that of
adjacent buildings. Include landscaping in the
design.

¢ Use painted iron fences in combination with
plant materials to screen parked vehicles from
view. Wooden fences are not appropriate.

Masanry walls and plant materials at street frontages an
help make an infill parking lot more compatible in appear-
ance with neighboring buitdings.

¢ Consolidate the entrance and exit of a parking
lot in a single location at a sufficient distance
from street intersections to avoid traffic and
pedestrian conflicts.

¥ Define the entrance and exit of a large
parking lot with appropriate signs and plant
materials while providing adequate lines of sight
for entering and exiting vehicles.

v Provide several smaller areas of parking
rather than a single expanse within a large
parking lot, separated by features such as:
« planting islands * access drives
* walkways
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v’ Provide clearly defined pedestrian areas and

handicapped accessibility within parking areas.

Direct the flow of vehicles and pedestrians

throughout the site using:

* raised walkways and curbs

« ditferent paving materials and textures for
vehicular and pedestrian circulation
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Reduce the scale of large parking areas by creating several
smaller areas, defined by drives, walkways, and plant
materials.

v/ Use appropriate lighting at the entrances and

exits and within parking lots to provide adequate
nighttime visibility and security for vehicles and
pedestrians.

Giving careful design attention to pay stations, fighting, and
signs helps make parking lots compatible with downtown
Roanoke's historic character.

v Use appropriate signs to:

« identify public or private parking lots

« notify parking patrons of applicable regula-
tions and fees

v’ Design auxiliary buildings or structures. such
as attendant booths or pay stations. that arc in
keeping with the architectural character and
muterials of adjacent commercial buildings.
Appropriate construction materials for such
buildings or structures may include:

« brick or stone

« painted wood

* painted metal
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N oW and Infill

Construction

ARCHITECTURAL DESIGN

The lower facade of the Dominion Tower incorporates details
and materials that are seasitive to the pedestrian scale of the
street.

New construction in the historic district is impor-
tant in encouraging growth and new investment.
New construction may include additions to an
existing building or the design of a new building,
either on an infill site between existing buildings
or on an open site. To maintain the integrity of
the district, new construction must be compatible
and in context with other buildings.

IMPORTANT CONSIDERATIONS...

Observing the same design principles and
organization will help unify new and existing
construction.

New construction that expresses the time in
which it is built is important to the ongoing
history of downtown Roanoke.

Highrise and signature buildings can provide
new focal points for the downtown while
relating ta the lower scale of adjacent buildings.

GUIDELINES FOR COMPATIBLE DESIGN

* Recommended actions or treatments are
indicated by V.

* Actions or treatments not recommended and
other waemings are indicated by X.

Additions to Existing Buildings
¢ Additions should be compatible with existing
buildings in size. scale. color, and materials.

X Do not let an addition overwhelm an existing
building. Additions shoutd be subordinate to the
existing building in size and appearance, be
located on the least-public side of the building.
and exhibit a distinct but compatible appearance
if it has its own street frontage
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GUIDELINES

FOR THE H-1

pIsSTRICLT *
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This bank addition is compatible in appearance with the
originai building, yet is clearly subordinate to it in size and
detailing.

X Do not obscure or destroy important features
or materials of existing buildings when making
additions.

v Design and construct additions so that if they
are removed in the future, the basic form and
character of the original building will remain
intact.

Siting/Relationship to Street

v Orient construction to the streetfront that
supports the greatest pedestrian activity.

v Observe the same setback as adjacent or
nearby buildings. Buildings should be sited at the
front of a lot abutting the back edge of the
sidewalk.

Not this

ST
Infill construction should not have a greater setback than
adjacent buildings. N

v Incorporate ground-floor commercial uses in

new construction. whenever possible. to add

vitality to the streetscape. It the ground floor is

10 be used for offices or other similar uses.

design the ground-floor facades to:

« permit views into the building

* incorporate architectural detailing to provide
visual interest



New and Infill Construction

DEFINITIONS
Street frontage. The length of
a building site along a street.

New construction should indude commerdal spaces at the
ground floor (top) or should make provisien for views into
ground floor offices (bottom} to add vitafity to the
streetscape.

v’ Place parking to the rear or side of the
building or use another existing parking area.

Height, Width and Proportion

¢ Conform in general with the predominant
story height of existing buildings on a block.

¢ Maintain the predominant width and propor-
tion of existing buildings on a block. Most
commercial buildings in the historic district are
vertical in proportion and fairly uniform in
width. Buildings on infill sites that are wider
than most should be subdivided into bays that
relate to the width of typical buildings.

Infill construction shoutd comply with the predominant story
height (top), and building width and proportion (bottom), of
existing buitdings on a block. Where wider infil sites occur,
new construction should be subdivided into bays of
appropriate width.
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Roofs

¥’ Choose a roof form that is compatible with
other commercial buildings in the historic
district. Roofs for new commercial buildings
should not be prominent visual features of the
main facade. Most buildings have shallow-
pitched shed roofs that slope toward the rear of
the building and are hidden behind a parapet
wall, although several buildings have gabled
roofs behind a high or stepped parapet.

Storefront

v Design a compatible new storefront by
incorporating the design features of traditional
storefronts. Employ present-day construction
materials and techniques to avoid re-creating a
historic appeurance.

A new storefront should use large areas of glass for
transparency, incosporate a recessed entry, and be contained
by the piers and storefront lintef of the front facade.

¥/ Provide a separate upper-floor entrance. it
appropriate, but keep the primary emphasis on
the storefront and its entry.

Windows

v/ [ncorporate windows of the same size.
proportion, spacifig. and thythm in new construc-
tion as those of existing commercial buildings.

¢ Keep the proportion of window to wail area
for both upper and lower facades compatible to
that of existing buildings. The upper facades of
most commercial buildings in the historic district
have a significantly larger area devored to solid
wall surtace than 1o windows. while lower
facades und storefronts are primarily windows.
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Infill construction should keep the same pattern of windows
and starefront openings as existing adjacent buildings.

Style

v Adopt a style for new construction that is
compatible with the traditional character of older
commercial buildings in the historic district yet
reflects its own time.
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New construction should be compatible in appearance with
its older neighbors yet reflect the time in which it was built.

X Avoid inappropriate historical themes that give
a building a false historical appearance.

Materials, Color and Details

¢ Choose materials that are appropriate to the
district’s commercial character. Avoid materials
and colors usually associated with residences.

v Choose materials that have color as one of
their inherent features, such as brick or stone, for
a building’s exterior wall material(s). The colors
of materials for new construction should be
compatible with those of existing adjacent
buildings.

v’ Select colors for the painted features of a
building that are cc ible with its exterior wall
materials and with the color schemes of neigh-

boring buildings.

v Inco-rpom!e detail and decoration to an
appropriate degree in new construction to avoid
blundness and establish a compatible relationship

with existing buildings. Avoid, however, using

exuct copies of decorative features or details that
are unique to a particular commercial buildingr -

Highrise and Signature Buildings

Highrise buildings (those over five stories tall)
and signature buildings (those designed by a
nationally recognized architect or having
exceptional design merit) wilf be evaluated on a
case-by-case basis. In general. however, the
following guidelines should be considered:
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v Reinloree pedestrian and streetscape activity
at ground floor level by providing:
ground-tloor commercial spaces

views and access to ground-floor oftices and
other similar spaces

pedestrian amenities such as benches and
landscape areas

¢ Ensure that the new building fits within the
context of the aren. Consider street views,
uctivitics, buildings in the vicinity. and other
features.

¥/ Adopt a three-part organization for the design
of a highrise building. consisting of:

+ base — the lower tloor(s) that supports
streetscape activity or. if the building is
significantly taller than its neighbors. that
relute to the height of adjacent buildings
wwer — the typical upper floors that have
architectural treatment on all sides

cap - the top tloor(s) and root that give the
building its identity on the skyline

ap

base
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Highrise buildings should have a three-part organization,

X Avoid blocking views:
* to significant. city-wide focal points
« down major streets or pedestrian thoroughfares

New and Infill Construction

The Architectural Design
Guidelines for the H-1 District
wera prepared for the

City of Roanoke by Land and
Community Associates of
Charottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municpal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the following related
subjects:

Building Facades - Storefronts
« Windows and Doors * Roofs,
Parapets and Cornices *
Painting « Utilities and Rear
Facades + Hardware and
Accessories » Exterior Lighting =
Signs « Relocation and
Demolition
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Relocation &Demohtlon

ARCHRITECTYURAL DESIGN

Demolition of a historic building occurs in extreme drcum-
stances when rehabilitation is not feasible,

Moving a historic building to another location is
seldom the most desirable form of preservation.
Many of a building's historic associations come
from its physical setting and its rélationship te
other nearby buildings. Relocation severs these
relationships and preserves only the form of a
building. More drastic yet, demolition represents
the irreversible loss of a structure.

Relocation and demolition both have important
implications for adjacent buildings and landscape
areas. Consequently, relocation-—or finally,
demolition and salvage—should be considered
only as a last resort when preserving and
rehabilitating a building in its original location
and setting are not possible.

IMPORTANT CONSIDERATIONS. ..

Preservation of a building in its existing location
s preferable ta its relocation. When refocation is
unavoidable, the building, as well as adjacent
buildings, must be stabilized to protect impor-
tant architectural and structural features... . -

Demolition of a building should only be consid-
ered if altematives for rehabilitation are not
feasible and the loss of a building will not
adversely affect the integrity of the district.

The impact of demolition can be lessened by
documenting a building's appearance and
salvaging historic materiafs.

NES FOR PRESERVATION
ABILITATION

* Recommended actions or treatments are
indicated by ¢,

= Actions or treatments not recommended and
other warnings are indicated by X.

all
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GUIDELINES

FON THE H-13 H-2 DISTRICTS *

General

v Make every effort to preserve rather than
demolish a historic building. Thoroughly
evaluate all rehabilitation and use alternatives,
including moving.

v Undertake thorough documentation of a
building prior to its relocation or demolition.
including:

professional photographic documentation of its
present appearance

dimensions of the overall building and its
major features

refationship of the building to its site and
adjacent buildings

Tharough phamgmphlt and written documentation of
bmldmg 5 size, cand(non, and dppearance is necessary before

salvage op or demolition.

¢ Submit a copy of all documentation to the
Roanoke Architectural Review Board (ARBY for
archival purposes.

+ Restore the vacant site of a relocated or
demolished building to a condition and appear-
ance appropriate to the historic district if the site
will not be redeveloped immediately.

Relocation

v Hire 2 licensed professional building moving
contractor experienced in moving historic
structures to undertake the relocation of a
historic building.

¢ Select a setting for a relocated building that is
compatible with its character, even if the new
site is not included in a historic district.

¢ Comply with relevant guidelines govemning
the siting and design of infill construction when
relocating a historic building to another site -
within the district.

¢ Plan the relocation route carefully to:

avoid narrow, winding. or steeply inclined

roads

comply with height. weight, or size limitations

+ identify overhead utilittes that might pose
clearance problems

CITY GF ROANOKE

DEFINITIONS

Racking. A sideways shifting of
structural members, causing
structural damage.

Rehabilitation, Making possible
a compatible new use for a
building through repair,
alterations, or additions white
preserving portions or
features that are important to
the building’s historic o
architectural character.



Relocation and Demolition

The Architectural Design
Guidelines for the H-1 and H-2
Districts were prepared for the
City of Raanoke by Land and
Community Assedates of
Charlottesville, Virginia.

For additional information,
please contact: ’

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344,

FOR ADDITIONAL
{NFORMATION...

Refer to these brochures on the
following related subjects:

H-1 District / New and Infill
Construction *

H-2 District / New Construction

The relocation route should be planned to avoid curves,
overhead utilities, and weight limitations,

+ Move buildings intact whenever possible. It
the structural condition of the building or
conditions of the relocation route preclude
moving a building as a single unit, then partial
disassembly into the largest workable compo-
nents is preferable to total disassembly.

v/ Protect buildings or building components
trom damage during the actual move. This may
involve, for example, the boarding up of doors
and windows or the provision of additional
bracing to prevent racking.

v Contact the Roanoke Regional Preservation
Office (RRPO) of the Virginia Department of
Historic Resources for assistance when consider-
ing the relocation of a building that is listed in
the Virginia Landmarks Register and/or National
Register to determine how to ensure that the
building remains listed during and after its move.

GUIDELINES FOR DEMOLITION

v/ The ARB must recognize the following items
when reviewing a request for demolition:

that the purpose and necessity of the demoti-
tion are in accordance with the district

that loss of the structure will not be adverse to
the district or the public interest by virtue of its
uniqueness or its significance

that demolition will not have an adverse effect
on the character and surrounding environment
of the district

where a development plan for a new use of the
site is proposed and submitted. the board shall
review the proposed development conforming
to the regulations of the district
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v/ Save important features of u historic building
slated for demolition when etforts to relocate it
tail. Important items to save may include:
windows, doors, and trim

mantels and stairways

columns. baseboards, and cornices

paneling and decorative wall or ceiling
finishes o

other decorative interior and exterior wood and
metalwork, such as metal ceilings

hardware and light fixtures

flooring

heavy timbers

bricks, stone. and other masonry elements

v/ Use salvaged elements for repair, mainte-
nance. and rehabilitation projects involving
similar buildings within the historic district
whenever possible.

Undertaking safvage operations prior ta demoiition can save
important decorative features and building materials that
may be useful in othey rehabilitation projects.
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Introduction 2 Buia

ARCHITECLTURAL DESIGN

The Southwest Historic District began as a rural,
agricultural community. It developed quickly
between 1890 and 1930 as a result of the city's
prosperity and growth following the merger of
the Shenandoah Valley and Norfolk and Western
railways in 1882. To meet the sudden demand for
housing, land was divided into streets and lots .
for residential development. Many Norfolk and
Western Railway officials and employees settled
in southwest Roanoke, making it one of the
city’s most desirable residential areas. A remark-
ably consistent and architecturaily cohesive
residential area adjacent to downtown Roanoke.
the district includes three distinct neighborhoods:
Old Southwest, west of Jefferson Street and
south of Marshall Avenue; Mountain View, north
of the river and south of Rorer Avenue; and Hurt
Park, north of Patterson Avenue and south of the
railroad. :

The distinctive architecture and landscape setting of Patterson
Avenue contribute to the character of the H-2 District.

The district contains grand houses built for
prominent businessmen and their families, but it
also contains less elaborate houses built during
and following the boom period. These houses,
built for working people,.were usually ample
sized, wood-frame structures with small yards
surrounded by stone or wrought-iron fences and
large shade trees. The attractive fences, still
prevalent throughout the district today, served
primarily as a protection against cattle, which
roamed freely until 1904, when a cow ordinance
was enacted. District streets are lined with
concrete or brick sidewalks. Each of the neigh-
borhoods in the area has distinctive architecture.
landscape features, street patterns, and
streetscapes which contribute to the character of
the district.
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GUIDELINES FOR THE H-2

HISTORY OF THE H-2 DISTRI

DESTRICT *

The ample sized, wood-frame houses with front porches and
small yards on Washington Street create @ remarkably
cohesive and consistent streetscape.

The earliest developed sections in each of the
three neighborhoods are those closest to the
downtown. The architecture of each neighbor-
hood is similar in age and diversity of style. with
many large, fashionable houses in each neighbor-
hood. Several notable churches and two hand-
some early-20th-century schools also contribute
to the district’s architectural character.

The northwest area of the district, containing the
present neighborhoods of Mountain View and
Hurt Park, was the earliest to be developed in the
southwest quadrant. Originally laid out by
Ferdinand Rorer in 1882 and consequently
developed primarily by the West End Land
Company after 1888. the area rapidly developed
as a community where employees and officials
of Norfolk and Western Railway and business-
men lived.

One of Virginia's largest historic districts. both in
number of structures and geographic area. the
district represents a wealth of architectural styles
ranging from the Vernacular, Queen Anne.
Shingle style. Colonial Revival, and Neoclassical
to the Gothic Revival, Tudor Revival, and Arts
and Crafts styles. Few other neighborhoods in
Virginia contain so many diversified examples
of housing of this period.

OTHER BROCHURES IN THIS SERIES
Refer to these brochures for specific information relating
to the H-2 District:

Working with the ARS8 + Architectural Styles +
Basic Design Principles - Masonry Features and Wails -

Siding + Windows and Doars « Roofs + Porches + Painting *

Walks, Ramps and Stairs + Lighting, Utilities and Trash
Containers - Walls and Fences + Additions and Auxiliary
Structures - New Construction « Parking Areas + Signs

Ciry oF

The Architectural Design
Guidelines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Associates of
Charlottesville, Virginia,

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Munidpal Building

215 Church Avenue, S.W.
981-2344.

ROANGKE
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ARCHITECTURAL DESIGN

Architectural Stvles

QUEEN ANNE 1880-1920

The Queen Anne style is Roanoke's most varied
and richly decorated historic residential style.
Two major subtypes exist in the H-2 District:
Victorian, with an abundance of “gingerbread”
woodwork, and Classical, with orhament derived
from classical sources. Historic paint schemes
were usually dark, vivid, and colorful, using com-
plementary and contrasting hues to highlight the
architectural detailing. Typical colors included tan,
olive, browns, grays, greens, reds, and oranges.
Many examples of the style can be found along
Campbell, Mountain, and Day Avenues.

Typical features to look for:

 a steeply pitched roof of irregular or complex
shape, often with a dominant front-facing gable

* picturesque massing through use of bays,
towers, overhangs, and wall projections

= an asymmetrical facade with a partial, full-
length, or wraparound porch

« decorative patterns and textures on wall surfaces

The shingle style is usually found on architect-
designed residences in the H-2 District. The
overall aim was to create a complex shape
unified by a smooth surface. Texture, rather than
color or detailing, predominates. Porches were
incorporated into the design, and rusticated
masonry foundations were often adopted.
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Historic paint schemes emphasized the unitied

exterior: shingles were stained or painted in earth

tones of browns and grays. while trim was

usualily painted a complementary lighter or

darker tone. In the H-2 District. a concentration

of examples can be found on Second Strzet.

Typical features o look for:

wall cladding and roofing of continuous wood
shingles, without interruptions at corners (no
corner boards)

asymmetrical facade, picturesque massing.
“sculpted” shape

irregular, steeply pitched gable or gambrel roof
lines, often with intersecting cross gables or
cross gambrels

simple classical detailing at doors and windows

COLONIAL REVIVAL 1880-Present

The Colonial Revival style refers to several
different interpretations of American colonial
forms developed during the late nineteenth and
early twentieth centuries. The Colonial Revival
was inspired by the nation’s awareness of and
interest in American history following the
centennial celebration of 1876. Features from
English. Dutch, French, and Spanish colonial
prototypes were often copied or combined with
those of early American buildings to create
modern buildings that referenced the country’s
celebrated past. The most common Colonial
Revival style in the H-2 District is the Georgian
Revival, which incorporates design elements
from various Georgian mansions along the East
Coast. The Dutch Colonial style is also present
in the district. easily identified by its gambrel
roof and simple classical detailing. Red or
blonde brick was often used for construction,
although many wood or shingle-sided examples
were also built, Historic paint schemes included
light colors such as pale yellow, white. tan. or
gray, with classical tcim highlighted by white or
cream. Often a strong accent color such as dark
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Typical teatures to look for:

—

ornuamental false halt-timbering

Stuceo. masonry, or masonry-veneered walls
irregulur, asymmetrical massing

steeply pitched roof, usually side gabled. with
tucude dominated by one or more cross gables
prominent chimneys, sometimes with patterned
masonry and chimney pots

tall. nurrow windows. often in multiple groups
and with multiple-pane glazing

heavy board and batten doors. often divided so
that the upper and lower halves swing separately

The Arts and Crafts style. originating in the
English Arts and Crafts movement and popular-
ized by Gustav Stickley’s Craftsman publica-
tions, is represented in a number of houses in the
H-2 District. The vast majority of the houses that
fall under this stylistic category are bungalows,
one of the most popular house forms in the
district. Arts and Crafts bungalows, as the name
suggests, were designed to reveal the artistic
aspects of building craftsmanship and to enhance
the experience of indoor and outdoor environ-
ments. The natural materials were generally
untreated. except for an occasional green or
brown stain to darken wooden shingles or trim.
Stucco was left a natural color.

Typical features to look for:

.

low-pitched roof with overhanging eaves.
exposed rafter ends, and triangular knee braces
prominent low, broad front porch supported by
tapered posts or colurnns, square or cylindrical
piers, or 2 combination of the above

exposed construction joinery

wide window bays or other openings for
abundant natural lighting

use of natural materials such as wood, stone,
brick. and stucco

dormers in the half-story
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VERNACULAR/POPULAR 1820-1940

Several popular building forms persist in the
district. independent of the stylistic detailing
applied to them. They were usually constructed
by builders, who oftered standardized plans and
ornamental motifs that could be combined for
unigue effects. Architectural details were most
often derived from the Queen Anne. Shingle,
Georgian Revival, Neoclassical, and Arts and
Crafts styles. and led to eclectic compositions
throughout the district. The oldest vernacular
form in the district is the I-house, in use from the
1820s through the 1910s. Consisting of two
rooms on either side of a central hallway, the I-
house’s linear arrangement is emphasized by a
gabled roof and, often, a full-length front porch.
Sometimes a one or two-story rear addition
extends from the house. The cross-gabled ell-
plan house, one or two stories hi gh. is a linear
house onto which a gabled extension has been
grafted. The cross-gabled ell-plan house, in use
from the 1880s through the 1910s. usually
included a front porch, which was nestled within
the angle created by the two sections of the
building. The American Foursquare (pictured
above). sometimes considered its own style. is
more accurately considered a popular or ver-
nacular form. It was popular in the district from
about 1900-1930. Usuaily square in plan and
elevation, the foursquare house is two stories
high with hipped or pyramidally hipped roofs,
and often exhibits hipped. gabled, pedimented, or
eyebrow dormers upon one or more roof planes.
A full length or wraparound porch. sometimes
with an attached porte cochere, completed the
form. The bungalow, a one-and-one-half story
house form deveioped by American domestic
reformers in the early twentieth century, rounds
out the list of vernacular types in the district. The
bungalow is mainly characterized by a compact
Square or rectangular plan. a low-pitched gabled
roof, and a partial- or full-length front porch.

Architactural Styles

Pitch. The slope of a raof
usualfy expressed as a ratio of
ise (height) ta run (width),
such as 6:12,

Portico. A formal porch
consisting of a roof supported
by columns.

Post, A verticai support,
typically of wood, no greater
than 8" square.

Proportion. The width-to-
height relationship of
apenings, such as windows )
and doors, or the combined
ared of openings to the area
of the wail.

Sash, The framework of 3
window that holds the panes
of glass and slides vertically or
pivots.

Scale. The apparent size of 8
building or feature as it
relates to the size of a person
or other structures or features,

Shingles. Siding or roafing units
typically made of woad, tile,
concrete, or slate, used as a
covering and applied in an
overlapping pattern.

Sidelight. A framed area of
glass alongside a door or
window apening.

Stucco. A plaster-like exterior
finish composed of portiand
cement, lime and sand, mixed
with water,

Transom. A fixed or operable
sash above a door or window.
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Typical features to loak for:

ornamental false half-timbering

stuceo, masonry, or masonry-veneered walls
irregular, asymmetrical massing

steeply pitched roof, usually side gabled. with
facade dominated by one or more cross gables
prominent chimneys, sometimes with patterned
masonry and chimney pots

tail. narrow windows, often in multiple groups
and with multiple-pane glazing

heavy board and batten doors. often divided so
that the upper and lower halves swing separately

ARTS AND CRAFTS 1890-1930

a1 S

The Arts and Crafts style. originating in the
English Arts and Crafts movement and popular-
ized by Gustav Stickley's Crafisman publica-
tions, is represented in a number of houses in the
H-2 District. The vast majority of the houses that
fall under this stylistic category are bungalows.
one of the most popular house forms in the
district. Arts and Crafts bungalows, as the name
suggests, were designed to reveal the artistic
aspects of building craftsmanship and to enhance
the experience of indoor and outdoor environ-
ments. The natural materials were generally
untreated, except for an occasional green or
brown stain to darken wooden shingles or trim.
Stucco was left a natural color.

Typical features 1o look for:

low-pitched roof with overhanging eaves,
exposed rafter ends, and triangular knee braces
prominent Jow, broad front porch supported by
tapered posts or columns, square or cylindrical
piers, or a combination of the above

exposed construction joinery

wide window bays or other openings for
abundant natural lighting

use of natural materials such as wood, stone,
brick, and stucco

dormers in the half-story

.
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VERNACULAR/POPULAR 1820-1940

Several popular building forms persist in the
district. independent of the stylistic detailing
applied to them. They were usually constructed
by builders, who offered standardized plans and
ornamental motifs that could be combined for
unique effects. Architectural details were most
often derived from the Queen Anne. Shingle.
Georgian Revival. Neoclassical. and Arts and
Crafts styles. und led to eclectic compositions
throughout the district. The oldest vernacular
form in the district is the I-house, in use from the
[820s through the 1910s. Consisting of two
rooms on either side of a central hallway, the I-
house’s linear arrangement is emphasized by a
gabled roof and. often, a full-length front porch.
Sometimes a one or two-story rear addition
extends from the house. The cross-gabled eil-
plan house, one or two stories high, is a linear
house onto which a gabled extension has been
grafted. The cross-gabled ell-ptan house, in use
from the 1880s through the 1910s, usually
included a front porch. which was nestled within
the angle created by the two sections of the
building. The American Foursquare (pictured
above). sometimes considered its own style. is
more accurately considered a popular or ver-
nacular form. It was popular in the district from
about 1900-1930. Usually square in plan and
elevation, the foursquare house is two stories
high with hipped or pyramidally hipped roofs,
and often exhibits hipped. gabled, pedimented, or
eyebrow dormers upon one or more roof planes.
A full length or wraparound porch. sometimes
with an attached porte cochere, completed the
form. The bungaiow, a one-and-one-half story
house form developed by American domestic
reformers in the earty twentieth century, rounds
out the list of vernacular types in the district. The
bungalow is mainly characterized by a compact
square or rectangular plan, a low-pitched gabled
roof, and a parual- or full-length front porch.

Architectural Styles

Pitch. The slope of a roof,
usually expressed as a ratio of
ise (height) to run (width),
such a5 6:12,

Portico. A formal porch
consisting of a roof supparted
by columns.

Post. A vertical support,
typically of wood, no greater
than 8" square,

Propartion. The width-to-
height relationship of
openings, such as windows
and doors, or the combined
area of openings to the area
of the wall.

Sash. The framework of a
window that holds the panes
of glass and slides vertically o
pivats.

Scale. The apparent size of a
buitding or feature as it
relates to the size of a person
ar other structures or features.

Shingles. Siding or roofing units
typically made of wood, tile,
congrete, or slate, used as a
covering and applied in an
overlapping patteen.

Sidefight. A framed area of
glass alongside a door or
window opening.

Stuceo. A plaster-like exterior
finish composed of portiand
cement, lime and sand, mixed
with water,

Transom. A fixed or operable
sash above a doar or window.
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Architectural Styles

GUIDELINE BROCHURES

IN THIS SERIES

Basic Design Principles +
Masonry Features and Walls «
Siding + Windaws and Doors «
Roofs + Porches  Painting <
Walks, Ramps and Stairs -
Lighting, Utilities and Trash
Containers + Walls and Fences -
Additions and Auxiliary
Structures + New Construction ~
Parking Areas + Signs

UNUSUAL OR RARE STYLES

Second Empire style buildings were most
popular in areas that urbanized prior to the
district’s period of development. The distinctive
double-pitched mansard roof is the hallmark
characteristic of the style. A mansard consists of
a very steep lower slope and an almost flat top
portion. It may be convex, concave, straight-
sided, or ogee-shaped. Decoratively patterned
shingles, of wood or colored slates, were most
commonly employed for sheathing. Although
only one Second Empire house, on Patterson
Avenue, remains in the district, several mansard-
roofed towers can be spotted on Queen Anne
style houses.

Italianate 1850-1890
{Commercial Italianate through 1915)

Italianate style domestic architecture, derived
from the informal kalian farmhouse-villa,
usually adopted a rambling, asymmetrical, two-
or three-story form; a flat or low-pitched hipped
roof; wide overhanging eaves supported by
decorative brackets; tall, narrow windows, often
with arched tops and elaborate hood moldings;
single-story wood porches with chamfered posts
and bracketed friezes; and double doors with
elaborate carved and bracketed surrounds. One
excellent example of the style is located in the
district, along Sixth Street. Italianate-style
commercial architecture, dominated by parapeted
facades with bracketed cornices, post-dates most
domestic versions of the style. Several small-
scale examples of neighborhood commercial
buildings with Italianate detailing remain on
streets in the district.

Moderne 1920-1940

Moderne-style buildings. influenced by the
streamnlined industrial design concepts of the
machine era, are rare in the H-2 District. Smooth
wall surfaces, usually of stucco; flat roofs;
horizontal emphasis; comer windows; stylized
floral motifs and signage lettering. The Walker
Apartment Building on Second Street is a good
example of the style.
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Basic Desion

—

rinciples

DUsSTRICT *

ARCHITECTURAL

DESIGN GUIDELINES o

v’ Use historical information. photographs and
drawings of a missing feature, as well a physical
evidence. to reproduce a missing feature,
Historical information may be obtained from the
Virginia Room of the Main City Public Library,
the library at VPI&SU, the Roanoke Regional
Preservation Otfice of the Virginia Department
of Historic Resources, the Roanoke Valley
Historical Society, previous owners. and the
neighborhood files of Old Southwest, Inc.

Missing features, such as porch railings
and decorative trim...

Porches, uniform setbacks from the street, smalf frant yards,
and houses of similar height are the characteristic features
that establish the rhythm of Mountain Avenue’s

Rehabilitation in the H-2 District should respect
the architectural character of a building and its
surroundings. Successful rehabilitations
generally comply with the following guidelines.

GUIDELINES FOR PRESERVATION
AND REHABILITATION

 Maintain original materials and features that

characterize a building and make it unique, Can be reconstructed if their  Or repiaced with a
Architectural materials and features are consid- historic appearance is compatible design.
ered significant if they: known...

* are original )

* reflect a particular architectural style

* are examples of quality craftsmanship or
design

* reflect changes associated with a major event
in the history of the building

' Repair deteriorated materials instead of
removing or replacing them.

v Replace deteriorated materials and features
that cannot be repaired with new elements of the
same design and material.

T
:

When replacing a deteriorated feature...

]

(-

Replace it in kind... Not with a new design,
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CITY O0F ROANOKE

DEFINITIONS

Preservation. Measures taken
10 retain the existing form,
features, and materiafs of a
historic property.

Rehabilitation. Making possible
a compatible new use for a
building through repair,
alteratians, or additions while
preserving portions or
features that are important to
the building’s historic o
architectural character.

Restoration. Returning the
form, features, and character
of a historic property to their
appearance during an earlier
period of time,

Scala. The apparent size of 3
building as it relates ta the
size of a person or another
structure,
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Basic Design Princples

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the foilowing related
subjects:

Architectural Styles «

Masonry Features and Walls +
Siding « Windows and Doors +
Roofs « Porches - Painting »
Walks, Ramps and Stairs +
Lighting, Utilities and Trash
Containers ~ Walls and Fences -
Additions and Auxiliary
Structures + New Construction -
Parking Areas + Signs

v [nstall a new feature that is compatibie to
similar elements of the building in size, scale.
and materials when a significant feature is
missing and there is no evidence of its original
appearance.

v Recognize each building as a product of its
own time. Alterations should not try to create an
appearance that has no historic basis; nor should
a building be altered to look newer or older than
it actuatly is.

Applying Colonial Revivai detalling gives the building a false
sense of style,

¥ Encourage similar uses for a building when
possible or find a new use that is compatible with
and appropriate to the building’s architectural
and historic character.

' Miaintain a house's essential residential char-
acter when rehabilitating it for commercial use.

large display windaws and signs are inappropriate when
converting g residential building to commercial use.
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v Use only recommended cleaning methods for
surfaces. Some chemical or physical treatments,
such as sandblasting, cause itreparable damage
to historic materials.

¥ Ensure that foundation plantings will not
overwhelm the building or increase the likeli-
hood of building deterioration as they grow to
mature size.

Large trees and dasely planted shrubs and hedges can hide
building details and cause structural problems.

v Design new additions so that important
architectural features are not destroyed, and the
form and character of the original building
remain intact.

This small rear addition respects the form and character of
the original building,
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Features

Masonry and Wails

b
ARCHITECTURAL DESIGN

Mutch of the architectural character of this Dutch Colonial-
style house comes from the color and craftsmanship of its
brickwork, its flat arches with keystones, and the brick quains
at the front comners.

Residential architecture in the H-2 District
displays a rich variety of masonry materials,
colors, bonding patterns, and details. The stone
foundation walls and piers of the Shingle and
Bungalow styles, the familiar brick of the
American Foursquare, the decorative concrete
block retaining walls and foundations, as well as
the characteristic stucco of the Tudor Revivat
style, are just a few examples of masonry uses in
the district. Texture, color, and type of mortar
joint are important characteristics of masonry
buildings.

IMPORTANT CONSIDERATIONS....

Masonry walls and ather features are important
in helping to express a building’s style and
character.

Despite its durable appearance, masonry can be
easily damaged by harsh deaning.

Covering masonry with applied siding afters or
destrays the authentic character of a building.

Painting unpainted masonry aiters its ability to
accommodate moisture; painted masonry also
requires additional maintenance.
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GUIDELINES

. bonding pattem

Fogr DISTRICT *

THE H-2
GUIDELINES FOR PRESERVA
AND REHABILITATION

* Recommended actions or treatments are
indicated by v

* Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Existing Masonry and Stucco

# Identify and keep the original materials and
features of walls and masonry that make them
unique. Important character-defining features
inctude:

* brackets * mortar joints
¢ comices * textures

* bonding patterns * colors

* lintels * sills

=

bracket
The H-2 District has a variety of masonry features and details,

v’ Reuse existing original materials whenever
possible when making masonry repairs.

X Do not fill in masonry openings, such as doors
and windows. on any character-defining facade
of a building.

Preventing Deterioration

v Prevent water damage to masonry and
stucco walls by:

* repairing leaking roof's. broken gutters. and
downspouts -
securing loose flashing around chimneys and
other roof openings

unclogging sutters

replacing missing downspouts

using splash blocks

grading the ground to slope away from the
building

crry

0F

Roanoke
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Masonry Features and Walls

DEFINITIONS

Bonding pattem. An
overlapping arrangement of
masonry or brickwork in a
wall. Comman bonding
patterns are: American bond,
Common or Running bond,
English bond, and Flemish
bond.

Bracket. A small projection,
usually decorated, which
supports a projecting cornice
or lintel.

Cornice. Decorated trim-work
placed along the top of a wall.

Eaves. The part of a roof that
overhangs beyond the wall.

Efflorescence. A deposit of
sotuble saits, usually white in
color, on the face of masonry
walls.

Facade, The front or principat
exterior face of a building.

Flashing. Pieces of sheet metal
or flexible membrane used to
protect joints from water
penetration.

Hand-raking. Removing mortar
by hand, rather than
mechanicaily.

Prevent water damage to masonry walls by ...

replacing missing
downspouts

providing proper grading

v Employ the services of an experienced
professional who is familiar with historic
buildings when considering techniques such as
parging or applying sealants or water repetlant
coatings.

X Avoid using salt to melt srow near masonry
walls.

X Do not ailow eaves and comices to deteriorate
5o that water runs down the face of masonry
walls.

Removing Cover-up Matarials

Materials used to cover masonry in the district
include:

» wood. metal. or vinyl clapboard

= plywood or wood paneling

*» permastone or other simulated stone

= dryvit or other simulated stucco

* exposed aggregate board

* paint

v If masonry has been painted, determine if the
paint was meant to cover deficiencies in the
masonry. Onty remove paint from masonry by
non-abrasive methods (see (feaning below).

v Assess the impact of removing inappropriate
siding or bonded wall treatments, such as non-
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historic stucco or simulated stone veneers. from
masonry walls.

¥/ Remove only a small section of a cover-up
material at first to determine the condition of the
underlying masonry. Choose a portion of the
building that is not highly visible.

X Do not use applied siding or bonded wall
treatments that cover the original wall surface
and conceal characteristic details.
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Covering up original masonry conceals characteristic details.

Cleaning Masonry and Stucco

v Clean masoary and stucco using the gentlest
means possible. Gentle cleaning methods include
low-pressure water washes with detergents and
natural bristle brushes. Such work should be
undertaken only by an experienced professional
who is familiar with the cleaning of historic
buildings.

X Do not use abrasive or reactive techniques
when cleaning masonry or stucco that can
permanently erode the material’s surtace such as:
sandblasting

high-pressure water cleaning

acid washes

other chemical treatments not specifically
formulated for a particular cleaning problem

v/ Remove deteriorated mortar by carefully
hand-raking the joints with a chisel to avoid
damaging the masonry.



Sandblasting has remaved the protective auter surface of this
brickwork, hastening the damaging effects of weather.

¥’ Duplicate original mortac joints in:

width and profile

mortar color and texture

mortar composition and strength (usually
mortars that have a higher proportion of lime
than cement)

X Do not use electric saws and hammers to
remove deteriorated mortar.

X Avoid repointing with a mortar mixture high
in portland cement content. This mortar is hard
and will not allow for the expansion or contrac-
tion of masonry.

X Do not use sealants or water-repeilent ma-
sonry coatings in place of proper repointing or
masonry repair techniques. Coatings often alter
the appearance of historic masonry and may
actually trap moisture within the wall, leading to
future damage.

Repairing Damage

v Repair minor damage to brick. stone, decora-
tive block. or stucco by patching, piecing-in, or
consolidating the materials. Reuse existing
masonry wherever possible.

v/ Repair damage that may have resulted from
the installation of surface-applied siding, as well
as any pre-existing damage that such siding may
have concealed.

Stucco repairs require skill and experience. Remove all
damaged stucco befare patching.
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Removing deteriorated mortar,

X [NCORRECT

~ Mortar nat cleaned out to sufficient
uniform depth.

« Edges of brick demaged by power
grinder, creates wider joint.

v’ CORRECT

« Mortar cleaned out to uniform depth of
1inch.

« Edges of brick undamaged, creates
praper width joint.

Repainting with new mortar.

X INCORRECT

« Mortar applied over weathered corners
of bricks; feathered edges are subject to
spalfing.

- Joint appears too wide.

« (ORRECT
« Mortar is slightly recessed, retaining
original appearance of joint.

v Borrow original materials from less conspicu-
ous areas such as the side or rear of a building.
The borrowed materials can be replaced with
compatible new materials.

v/ Employ the services of skilled and experi-
enced plasterers when making repairs to historic
stucco.

¥/ Repair hairline cracks in stucco with a
compatible coat of paint or white-wash.

X Do not use commercial caulking compounds
to repair eracks in stucco. They weather ditter-
ently from stucco and become highly visible.

X Avoid using a high portland cement stucco
mix. When it freezes, it will cause spalling.

Replacing Missing Masonry er Stucco

V' Replace missing masonry or stucco with
decorative block. brick. stucco. or stonework that
conforms to the original in:

* size and shape

= color and texture

» bonding pattern and mortar joint character

+ composition and strength

Masonry Features and Walls

Header, The short end of a brick
exposed in a masonry wall.

Lintel. A horizontal beam over
an opening which carries the
weight of the structure above.

Parging. A coat of cement
mortar containing damp-~
proofing ingredients applied
to a wall surface.

Repaint. To replace deteriorated
mortar in the joints between
bricks ar masanry units.

Rising damp. The absorbtion of
maisture by masonry from the
ground upward.

Sandblasting. A grocedure
using a blast of air combined
with partictes of sand to clean
hard surfaces.

Spalling. The flaking of masonry
due to frost, chemical
reactions, or buitding
movement.

Stretcher. The long side of a
brick exposed in a masonsy
wall.

Stucco. A plaster-like exterior
finish compased of portiand
cement, lime, and sand,
mixed with water.
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Masonry Features and Walls

The Architectural Design
Guidelines for the.H-2 District
were prepared for the

Gty of Roanoke by Land and
Community Assodates of
Charlottesville, Virginia.

For additional information,
please contact:

(ity Department of _
Community Planning and
Development, Room 162,
Municipai Building

215 Church Avenue, 5.W.
981-2344.

FOR ADDITIONAL
INFORMATION....

Refer to other brachures in this
series on the following related

subjects:

Basic Design Principles « Siding +

Windows and Doors * Roofs +
Additions and Auxiliary

Structures « New Construction «

Painting

Brick bomis can be recognized by the distinctive patterns
(shaded) created by brick headers and stretchers.

English bond with beaded joint.

+’ Use substitute materials such as cast epoxy or
fiberglass with caution: they may be acceptable
when a feature is missing and cannot be replaced
in kind. Be sure to compare a sample of the
proposed replacement with the original feature
and consider how it is attached.

X Do not replace a missing feature with a new
feature that is incompatibie with the original
materials.

X Do not use brick-tex, dryvit, o permastone.
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Siding

ARCHITECTURAL OESIGH

German siding was popular in the H-2 District during the late
nineteenth century.

Residences of the H-2 Historic District demon-
strate the diversity of siding materials available
in the late nineteenth and early twentieth
centuries. Novelty siding (also known as German
or drop siding), popular during the late nine-
teenth century, appears frequently as an exterior
material. Many district bungalows and American
Foursquares exhibit the wide. sawn clapboards
characteristic of the Mid-Adantic and Southemn
states, while many Queen Anne styles possess
geometrically patterned wood shingles. These
types of sidings help to define the visual charac-
ter of a building.

IMPORTANT CONSIDERATIONS. ...

Historic wood siding is a distinctive feature of
many Roanoke residences.

Changing or covering siding can often alter or
destray the authentic character of a building.

Both new and historic siding require periodic
maintenance to give a building proper weather
protection.

Fl::.i‘i‘l"'ld' ON
AND HEHAB ALlU

« Recommended actions or treatments are
indicated by .

« Actions or treatments not recommended and
other warmings are indicated by X,
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GUIDELINES FOR THE H-2

PISTRICT *

Retaining Existing Siding

v ldentify and keep the original exterior siding
materiuls as wetl as uny unique siding. Important
character-defining features include:

» decorative shingles

¢ texure

= pediments

= cornices und friezeboards

* beaded or novelty bourds

= architrave mouldings

« examples of quality craftsnanship

decorative shingles

architrave moulding

The H-2 District has a variety of siding and wood features and
decorative details.

X Do not replace sound historic siding with new
materials to achieve an “improved™ appearance.

Preventing Deterioration

v Protect siding from water damage by:

« repairing leaking roofs. gutters, and
downspouts

securing loose flashing around chimneys and
other roof openings

grading the ground to slope away from the
building

protecting against insect or fungus infestation
replacing deteriorated caulking in joints
replacing missing

downspouts

unclogging gutters

using splash blocks

¥ Select good-quality, quarter-sawn siding free
from knots, checks. or wild grain to prevent
warping of replacement materials.

X Do not use chemical preservatives that change
the appearance of exterior siding and wood
features.

CILry QF

ROANOKE

DEFINITIONS

Architrave. An arnamental
molding used around doors
and windows.

Caulking. A rubber-like
compound used to seal cracks
and joints and provide
waterproofing.

Checks. Shallow, irrequiar
cracks.

Clapboards. A type of wood
siding, thicker along the lower
edge than aiong the upper
edge.

Cornice. Decorated trim-work
placed along the top of a wall.

Entablature. The beam carried
by columns, commonly
decorated with trim molding.

flashing. Pieces of sheet metal
or flexitie membrane used to
protect joints from water
penetration.

Pediment. A decorative
malding, typically trianquiar
shaped, used over doors and
windaws.

Shingles. Siding or roofing units
typically made of waod, tile,
conrete, or sate, used as a
covering and applied in an
overlapping pattem.

Weatherface exposure, The part
of averlapping wood siding
boards that is visible.
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Siding

BEFGRE

RECOMMENDED

Remaving cover-up siding may
restare the original character of
a buitding.

=

/

Consider using epoxy o repair @
damaged feature such as a
window sill.

The Architectural Design
Guidetines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Assodates of
Charlattesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Munidpal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Basic Design Principles +
Masonry Features and Walls «
Windows and Doors « Roofs «
Additions and Auxiliary
Structures - New Construction +
Painting

Removing Inappropriate Treatments

Some owners may wish Lo remove inappropriate
treatments and restore the property to a more
historic appearance. Examples of such treatments
include:

+ plywood or wood paneling

sirulated stucco

exposed aggregate board

simulated brick. asphalt. and asbestos shingles
that cover original wood clapbourds or shingles

¥ Assess the impact of removing any cover-up
materials by first removing a smull area of the
material in an inconspicuous location.

Repairing Damage

¥’ Repair cracks and splits by gently opening
them. removing debris. and sealing with a
waterproof glue.

¥’ Consider using epoxy consolidants to rebuild
deteciorated elements.

¥’ Repair any deteriorated siding that is exposed
following the removal of inappropriate treat-
ments. Rot and insect infestation may have
occurred.

v/ Remove deteriorated wood by cutting out
damaged areas or removing affected elements.
such as individual clapboards. Retain as much of
the sound original material as possible and repair
it by splicing in new materials of the same species.

X Do not replace a deteriorated feature if it can
be repaired.

X Do not caulk the gap between overiapping
clapboards when painting or making repairs.
This traps interior water vapor within the wall
and can lead to deterioration,

Replacing Missing Siding

v’ Replace missing siding using established
preservation technigues. such as patching or
piecing-in. Materials should conform exactly to
the original in:

*» size and shape

* color and texture

« joint and weatherface exposure

v Replace missing wood elements by using
identical ones taken from an inconspicuous
location. such as the rear or side of a building.
Replace the borrowed elements with newly
fabricated ones of the same design.

X Do not replace missing siding with new siding
that is incompatible with the remaining materials.
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Replacement and Substitute Siding

The application of vinyl or aluminum siding is
discouraged because it can trap moisture ard
hide damage that needs to be repaired. [t is
acceptable, however. if necessary repairs are
done and if new siding is of the same size and
character as the original. Realize. however, that
no material is completely maintenance-tree.
Even vinyl and aluminum sidings are subject to
damage and fading and will be difticult to repair
when dented. torn, or discolored. Only traditional
¢olors should be used when choosing substitute
siding.

v Maintain the architectural characteristics of a
building when applying vinyl or aluminum
siding by:

installing the siding without damaginy historic
materials .

limiting the use of substitute sidings to wall
surfaces. not architectural elements. such as
door and window frames or porch fascia and
trim

maiching the historic material in dimension.
profile, and texture

installing the siding in the same direction as
the existing siding

installing comerboards that match the width of
the original cornerboards .

.

X incorrect widths

¥ original widths
and details and details

When installing substitute siding, maintain the original
dapboard and comerboard widths and keep window frames,
door frames, and other details.

X When applying vinyl siding under eaves and
overhangs. do not instatl it with seams perpen-
dicular to the building. Use siding that runs
parailef to the building.

v/ Remember to repair problems, such as water
penetration or insect infestation, before installing
aluminum or vinyl siding.

X Do not install substitute siding so that it
obscures or requites the removal of decorative
features, such as cornices. entablatures, brackets.
vents, oc louvers.

X Do not use substitute siding with artificiu!
wood-graining.
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Windows and Doors

ARCHITECTURAL DESIGN

The windows and entry door of the front facade give a
building much of its architectural identity.

Windows and doors are especially important in
rehabilitations. Their size, shape, pattern, and
architectural style not only provide architectural
character but give a building much of its scale.
rhythm, and detail.

IMPORTANT CONSIDERATIONS. ..

Windows and doors are important in providing
interest and detail to a building’s appearance.

Periodic maintenance is necessary to prevent
deterioration and maintain thermal efficiency.

Storm windows, doors, and other energy
conservation efforts need not detract from a
building’s appearance.

Fl DELIN OR PRESERVATIQ
AND REHABILITATION

« Recommended actions or treatments are
indicated by v

« Actions or treatments not recommended and
other warnings are indicated by X.
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GUIDELINES FoOR H-2

BISTRICT * CITY O0F ROANOKE

Retaining Existing Windows and Doors
v Identify and keep the original materials and
features of windows and doors. [mportant
characteristics include:

* size « fanlights
* shape = sidelights
* glazing » hardware
* muntins * shutters
* moldings

v’ Retain specialty windows such as:

* stained glass « etched glass
* leaded glass ¢ colored glass
« other specialty glass

v’ Seek expert professional advice on preserva-
tion, rehabilitation, and repair of specialty
windows.

X Do not enlarge or fill in windows or doors on
any prominent side of a building.

= decorativecaporlintel
—————

upper sash
muntin

pane
meeting rail

fower sash
Jjamb

I
!
| B— architrave
n—
Characteristic features of a double-hung window.

T

| |

cap or lintel

divided light
transom

transom bar

4— frame

sidelight
muntin
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-
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panef

__JL_I Ll m.’e

rail
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sifl

L |

Characteristic features of an entry door.
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Windows and Doors

DEFINITIONS

Architrave. An ornamental
molding used around doars
and windows.

Caulking. A rubber-like
compound used to seal cracks
and joints and provide
waterpraofing.

Cross-bucks. Decorative cross
braces.

Fanlight. A semi-circular
window over the opening of a
door, with radiating muntins
in the form of a fan.

Flashing. Pieces of sheet metal
or flexible membrane used to
protect joints from water
penetration.

Glazing. Pieces of glass making
up a window.

Jamb. The vertical framing at
either side of a door or
window.

Lintel. A horizontal beam over
an opening which carries the
weight of the structure above.

Meeting rail. In a double-hung
window, the herizontal
member at the top of the
lower sash, or the bottom of
the upper sash.

Moldings. Decorative trim,

Mullion. Yertical member
separating (and often
supporting) windows, doors,
or panels.

Muntins. Framing members
that hold panes of glass
within a window.

Pane. A flat sheet of glass used
for glazing a window.

Sash. The framework of 3
window that holds the panes
of glass and slides vertically or
pivots.

Sidelight. A framed area of
glass alangside a door or
window opening.

Stile. A vertical, structural
component of a door or
window.

Transom. A fixed or operable
sash above a door or window.

Transom bar. The framing
member that seperates the
door opening from the
transom window.

Weatherstripping. A strip of
synthetic rubber applied to
exterior doors and windows to
hait air and water penetra-
tion.

Maintanance

¥/ Protect wood windows and doors from water
damage by:

« repairing leaky window-unit air conditioners
« replacing cracked or loose gluzing putty

« repairing deteriorated caulking and flashing

Repair leaking window-unit air conditioners.

¢ Protect metal windows and doors from

deterioration by:

= keeping steel windows and doors painted

* keeping different metals free from contact with
each other

¢/ Reuse existing windows and doors after
repairing frames and jambs.

v/ Make windows weather-tight by replacing
deteriorated weatherstripping.

¥ Protect windows and doors from water
damage by ensuring that their sills stope away
from the building and provide water run-off.

X Replace windows to improve thermat effi-
ciency only as a last resort; match existing
windows.

Removing Inappropriate Treatments

¢/ Remove the following inappropriate window
or door treatments:

sheet metal or plywood that cover openings
masonry or other infill materials that enclose
original openings

security bars. grates. or grilles

inauthentic or inoperable shutters attached
directly to the exterior wall

paint applied to the interior or exterior surface
of glass
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- X security bars

X inoperable shutters

X painted glass
Remove inappropriate window

Repairing Damage
¥ Recaulk joints and repair loose glazing putty
where water enters at window or door frames.

¥’ Repair deteriorated wood by patching.
splicing, consolidating, or reinforcing.

¥ Repair loose, cracked. or missing window .
panes.

X Do not replace an entire window that needs
only limited repair.

Replacing Missing Windows and Doors

¥ Replace missing doors and windows with
new ones that duplicate the originals in:

« size and shape

« sash, pane. or panel configuration

* materials and color
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A variety of door styles can be found in the H-2 District. When
selecting a replacement door, choose a tradtional design that
is compatible with the style of your building.
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v Consider new replacement windows and
doors only when old replacements are
unavailuble. New replacements should be
compatible in

* size and shape
* design

* proportion

¥ Choose an inconspicuous location, such as the

rear or least visible side of a buitding, when a

change of building use requires the conversion of

a window to a door or the addition of a new
window or door.

X Avoid efiminating windows or doors from any
prominent side of a building.

X Do not use replacement windows and doors”
that are not characteristic of a house’s style or
creute a false historic appearance. such as

« awning or casement windows

¢ contemporary glazing patterns

¢ doors with cross-bucks

« picture windows

B
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Energy Efficiency

v Install appropriate weatherstripping, such as
rolled vinyl strips. to reduce air intiltration.

and doors.

v’ Use storm windows and doors to improve the
thermal efficiency of existing windows and
doors as long as:

¢ they are made of wood or metal and are
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painted to match the sash

they are set into the existing window or door
opening rather than attached to the frame
storm windows repeat the pattern of principal
muntins and meeting rails

storm doors are primarily glass. revealing as
much of the original door as possible

Proper design and
installation of storm
windows and doors.

X Do not decrease the size of openings or use
reflective glass to achieve energy efficiency.

X Do not use window air conditioners on the
primary facade of a residence. If necessary,
locate window units in openings on less promi-
nent sides of a building.

Shutters

¥’ Each shutter should be equal to the height of
the window opening, but one-half its width.
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Properly sized shutters.

¢ Shutters should be operable and hung so that
the slats shed water away from the window or
door when closed.

Windows and Doars
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X fixed v’ aperable

X Do not use shutters on windows and doors
where they were not present historically. Most
buildings in the district did not have shutters.

% Do not nail shutters to the building.

The Architectural Design
Guidefines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Assodates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Basic Design Principles +
Masonry Features and Walls +
Siding + Additions and
Auxifiary Structures + New
Construction - Painting
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ARCHITECTURAL DESTIGN GUIOELINES FOR THE #-2 BISTRICT *

Muitiple roof shapes and patterned siate create varied
rooflines that add architectural interest to the district.

Architectural styles are often identified by the
form and materials of the coof. which is an
important design feature.

Poor roof maintenance contributes to the rapid
deterioration of historic building materials—
including masonry, exterior siding, and paint—
and may result in hidden structural damage.

IMPORTANT CONSIDERATIONS. ..

The shape and materials of a roof are important
in expressing a building’ style; roof features and
details help to express its individual character.

Awell-maintained roof and gutter system will
help prevent the deterioration of other parts of a
building.

Changing, remaving, or adding materials or
features to a roof can often alter or destroy a
building’s character.

FI IDELINES FOR PRESERVATIC
AND REHABIELTATION

« Recommended actions or treatments are
indicated by v,

= Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Existing Roofs

¢ Identify and keep the original materials and
features of roofs, including:

» overall shape and form < chimneys

« patterning and colors  * dormers

= built-in gutters ¢ cupolas

< finials ¢ ridgecaps
 cresting and snow guards
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Historic roof forms.

¥ Retain built-in gutters that are usable, and
maintain them by inspecting the metal liners and
joints annually. Adding exterior gutters will
change the look of the roof.

X Do not remove historic roofing materials, such
as slate, clay tile, wood shingles, or metal, that
are still in good overall condition.

e e ot
slate shingles

day tiles

pressed metal

Historic roofing materials.

Maintenance

v Keep standing seam and pressed-metal roofs
painted and all seams tightly crimped.

v Regularly inspect flashing at ridges, hips,
valleys. chimneys, vents. dormers, and skylights,
and replace when deteriorated.

X Avoid applying coatings or weatherproofing to
an entire roof, Such products may be appropriate
to repair localized problems, but their general
use can alter the roof's overall appearance.
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Roofs

DEFINITIONS
Comice. Decorated trim-work
placed along the tap of a wall.

Cupola. A small dome ona
circular or polygonal base that
caps a roof or turret.

Decking-over. Securinga
structural surface and roofing
materials over a void space.

Dormer, A window that projects
from a sloping roof.

Downspout. A vertical pipe
used to conduct water from a
gutter to the ground.

Flashing. Pieces of sheet metal
or flexible membrane used to
protect joints from water
penetration.

Hip. The stoping, trianqular
shaped end of a roof. .

Pressed metal. Metal that has
been pressed into decorative
shapes.

Repoint. To replace deteriorated
mortar in the joints between
bricks or masonry units.

Ridge. The uppermost junction
of two sloping roof surfaces.

Standing seam. The seam
between adjacent sheets of
metal roafing.

Valley. The gutter formed by the
intersection of two indined
roof planes.

X Do not apply paint or other coatings o
historically uncoated roofing materials.

Repairing Damage

v Carefully remove and store existing slate.
tiles. or shingles when making repairs to roofing
substructure and replace them once repairs are
complete.

v’ Replace damaged slate. wood. or cement-
asbestos roofing shingles using the “copper-tab”
or “hidden-nail” methods of shingle replacement
or other established preservation techniques.

(apper-tab method of
shingle replacement.

Hidden-nail method of
shingle replacement.

v Hand scrape rust from metal roofs with a wire
brush and apply an iron-oxide metal primer
before repainting.

X Do not use roofing-cement patches on non-
asphalt roofs. Prolonged exposure to sun will
cause roofing cement to dry, crack, and curl. thus
trapping water and hastening roof deterioration.

Replacing Missing Elements

v/ Replace missing roofing features with
materials that conform to the original in:
= size and shape

* color and texture

* paitern

X Do not remove a roofing feature, such as a
chimney or dormer without replacing it; like-
wise, do not replace it with a new feature that is
incompatible with the character of the building.

Gutters and Downspouts

v Clean gutters and downspouts regularly.
ensuring that all joints and connections are tight.
Install leaf guards ac downspout inlets to prevent

clogging.

v Resolder open joints and patch holes in hung-
metal gutters and gutter liners. This type of
soldering generally requires an experienced
contractor.

v Use epoxy consolidants to repair wood
gutters. Prime and apply two finish paint coats to
exposed surfaces. Wood gutters should be treated
with wood preservatives containing water
repetlents.
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¥’ Consider decking-over the built-in system and
installing a half-round. hung-metal gutter only
when:

+ a built-in gutter is seriously dumaged

the materials used to deck-over the buili-in
gutter conform to the surrounding roofing
materials in size, shape. color. texture, and
pattern

the new hung-metal gutter does not obscurs or
cover an existing decorative cornice

the installation of the new gutter does not
damage or destroy the adjacent comice.
rafters. or roofing materials

Dormers and Skylights
v Retain the character. materials and roof forms
of existing dormers.

¢’ Locate new dormers on less prominent roof
slopes whenever possible.

X Do not add skylights or roof-top utilities. such
as mechanical equipment and solar collectors, to
the primary slope of a roof.

Do not locate skylights on the predominant roof slope.

X Do not enclose dormer windows.

X Do not replace dormer windows with vents,
louvers. or exhaust fans.

X Do not make a new dormer wider than the
window or windows it contains. and never the
width of an entire room.
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A dormer should be only as wide as the window it contains,

Chimneys

v’ Repair flashing that has come loose from the
vertical wall of a chimney by re-installing and
sealing it with a high-quality urethane caulk.

* Holes in copper flashing can be repaired with a
soldered patch.

Holes in aluminum flashing can be repaired
using a temporary cold-patch method. The
parch should be inspected at leasttwice a year
to make sure it is still holding.

v Employ an experienced chimney sweep or
mason when a chimney:

needs cleaning

* needs repointing of mortar

needs loose bricks replaced

has cracks in the flue lining

* is leaning

.

-

Replacement and Substitute Materials

When the use of traditional roofing materials is
not feasible. suitable alternative materials may be
used.

Maintain original features of a roof; such as pattered
shingles, aresting, and chimney pots.

Sy
e
RS

\»\ ‘\‘g/

Removing decorative features and using simpler materials
will diminish a roof's character.
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Roofs
¥ When itis not feusible to replace standing-
sedm and pressed-metal roofs with the same
materials, explore the use of prefabricated,
battened-metal roof systems.

v Replacements for wood shingles include:
* fiberglass shingles

* cement-asbestos shingles

* heavy-duty asphalt shingles

4 Replacements for slate include:
mineral-fiber shingles

simulated-slate concrete tiles
stained-wood shingles

fiberglass or asphalt shingles, only in rare
instances

v/ Check local salvage yards as sources for
suitable replacement roofing.

¥ When replacing roofing materials, be sure to
re-install or repluce associated roof detailing,
such as ridgecaps and snowguards.

v/ Use substitute materials or replacement parts
that retain the visual appearance of the original
roof and that are physically and chemically
compatible. Substitute materials should match
the original in:

* scale ¢ texture

* color * pattern

The Architectural Design
Guidelines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Associates of
Charfottesville, Virginia.

For additional information,
please contact:

City Depastment of
Community Planning and
Development, Room 162,
Munidpal Building

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Basic Design Principles -
Masonry « Siding « Painting «
Additions and Auxiliary .
Structures - New Construction
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Porches

ARCHITECTUYURAL DESIGN

Porches are characteristic features of almast every
architecturai style found in the H-2 District.

Porches are important character-defining features
for most residences in the H-2 district. Porches
help make a transition between the house and its
landscape surroundings. They are often the most
highly decorated element of a facade and likely
to be representative of a particular architectural
style. Victorian styles may display lace-like
brackets and spindlework; bungalow porches
often have tapered box columns; Colonial
Revival porticos generally have classical details.

IMPORTANT CONSIDERATIONS.....

Porches are an important part of the character
of Roanoke’s residences and neighborhoods.

Open porches help make a transition between
the house and its landscape.

Porches and their associated features provide
interest and detail to a building’s appearance.

FID: NES FOR PRESERVATION

. DEUAD

AND REHABILITATION

* Recommended actions or treatments are
indicated by +.

+ Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Existing Porches

¥’ Identify and keep the original materials and
features of porches. Important character-defining
features include:

= columns « entablatures

* steps « posts

* railings = lattice

« pilasters + decorative trim

« beaded board ceilings ¢ foundation
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GUIDELIENES

FOR THE H-2 O0LISTRICT *

! entablature

capital

column

Characteristic features of porches.

X Do not alter or remove a porch on the princi-
pal facade of 1 buiding.

Preventing Deterioration

v’ Protect wood porches from water damage by:
¢ cleaning faulty or clogged gutters

« repairing leaking roofs

= mainaining appropriate stope of tlooring

* repairing faulty flashing

 Paint porch tlooring rather than staining ot
leaving natural.

ity
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Porches

DEFINITIONS

Balusters. A series of short,
vertical members that support
a handrail.

Balustrade. An entire railing
system, including handrail,
balusters, and bottom rail.

Capital. The topmost member,

usuatly decorated, of a
column.

Checks. Shallow, ireqular
aa

Columns. A round, vertical
support consisting of a base,
shaft, and capital.

Entablature. The beam carried
by columns, commonly
decorated with trim molding.

Facade. The front or principal
exterior face of a building.

Fascia. A plain, wide herizontal
band, supported by columns
or posts.

v Protect architectural materials, such as wood.
masonry. and metal. from:

+ the ill-effects of rust

+ insect or fungus infestation

= prolonged exposure to weuther

¥’ Prevent warping of replacement floor boards
by selecting good-quality. quarter-sawn material

free from knots. checks. or wild grain.

v Treat all wood features that have been
stripped of paint prior to repainting with a wood
preservative or water repellent to prolong the life
of the wood. Check the manufacturer’s recom-
mendations for compatibility with latex or vil-
based paints.

Remaving Inappropriate Materials

¥/ Remove the following inappropriate materials

and treatments not suited to residential buildings

in the H-2 District when making repairs or as

part of a comprehensive building rehabilitation:

¢ open-riser wood stairs

= decorative wrought-iron porch supports

« inappropriately installed lattice panels (see
below) ’

* decking used as porch flooring

]
wrought-iron i
supports

)

I

| S——
concrete blocks
Inappropriate porch treatments.

XXX

T
open risers

== 77T

e ——

wood ;
columns| !

0 I
woad handails : ,@ i ’

wood porch flooring
i |

oW

nim}

3

Appropriate porch treatments. closed risers
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v Replace inuppropriate matertals with the
following more appropriate anes, taking into
consideration the architectural style of the
building:

« woud columns

= tongue-and-groove wood porch flooring

» wood or wrought-iron railings

¥ Use wood handrails that repeat the form. size.

detailing, and color of the porch railing. purticu-
larly when the porch steps are wood. In some
cases, metal handrails may also be acceptable.

v Where porch steps are of brick. stone. or
concrete, it may be appropriate to install simple
metal railings if they attach directly (o the porch
column and bottom tread of the steps and are
painted a dark. unobtrusive color. Pipe railings
also may be acceptable on masonry stairs

Metal railings may be used where
i steps are of brick, stone, or concrete.

¢ Install porch lattice properly

locate lattice under porch floor fascia and

between piers

attach to wood blocking, recessing the lattice

slightly from the face of the piers

use a horizontal/vertical (preferable) or

diagonal lattice arrangement

trim lattice opening with molding

paint or stain lattice

use plywood backing painted black it added

SUppoOIt is necessary

.

Properly installed attice.
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Repairing Damage

v Use pressure-treated wood when repairing or
replucing exterior wood features such as porch
handrails. balusters, steps. and floorboards.
Expose wood to the weather for one year before
painting,

v Repair cracks and splits in wood features by
gently opening them, removing debris, and
sealing with a waterproof giue.

v/ Remove deteriorated wood by cutting out
damaged areas or removing affected elements.
such as individual floor boards. Retain as much
of the sound original material as possible and
make repairs by splicing or patching in new
materials of the same species.

v/ Consider using epoxy consolidants to rebuild
missing or deteriorated elements. such as wood
handrails or balusters.

X Do not remove deteriorated feutures that need
only limited repair.

. Replacing Missing Features

v/ Where a porch feature is missing, replace it
using materials compatible to the original in:

* size and shape * material

 detail ¢ color and texture

v In some cases, Old Southwest. Inc. may be
aware of sources of materials.

v Where a porch feature, such as a handrail, is
missing and there is no evidence of its historic
appearance, replace it with a new feature of an
appropriate design.

v Use historical information. photographs. and
drawings to reproduce a missing porch. Such
information may be obtained from the Virginia
Room at the Main City Public Library, the
library at VPI&SU, and the neighborhood files
of Old Southwest. Inc.

v Use the proper type replacement column for

the style of house. based on existing evidence or
historical information. Appropriate replacement
columns include: ’

* staved * boxed * turned
M

1 -

staved boxed turned

\ppropriate types of replt columns.
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v Where porch posts or columns arg missing,
try to tind suitable replacements from salvage

yards or order custom reproductions from local
millwork shops or national munufacturers.

Traditional design for porch

Compatible replacement
raifing and baluster. railing and baluster.
Enclosing Porches

v Enclosing a porch may be appropriate when:
* the porch occurs on the rear or least incon-
spicuous side

the enclosure is designed in a manner that does
not obscure, damage. or destroy any existing
character-defining features of the building

the enclosure is designed to retain the open
quality of the original porch by using large
sheets of glass and by recessing the enclosure
wall behind existing columns, balustrades, and
scrollwork

X Avoid enclosing a porch on the front or
prominent side of a building.

Enclasing a porch with sofid materials is not appropriate.

Replacing Porches

¥ Where a porch is completely missing, use
historical evidence to duplicate the original. or
design a new porch that is compatible with the
building in:

* scale

* use of materials

= length and width

« detail

Porches

Flashing. Pieces of sheet metal
or flexible membrane used to
protect jaints from water
penetration.

Lattice. A type of screening
consisting of diagonal strips of
wood.

Pilaster. A partiai column or
post engaged with a wall.

Portico. A formal parch
consisting of & roof supported
by columns.

Post. A vertical support,
typically of wood, no greater
than 8" square.

Riser. The board that forms the
vertical face of a step.

Shoe moiding. A simple
moulding typicaily used
where a floor meets a wall.

Tread. The board that forms the
horizantal part of 3 step.
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Porches R
v Use pressure-treated or decay resistant wood
for ail elements—support columns, joists. floor
boards. rails, balusters, and steps—when
reconstructing a porch. Prime and paint al|
elements.
X Do not fail to finish reconstructed porches or
porch features with a coat of paint or stain, See
Paintingfor more intormation on finishing
porches.
The Architectural Design Remaving a porch from a house destroys its character,
Guidelines for t:\e :;2 District .
were prapared for the -
e e ::Mke b T dand Adding New Porches or Decks
Community Assodiates of &' See Additions and Auxitiary Structures,
Charlottesville, Virginia.
“or additional infarmation,
llease contact:
ity Department of

‘ommunity Planning and
'evelopment, Room 162, ~
\unidpal Building

15 Church Avenue, 5. W.
§1-2344,

OR ADDITIONAL
IFORMATION. ..

sfer to other brochures in this
ries on the following related
ibjects:

1sic Design Principles « Siding +
10fs + Painting ~ Waiks,

'mps and Stairs < Additions

d Auxiliary Structures + New
astruction - Signs

C:\A-Scan\CCAO00154.TIF
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Painting

ARCHITECTURAL DESIGK GUIDELINES FOR THE H-2 DISTRICT 4 CiITY 0F ROANOKE

¥ Identify und preserve all character-defining
features of a building that traditionally have been
painted by maintaining their paints, finishes, and
colors.

¥ Remove paint from any type of surface only
when there (s evidence of deterioration. such as:

* peeling « alligatoring
* excessive build-up that conceals important
* detailing

¥’ Remove deteriorated paint only down to the
next intact layer using the geatlest means
pussible, such as:

+ hand-sanding « mild chemical strippers
* hand-scraping or wire-brushing

Attention to the architectural style and detailing of a building
is important in selecting an appropriate paint color scheme.

The use of color, much of which results from
painting various building features. is an impor-
tant part of architectural style. Although the H-2
District currently has no restrictions regarding
paint colors, property owners are encouraged to
repaint with colors that are historically appropri-
ate to the building style and district. In addition
to aesthetics, painted surfaces provide protection
to many building materials, such as wood and
metal. Maintaining a coat of paint on such

Hand scrapers, sandpaper, wire brushes, or mild chemical
strippers will generally remove deteriorated paint.

surfaces is an important aspect of building v Ensure that all lead-based paint removal
upkeep. occurs according to current health and safety
standards. The use of protective clothing, proper
IMPORTANT CONSIDERATIONS. .. clean-up. and other measures is necessary to
The style of a building determines its range of ensure hazard-free removal.
appropriate colors. Not all buildings should be ¥ Document historic paint colors when remov-
painted white. ing old paint so that such information is available

. for future potential restoration efforts.
Generally, the more elaborately detailed a

building, the more important the rofe of color. ¥ Exercise caution wljen using a heat plate or

- heat gun to remove paint. The improper use of
Although paint is often used to refresh @ these tools can damage building materials and DEFINITIONS )
building’s appearance, proper surface prepara- increase the risk of fire. Alligatoring. Suface Gaddng
tion s important to ensure a stable and long- the appestance of an
fasting finish. alligatar’s skin.

Bonding pattern. An overlap-
ping arrangement of masanry
or brickwork in a wall.
Comman Bonding patterns
are: Amefican bond, Common
or Running band, English

NES

F R PRESERVATION
AN REIUIN

-R ded actions or tr are
indicated by . bond, and Flemish hond.
* Actions or treatments not recommended and Chalking. The formation of a

other warnings are indicated by X. Exercise caution when using heat plates or heat guns to powdery deposit on a painted
remove paint. surface.

C:\A-Scan\CCAO00155.TIF



Painting

The Architectural Design
Guidelines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Assodates of
Charlattesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Munidpal Building

215 Churdh Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Architectural Styles = Basic
Design Principles + Masonry
Features and Walls + Siding «
Windows and Doors + Porches +
Walks, Ramps and Stairs «
Walls and Fences « Additions
and Auxiliary Structures - New
Construction + Signs

X Do not remove paint from any surfuce using
abrasive siripping technigues such as:

+ sandblasting * caustic solutions

* propane or butang torches

X Do not radically change the type of finish.
main color, or overall color scheme of a building
so that the character of its exterior appearance is
diminished.

X Do not strip paint where it is firmly adhered to
any type of surface,

Masonry and Stucco

V' Maintain and repaint historically painted
masonry. Masonry buildings that historically
have been painted—perhaps because of the use
of soft brick or incompatibie later brick infill—
should not be stripped.

¥ Remove paint from masonry only when;

« the paint is not historic

* removing the paint will not reveal visual
problems

* the process of removal will not damage the
‘masonry

v/ Use low-pressure water as a supplement to
other acceptable paint removal techniques only
on masonry buildings.

X Do not paint unpainted masonry. Paint
destroys the visual character of brick or stone-
work, such as texture and bonding pattern.
Painted masonry requires significantly greater
upkeep and may hide problems.

¥

- s 7
Details, such as texture and mortar joint character, are lost
when masonry is pointed.

Wood and Woad Siding

v Remove excess layers of deteriorating paint
to facilitate window and door operation and to
restore original detailing.

v Follow manufacturer’s directions carefully
when using chemical stripping products to avoid
damage to wood surfaces or personal injury.

X Do not remove paint to bare wood. or then
apply clear finishes ot stains to give a building a
“natural” look.
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X Do not remove paint from historic woodwork
unless it is peeling. Most other conditions such
as mildewing, staining. or excessive chalking
only require a thorough surtace cleaning before
repainting.

Metal

v’ Use stronger methods of paint removal such
as low-pressure grit-blasting on metal features
only after methods such as hand-scrapinz and
wire-brushing have proven ineffective. Such
techniques should be used only on harder metals
such as:

* castiron * wroughtiron -« steel

V' Remove rust build-up completely from
galvanized metal or terne-coated steel by hand-
scraping with a wire brush prior to repainting.

X Do not paint metals that are meant to be
exposed, such as copper and bronze.
Color Schemes

v Choose a simple color scheme. Most houses
require no more than four colors:
* roof color = wall color

* major accent color for trim areas such as
porch, comice, and window frames and sashes’

* minor accent color for the front door. small
decorative details, and, occasionally. window
sashes

j roof D wall D majortrim [l minor trim 7 accent

Color is directly refated to a buflding’s style. Color schemes for
maost buildings, regardless of style, usually require no more
than four colors, See the refated brachure Architectural
Styles for specific color suggestions for particular styles.

¥ A building’s color scheme should be in
Keeping with its architectural character and
should not overwhelm neighboring buildiags.

v [nvestigate appropriate color schemes by
consulting historic paint catalogs and historic
photographs of the building (for light/dark
relutionships) or by analyzing paint scrapings
from the building itself.
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Ramps

Walks, and Stairs

ARCHITECTURAL DESIGN

Ramps often can be incorporated into the side of a parch so
that significant architectural details remain undisturbed.

Walks and steps traditionally have been used to
make a transition between public and private
space and between areas of different elevation on
a site. Many older homes in the H-2 District have
steps and a private walk linking the porch or
front door to the city sidewalk, sometimes with
an additional set of steps if the house is located
significantly above street level.

Non-residential buildings and residences that
have been converted to business use increasingly
rely on ramps or mechanical devices to meet
universal accessibility standards and codes.
Alterations to existing circulation systems and
the provision of improved accessibility can often
pose a challenge to the retention of a building’s
architectural character.

IMPORTANT CONSIDERATIONS. ..

Walks and steps are often characteristic features
of a building and its relationship to a site.

Carefully integrating ramps or ather devices into
the existing design of a building can often
improve its accessibility while retaining its
architectural character.

GUIDELINES FOR PRESERVATION
AND REHABILITATION

* Recommended actions or treatments are
indicated by .

* Actions or treatments not recommended and
other warnings are indicated by X.

Retaining Existing Features

v Identify and keep all important features of
existing walks, ramps, and stairs, such as:

+ materials » shape

» railings “e risers and treads
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GUIDELIRES

FOR THE H-2 DISTRICT *
v/ Repair or replace rather than remove deterio-

rated walks or steps.

¥ Supplement rather than replace a building’s
existing walks and steps when incorporating
ramps and other additions in an effort to provide
universal accessibility.

Walks

¥ Additions to existing walks should match the
original in:

* materials * texture and tinish

* paving pattern

¢ mortar joints

X using different walkway materials
Use similar materials when extending a waik.

¥ Use materials that will provide an even,
paved surface. Appropriate paving materials for
the historic district include:

* brick » finished concrete
* decorative pavers and flagstone

[H:i

LIL

[
brick pavers

finished concrete

Appropriate paving
materials for walks.

26
decorative pavers
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Walks, Ramps and Stairs

DEFINITIONS

Jalusters. A series of short,
vertical members that support
a handrail.

alustrade. An entire railing
system, including handrai,
balusters, and bottom rail.

‘epoint. To replace deteriorated
mortar in the joints between
bricks or masonry units.

iser. The board that forms the
vertical face of a step,

valling. The flaking of masonry
due to frost, chemical
reaction, or building
movement.

ead. The board that forms the
horizontal part of a step.

secondary walk

SEPAEHER SNBSS

m————— front walk
y S
public sidewalk

Residential walks may include the public sidewalk, a front
walk, and a secondary walk,

handicapped ramp

)

y walk

front wilk

public sidewalk ~==

Business walks also include the public sidewalk, a primary
walk, secondary walks to the parking lot, as well as
handicapped ramps,

v The location of a new waik should reflect foot

traffic patterns. Typically 2 walk will connect the .

front door with a parking area or the sidewalk in
front.

¥ New walkways should be compatible with the
architectural character of the house and its
setting with respect to:
* materials

« scale

¢ color
¢ grade

v’ Restore uneven walks to level condition by:
adding fill material where settling has occurred
resolving drainage problers that contribute to
frost heaving

shaving or removing minor tree roots that
cause heaving

relocating or diverting the walk to avoid major
tree roots

X Do not locate walks close to large trees with
roots that may displace paving materials.

Ramps

¢ Check building code for requirements on
ramp slopes, handrail or balustrade heighs.
landings. and the spacing of balusters.

v Locate ramps at the rear or side of a building
where there is direct access to parking areas.
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Locate ramps to the side or rear of ¢ building.

- ¥ Locate ramps to avoid damaging or destroy-

ing important landscape elements. such as
mature trees.

v Make ramps and railings simple and incon-
spicuous. using materials that are compatible
with the building but that do not duplicate its
architectural design,

X Do not install a ramp that will obscurz or
damage important features of a building.

When possible, make ramps remavable 5o that ¢ building can
be returned to its eartier appearance if the ramp is no longer
needed.

Stairs

v’ Make new or replacement stairs that relate to
walkways and are compatible in width and
materials. Stairs that relate to a porch should be
compatible in their materials and paint colors and
should have a width that refates to the dimension
between adjacent porch columns.

v/ Usé materials that are in character with

historic properties when installing new stairs,
such as:
* wood

* brick * concrete

¥ Design secondary stairs to be as inconspicu-
ous as possible and locate at the rear or least
visible side of a building.

A spiral staircase,
inconspicuously lecated,
may conserve space and
provide another exit.



v’ Use wood railings on porch stairs. Handrails
should repeat the form, size, and detailing of the
porch railing. Paint the handrails white or the
color of other trim on the building, In some
cases. metal pipe railings may be acceptable on
wood stuirs.

Porches with wood steps
should have closed risers
and wood handrails.

v Use wrought-iron or pipe railings on stairs
along walks not directly adjacenc to a porch.

v Wrought-iron railings of a simple design may
be appropriate on brick. stone, or concrete porch
steps if they attach directly to the porch column
and bottom stair tread and are painted black or a
dark trim color used on the building. Pipe
railings may be acceptable on masonry stairs.

Porches with masonry
steps may have simple
wrought-iron handraifs.

¥ Replace wood risers and treads that are worn,
sagging. broken. or rotted.

¢ Repoint brick stairs with deteriorated mortar
joints. See Masonry Features and Walls for more
information on proper repointing techniques.

v’ Check concrete and stone steps for broken
comers. cracks. and spalling.

¢ Install riser boards on all wood stairs.

X Do not install a stair that will obscure or
damage important features of a building.
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An exterior rear stair can provide necessary access without
having a major effect on the exterior appearance of the
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Walks, Ramps and Stairs

The Architectural Design
Guidelines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Associates of
Chartottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344,

FOR ADDITIONAL
INFORMATION...

Refer to other brechures in this
series on the follawing related
subjects:

Basic Design Principles
Masonry Features and Walls «
Siding * Porches + Painting -
Lighting, Utilities and Trash
Containers - Walls and Fences »
Additions and Auxitiary
Structures » New Construction «
Parking Areas



Utilities and
Trash Containers

- Lighting,

ARCHITECTURAL DEStGN
Outdoor lighting—whether freestanding or
attached to a building—affects not only the
safety and security of buildings within the H-2
District. but also their daytime and nighttime
appearances, Historically, buildings in the district
generally had little exterior lighting other than a
porch ceiling fixture. While some houses still
retain their exterior light fixtures. many more do
not. Selecting a suitable replacement fixture from
those that are both commercially available and
atfordable requires careful consideration. Since
many fixtures are of colonial or contemporary
design. only those that are somewhat restrained
in appearance may be compatible with the
architecture of the district.

Numerous other utilities and public services are
associated with residences and businiesses in the
H-2 District, including pipes. wires. and meters
for gas, water, electric, telephone. and cable
television service, heating and cooling equip-
ment, fuel storage tanks. television antennae, and
satellite dishes, trash containers, and recycling
bins. While such utilities are necessary for living
or conducting business. they sometimes come at
the expense of a building’s appearance or
structural integrity.

IMPORTANT CONSIDERATIONS. .. '

Historic light fixtures are an important part of a
building’s architectural character,

Light fixtures that evoke an earfier or later period
can give a house a false historic appearance.

Excessive light intensity and glare detract from
the residential character of the H-2 District.

The architectural character of a building can be
destroyed by numerous or obtrusive placement
of utilities or trash containers.

Putting overhead wires underground may reduce
the likelihood of service interruptions, personal
injury, or utility-related tree pruning.

GUIBEEINES .ﬂ‘ PRESERVA

AND QIMPAFIBLE DESIGN

* Recommended actions or treatments are
indicated by v’

= Actions or treatments not recommended and
other warnings are indicated by X.
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Public utility meters are d d together picuously
near the rear of the house, and the window air conditioner
has been placed in a rear window.

Lighting
¥ Keep historic light fixtures that are either

original or a later, significant addition and use
appropriate techniques for repairing them.

v Obtain replacement fixtures of a similar .
period, style, and size from a salvage supply or
antique shop if existing fixtures are too severely
damaged or missing.

v/ Choose a compatible light fixture from a
commercial manufacturer if a suitable replace-
ment cannot be found. Unless a design is
specifically appropriate for your building, choose
a light fixture that is simple and unobtrusive.

¥’ Limit the exterior lighting of residential
buildings to that necessary for convenience
and safety. [n most instances. traditional porch
lighting is adequate.

Low valtage lights installed at a garage help provide security.

CITY OF ROANOKE

Da not use tall light standurds,
high-intensity security lights, or
unshielded spotlights.

DEFINITIONS
Condensate. Water that is
extracted from the air.

Lattice. A type of screening
consisting of diagonal strips of
wood.

Scale. The apparent size of a
building or feature as it
relates to the size of 2 persan
or other structures or features,
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Lighting, Utilities
and Trash Containers

Screening trash containers
low wood fences

The Architectural Design
Guidefines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Assodiates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building ~

215 Church Avenue, S.W.
981-2344.

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series an the following related
subjects:

Architectural Styles «

Basic Design Principles «
Masonry Features and Walls «
Siding - Roofs ~ Porches +
Painting + Walks, Ramps and
Stairs - Additions and Auxifiary
Structures + New Construction
Parking Areas « Signs

¥ Use ground-based low-voltage lighting at paths
and steps where illumination from porch lights
alone is insufficient for safety and convenicnce.

v/ Choose exterior lighting fixtures that are in
scale with and subordinate to the overafl
architectural character of the building.

v/ Keep site and landscape lighting low in scale
and unobtrusive in design.

v Install security lighting at the perimeter of the
house or garage only when necessary. Limit
motion-szasitive and dusk-to-dawn security
lighting to areas not visible from the street
frontage. Use only low-voltage lights close to the
house to avoid harsh shadows.

X Do not install lighting fixtures that obscure ar
damage important features of a building.

X Do not use exterior flood lights to illuminate
buildings. building features. or vegetation.

X Avoid exterior tighting that gives the surround-
ings an unnatural color, such as yellow bug lights
or pink high intensity lights.

DELINES FOR REHABILITATION

Utilities and Trash Containers

¢ Determine the number, placement, and
present use of all utilities.

¢ If overhead utility connections, such as

electric. telephone. and cable television, must

occur at the front of a building, make sure they:

« are neatly organized

« are as small and few in number as possible

« do not hide. damage, or destroy the buiiding’s
important characteristic features

¢/ Eliminate overhead utility lines when possible
by having them buried underground.

+ Eliminate any utility lines and apparatus that
are no longer in use and consolidate all other
utilities. relocating them to an inconspicuous
location at the rear or side of a building.

v Locate new or replacement fuel storage tanks
and other underground utilities where they:

will require little or no structural alteration or
potential damage to the building served.

will not damage or destroy significant plant
materials or landscape features

cun be easily but inconspicuously serviced
when necessary

v/ Use walls, fences, or plant materials that are in
character with the style and setting of the buiiding
to screen utilities and equipment. such as:

= trash containers

* heating and cooling equipment

« satellite dishes
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v/ Paint meter cabinets that cannot be screened
the same color as the building walls on which
they are mounted.

X Do not install window air-conditioning units
at the front of a building. Instead. install units in
double-hung windows at the rear or side of the
building and conduct any condensate away from
the house with small-diameter copper piping
painted to match the exterior wall color.

X Avoid creating new openings in exterior walls
to accommodate air conditioners or other heating
and cooling equipment. If unavoidable. locate
such openings on inconspicuous side or rear
faces of the building without damaging or
destroying important characreristic features.

X Do not keep trash containers and recycling
bins in tull view. Enclose or screen the areas
where containers are routinely kept or place them
in an inconspicuous location. such as at the rear
or side of the building.




Walls and Fences

ARCHITECTURAL OQESIGHN

The retaining wall provides for a Ievel but efevated front
yard, while the fence offers privacy without abscuring the
view of the house from the street and sidewalk.

Walls and fences are traditional ways of defining
residential yards by delineating property lines
and by separating public and privdte outdoor
space. These may take the form of retaining
walls, low stone walls, wrought-iron fences,
wood picket fences, and privacy fences, many of
which are important in helping to define the
character of the H-2 District.

IMPORTANT CONSIDERATIONS. ..

Walls and fences are important space-defining
features of many residential neighborhoods in
the H-2 District.

Walls and fences provide an opportunity to
extend the architectural style or character of a
building into the surrounding landscape.

Hedges and other plant materials often can help
soften the enclosure provided by a wall or fence.

; E R PRESERVATION
RN i A ‘ UN

« Recommended actions or treatments are
indicated by V.

« Actions or tr not rec
other warnings are indicated by X.

dod

and

Retaining Existing Features

+/ Identify and keep all important features and

characteristics of historic walls fences, including:

« textured masonry » distinctive profile

e craftsmanlike details < decorative coping

« distinctive gates and steps

« traditional bonding pattern and mortar joint
profile

X Do not remove historic features, such as stone
retaining walls and wrought-iron fences.
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Characteristic features
of fences and walls.

Materials

¥ Use traditional materials to build walls and
fences. such as:

+ unpainted brick < unpainted stone

= painted wrought or cast iron

+ painted wood

« combinations of masonry with wood or melal

Examples of appropriate masonry walls and walls combined
with iron fendng and plant materials.

¥ Retain and maintain existing boundary hedges
whenever possible that contribute to the charac-
ter of a property or the historic district.

+ Build retaining walls. where necessary, of
stone, reinforced or fully bonded brick. or
masonry veneer over reinforced concrete block.
Decorative concrete block that matches that in
the district is also acceptable. Logs and railroad
ties may be appropriate for edging planting beds
or for landscape steps. but should not be used for
retaining wails that will be visible from the sireet.

X Do not use chainlink. plastic, fiberglass. or
plywood fences, nor concrete or concrete block
walls within the historic district. Where these
are existing. remove them whenever teasible.
either when making repairs or undertaking a
comprehensive rehabilitation.

Height

¥/ Use walls that range in height from 1'-0" to
4'-0". The recommended height for retaining
walls used with or without fencing. or freestand-
ing walls, is 2'-6".

CiTY OF

ROANOKE

DEFINITIONS

Coping. The protective cap or
tap of a wall, often of
concrete o stane.

Picket. A partial column or post
engaged with a wall.

Picket fence. A fence formed of
wood or metal pickets,
generally spaced a uniform
distance apart, that provides
varying degrees of visual
screening of endosure.

Pier. A column, typically square
in shape, that supgorts a
concentrated weight above.

Privacy fence. A fence formed
of boards o pickets arranged
in a sofid or averlapping
manner 1o provide visual
saeening.

Rehabilitation. Making possibie
a compatible new use fora
building through repair,
alterations, or additions while
preserving portions or
featuses that are important 13
the building’s historic or
architectural character.

Streetscape. The overalt
appearance of buildings,
signs, lights. plantings, and
other etements along a street.
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Wails and Fences

he Architectural Design
uidelines for the H-2 District
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¥ Use picket fences that range in height from
2'-6" to 4'-0". The recommended height for
picket fences in front yards is 36",

v Use privacy fences that range in height from
4'-0" t0 6'-0". The recommended height for
privacy fences in rear yards is 6'-0".

¥ Limit the height of fences as follows:
* front yard: 4-0"

* side yard: 4'.0" - §.0"

* rear yard: 6'-0"

Other Design Considerations

v Choose a fence design that relates to the
character of your house or building. In addition,
if both picket and privacy fences are used, make
sure that the designs relate to euch other.

v’ Respect the character of the streetscape when

deciding:

* whether or not to use a wall or fence

* what materials are appropriate to your house
and neighborhood

¢ the height. location. and design of the wall or
fence

v Give fencing in a front yard an open character
by using a simple iron or wood picket design.

alala

Examples of appropriate iron fences.

v Ensure that wood fence posts either have a
solid cap or are sloped to shed water and prevent
deterioration.

¥ Choose a compatible profile and appearance
for wood fence posts that are in the same plane
as the pickets. Posts located behind the line of
pickets and are not a major visual element may
be of a simpler design as long as they shed water,

Examples of appropriate wooden picket fences.

v Size picket fence elements appropriately. [ron
pickets should be spaced 3" t0 6" apart. Wood
pickets should be 1-1/2" to 3-1/2" wide with a
space between the pickets ranging from one-half
to equal to the picket width.

i, T

Appropriate picket spacing,
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v/ Keep walls in a front vard low in height (2'-6"
or less) or combine them with picket fencing
placed between solid piers.

¥ Consider planting vegetation adjacent to wally
and fences to soften their appearance.

v Orient all fences so that the posts. rails. and
braces face into the property and thé finished
side or pickets face the public right-of-way or the
adjacent neighbor,

Always place the finished side of
the fence toward the street or
the neighbaring yard. Keep the
structural side of the fence
fading the interior of the yard.

private side

v Where fences are seen from public rights-of
way, they should be painted an appropriate color.
Iron fences should be black or dark green: wood
fences may be white, dark green. or a color taken
from the building color scheme~—provided it is
subdued in character.

X Do not use wood privacy fences in a residen-
tial front yard. Alternatives include:

* wood picket fences  + hedges or shrubs

* decorative iron fences* other plantings

Examples of appropriate privacy fences,

solid

staggered

X Do not atlow fences or walls to conceal or
visually overpower nearby buildings.

Maintenance

¥ Repoint brick or stone walls that have
deteriorated mortar. See Masonry Features and Walls
for information on proper repointing techniques.

v/ Prevent water damage to masonry walls by
properly grading the ground at their base and by
rajnaining wall caps or copings.

v Replace missing items from cast- or wrought-
iron fences by finding suitable replacements in a
salvage yard or by having them recast.
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Architectural Design Guidelines
Amendment
July 13, 2000

H-2 district guidelines for Walls and Fences
Materials
Guidelines for decorative concrete block retaining walls:
Maximum height of 30 inches
Not allow it to step back
Only in the rear of the property and unobtrusive, not visible from the street
All exposed surfaces have textured finishes or dressed finishes
Have a top cap
Color is compatible with its application

C:\A-Scan\CCA00164.TIF



Additions

and Auxiliaryv
Structures

ARCHITECTURAL

DESLGN

A rear addition can be designed to be harmonious with the
original section of a historic building by paying careful
attention to construction materials, size, and detailing.

The form and appearance of buildings evolve
over time according to the needs of their occu-
pants. Many older buildings in the H-2 District
show evidence of later additions, such as a new
room or wing, an enclosed porch, a deck, or a
detached garage or other outbuilding. While such
additions often prolong the useful life of an older
building, it is important that they do not detract
from its original character. Some present-day
additions—particularly decks—do not have a
historical tradition and may look out of place on
certain styles of architecture unless they are
screened from view or located inconspicuously.

IMPORTANT CONSIDERATIONS. ..

The design and placement of additions and
auxiliary structures can have an important
influence on a building’s overall appearance.

Many historic buildings tell a story of growth and
change aver time; let your contribution to your
building’s story be as carefully planned and
executed as what came before you.

GUIDELINES FOR COMPATIBEE DESIGN

* Recommended actions or treatments are
indicated by /.

* Actions or treatments not recommended and
other warnings are indicated by X.

Design Relationship

¢ All new construction should be compatible
with the existing building or buildings on the
property and their surroundings in:

« size * scale
+ color * location
+ materials
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v Design and construct additions so that the
basic form and character of the historic building
will remain intact if the additions are ever
removed.

¥ Make new construction reflect the times in
which it was built: do not create the mistaken
impression of it being older than it is.

v Adopta compatible style for new auxiliary
structures and additions or use design motifs of
the vriginal building. Avoid reproducing details
that make new work appear to be original.

Compatible additions maintain features of the original
building, such as roof pitch, window style, and scale.

Location, Orientation, and Size

& Locate any additions or auxiliary structures as
inconspicuously as possible on the side or,
preferably, on the rear of a building.

V/ Site and orient additions and auxiliary
structures so that they are clearly subordinate to
the existing structure. Additions to the side of a
building should be set back from the face of the
existing structure s front facade by at least two
feet. Additions to buildings on corner lots should
orient away from both streets, if possible, or to
the less important of the two streets.

v/ Check the local zoning setback requirements
for additions and auxiliary buildings.

X Do not design new outbuildings and additions
that are larger than the principal building on the
lot.

X Do not locate new additions or structures in a
manner that upstages the importance of the
principal building.

CITY QOF ROANOKE

DEFINITIONS

Auxiliary structure. Any smail
huilding not attached to the
main structure or 3 property,
such as a detached garage ar
toolshed.

Baluster. A short vertical
member that supports a
handrail.

Dasign motif. A commonly
tepeated design or omament.

Fasda. A plain, wide horizontal
band, supported by columns
or posts. .

Farm. The overall shape of a
building, induding its length,
width, and height.

Pergola. Awood-framed garden
structure, often with fattice,
supparted by posts or
columas.

Scale. The apparent size of a
building as it relates to the
size of 3 person or another
structure.
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Additions and
Auxiliary Structures

Acceptable deck locations,

v’ Rear

/' Side and rear

The Architectural Design
Guidelines for the H-2 District
were prepared for the

City of Roanoke by Land and
Community Assodates of
Charlottesville, Virginia.

For additional information,
please contact:

City Department of
Community Planning and
Development, Room 162,
Municipal Building

215 Church Avenue, S.W.
981-2344. -

FOR ADDITIONAL
INFORMATION. ..

Refer to other brochures in this
series on the following related
subjects:

Basic Design Principles +
Masanry Features and Walls -
Siding_+ Windows and Doors «
Roofs + Porches + Painting
Walks, Ramps and Stairs «
Lighting, Utilities and Trash
Containers  Walls and Fences -
New Construction + Parking
Areas - Signs

New additions should remain subordinate to the original
building.

Materials

¥ Choose materials that are compatible with the
existing structure and are appropriate to the
residential character of the historic district, such
as:

* brick * stone

« stucco * wood siding

¥/ Make sure the colors of the materials selected
are compatible with those of the main residence
and neighboring houses, particularly when
choosing brick or stone that has its own color.
Follow similar approaches about the choice of
paint colors.

Architectural Features

+ Install windows and doors in auxiliary
structures and additions that are similar to those
of the main residence in:
¢ type * ‘scale

* detailing * rhythm

¢ proportion

EEED

!
P e s T s

The windows of this addition are too farge compared with

those used in the original building.

v Use roofing forms and materials for new
additions and auxiliary structures that are
compatible with those of the main building.
Generally. outbuildings should have the same or
shailower roof pitch than the main residence.

X Do not obscure or destroy characteristic
features of the historic structure when making
additions or building auxiliary structures.
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Locate new additions so they do not bscure or destroy
characterfstic features, such as this fieldstone chimney.

I
!
~

X Do not use window types. such as bay. sliding.
or casement windows, that are not commonly
found on residences in the historic district.

Porches, Decks, and Patios

¥ Locate new porches, decks. and patios
inconspicuously on the side or rear of a building.
und make them compatible in architectural
design, materials, and finish with the building.

This new deck’s location and plantings reduce its visual
impact from the street. Its design refates to that of the
historic residence.

v Screen new decks and patios with plant
materials if they are visible from the street.

¥ Construct new porches, decks. and pergolas
of pressure-treated wood or naturally decay-
resistant species such as cedar, cypress. or
redwood, and finish them with a coat of paint or
stain.

v Patios should be paved with materials
compatible with existing walks and paths. such
as brick. stone. or dressed concrete.

V' See Porches for more information on replacing
missing or deteriorated tront porches.

v Install porch and deck railings with a railing
both above and beneath the balusters.

¥ Stairs should have covered risers.

X Do not construct new porches, decks. and
patios so that they obscure, damage. or require
the removal of important architectural features of
the principal building.

X Do not construct deck railings so that the
pickets are attached directly to the deck tlooring
or the fascia board. Pickets must be attached to a
bottom rail.
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New (onstruction

ARCHITECTURAL DESIGN

Vacant lots create an opportunity for new construction within
the H-2 District.

New construction is appropriate on existing
vacant parcels within the H-2 District and on
parcels that become vacant in the future because
of extreme deterioration or catastrophic disasters
that destroy or severely damage buildings.
Appropriate new construction increases neigh-
borhood vitality, property values, safety, and
livability of the district.

IMPORTANT CONSIDERATIONS. ..

The size, propartion, and location of new
buildings in relation to existing buildings is
important in maintaining the appearance of the
H-2 District.

New buildings that reflect the traditional site
planning and architectural charactesistics of the
neighborhood without copying the architecture
provide a link between the past and present.

Continuing the use of traditional architectural
features such as porches is important in main-
taining a sense of neighborhood identity and

vitality.

GUIDELINES ¢

-1 DISTRICT *

GUIDERINES FGR COMPATIBLE DESIGN

* Recommended actions or treatments are
indicated by v/.

* Actions or treatments not recommended and
other warnings are indicated by X

Siting and Relationship to Street

v/ Orient the front of a new building towards the
most important street bordering the property.
Buildings on corner lots should be sited so that
the front faces the targer or more prominent
street.

v Conform to the predominant front and side
setback patterns of existing buildings on the
same street.

X Do not site a building significanty farther
away or closer to the street than other existing
buildings.

|
|
|
|

g
Incompatible new construction sited beyond typical front and

side sethacks. .

X Do not locate primary entrances at the rear of
a building unless provisions are made for the
appearance of a front entry on the street side of
the building.

Massing and Roof Forms

+ Comply with the predominant height of
adjacent neighborhood buildings. Most residen-
tial buildings in the historic district are two-and-

s==a.half stories in height. although there is some
variation. New construction should not differ in
height by more than twenty percent from the
typical buildings on the street.

Incompatibe new construction

Most of the residential buildings within the H-2 District are two or more stories. New construction should comply with the

predominant height of neighbaring buildings.
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Compatible new residence

New construction should indude a front porch if porches are a predominant feature of existing buildings.

New Construction
["[
Typical existing residences
Roof forms of |
bu:y!::‘gs zrae predomw lmnasrl;'r'l'yq
hip)
Roof forms of new buildings shouid follow the predominant
roof forms of existing buitdings.
DEFINITIONS
Gabied roof. A double-sloping
roof.

Hipped roof. A type of roof with
sloped ends instead of vertical
ends.

Massing. The form of a
structure, its width, depth,

- and height, as if it were a
solid object or box.

Proportion. The width-to-
height relationship of
openings, such as windows
and daars, or the combined

New construction should conform to the common forms of
other buildings on the street.

v’ Respect.the character of the streetscape along
which the new building will be located and
comply with the predominant width and propor-
tion of existing buildings.

& Follow the predominant roof forms of
existing buildings in the immediate vicinity for
new construction. Common roof forms include
gabled, hipped, and intersecting.

Style and Building Type

v Adopt a compatibie style for new construction
that upholds the traditional character of older
residential buildings in the historic district. yet
avoids exact imitation of existing building

v Make new non-residential buildings compat-
ible by making the height, exterior materials,
setback, roof form, and widths along street
frontages similar to those of historic buildings.
Use prominent or publicly scaled entries.
commercial-style windows and doors that have
proportions similar to those used on historic
buildings, and plantings that are traditional to the
area, These features identify a non-residential use.

X Do not make new office buildings look like
residential buildings, but they must be compat-
ible in design with neighboring residential
buildings. They should be easily recognizable as
office or institutional buildings.

X Do not design and construct “reproduction”
styles that confuse the identities of new and
historic buildings in the neighborhood.

Windows and Doors

v Consider the size, proportion, spacing. and
thythm of existing window and door openings of
neighboring buildings. New construction shouid
reflect characteristic window and door patterns.

area of openings to the area
of the wall.

Sethadk. The distance between
a structure and 3 property
line, street, sidewalk, or other
line of reference.

Streetscape. The overall

o

3

appearance of buildings,
signs, lights, plantings, and
other elements along a street.
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Do ot allow the proportions of a new building to differ greathy from the predominant proportion of ather buildings along the street.
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New non-residential building in an existing setting.

v Respect the relationship of window-to-wall
area of existing buildings. Most residential
buildings in the historic district have a higher
proportion of solid wall surface than windows.

X Do not incorporate large expanses of either
glass or solid wall to promote a “contemporary”
or “modern” appearance.

Materials, Color, and Details

 Choose materials appropriate to the residen-
tial character of the historic district, such as:

« brick « stone

e stucco . * wood

 Use the predominant materials found in the
neighborhooed, such as brick or painted clap-
board, for new construction to promote a sense
of continuity.

+ Make sure the colors of the materials selected
are compatible with those of neighboring houses,
particularly when choosing brick or stone that
has an inherent color.

' Incorporate an appropriate amount of detail
and decoration in new construction to promote
compatibility with existing buildings and avoid
blandness. Refer to design motifs of neighboring
houses but avoid duplicating features unique to a
particular house.

Vv Keep signs and lighting to a minimum for
new commercial buildings in the district

X Do not use materials that are niot common (0
the historic district, such asc

« poured concrete. - - + vertical wood siding

« unfinished concrete block

Lack of detail.

Memappmadlmdermﬁnqmdinexisﬁngmmd
residmshouldbeusedwhanppmpriatﬁform
construction.
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New Construction

FOR ADDITIONAL
INFORMATION...

Refer to other brochures in this
series on the following related
subjects:

Additions and Auxiliary
Structures < Parking Areas -
Signs

Porches

v Incorporate porches as part of the design of
new buildings where they are a feature of
existing adjacent buildings and characteristic of
the street.

Landscape Treatments

v/ Retain significant landscape features on the
property. Consider the following when planning
new construction:
 retaining walls.

* mature trees or shrubs

¢ gardens

¥’ Improve the appearance of driveways and

parking areas with plant’ materials at their edges.

See Parking Areas for more information.

v/ Consider the mature size and height of plant
materials prior to planting.

v Divert water from the building foundation by
properly grading the soil to slope away from the
building.

X Do not use foundation plantings.that will
produce a crowded appearance or increase the
likelihood of building deterioration as they grow
to mature size.

X Avoid planting trees or large shrubs close to
the foundation of the building where they may
cause structural damage as they grow.

] i

New canstruction should include a front porch if porches are a predominant feature of existing buildings.
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA,

A RESOLUTION endorsing Architectural Design Guidelines for the H-1, Historic District, and

the H-2, Neighborhood Preservation District.

WHEREAS, on August 10, 1'995, the Architectural Review Board for the City of Roanoke
(*“ARB”) adopted the Architectural Design Guidelines for the H-2, Neighborhood Preservation District
(“H-2 Guidelines”);

WHEREAS, the ARB amended the H-2 Guidelines to incorporate certain guidelines for
retaining walls;

WHEREAS, the ARB has considered the Architectural Design Guidelines for the H-1, Historic
District (“H-1 Guidelines”), when applications for work in the H-1, Historic District, are filed;:

WHEREAS, the H-1 Guidelines and the H-2 Guidelines, as amended, are gnidelines and are not
mandatory; and

WHEREAS, the ARB has requested that City Council endorse the H-1 Guidelines and the H-2
Guidelines, as amended.

NOW THEREFORE, BE IT RESOLVED by the Council of the City of Roanoke that this
Council hereby endorses the Architectural Design Guidelines for the H-1, Historic District, and the
Architectural Design Guidelines for the H-2, Neighborhood Preservation District, as amended, to the
extent- that the H-1 Guidelines and H-2 Guidelines, as amended, are not inconsistent with either the
authority granted to the City of Roanoke by the General Assembly, any law of the Commonweaith of
Virginia, or any provision in the Code of the City of Roanoke (1979), as amended.

ATTEST:

City Clerk.
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA

A RESOLUTION electing-and appointing Jesse A. Hall as Director of Finance for the

City of Roanoke, and ratifying the terms and conditions of employment as offered to Mr. Hall.

WHEREAS, the City Council desires to elect and appoint Jesse A. Hall as Director of

Finance pursuant to the Roanoke Charter of 1 952; and
WHEREAS, Jesse A. Hall has agrc’éa to accept election and appointment as Director
of Finance;
THEREFORE, BE IT RESOLVED by the Council of the City of Roanoke as follows:
1. Jesse A. Hall is hereby elected and appointed as Director of Finance of the City
of Roanoke effective midnight January 31, 2002, or as soon thereafter as Mr. Hall can assume
such position, for a term which shall expire September 30, 2002.
2. The terms and conditions of Mr. Hall’s election and appointment as Director of
Finance shall be as hereinafter set forth:
(@  The annual salary shall be $104,750;
(b)  The City shall annually pay on behaif of Mr. Hall the sum of
$8,000 to the Intemational City Management Association-
Retirement Corporation (ICMA-RC) for Mr. Hall’s participation
inthe ICMA-RC Retirement Plan, and the City shall execute any

Decessary agreements to provide for such payment. During the
first year of employment, such amount shall be prorated.
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{c)  Recognizing that the job requirements of Director of Finance
routinely require incurring of travel related expenses in the course
of City business, a bi-weekly salary increment of $76.92 shall be
provided for use by Mr. Hall of a privately-owned or leased
automobile in the conduct of official City business;

(d) In lieu of the City putting into force on Mr. Hall’s behalf a
disability insurance policy, the additional sum of $2,500 has been
included in Mr. Hall’s salary as set forth above.

(&)  The City shall reimburse Mr. Hall for moving expenses in the
amount of $1,500.00; and

1¢3] With respect to benefits and terms and conditions of employment
not enumérated in this resolution, Mr. Hall shall be accorded such
benefits and shall be subject to such terms and conditions on the
same basis as other similarly situated employees of the City.
3. Mr. Hall will make arrangements to qualify for office by taking the required

Oath of Office as soon as practicable.

ATTEST:

City Clerk.

H\MEASURES\s-halldirectoroffinance
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IN THE COUNCIL OF THE CITY OF ROANOKE, VIRGINIA,

A RESOLUTION appointing a Director of the Industrial Development Authority of the City
of Roanoke, to fill the remaining portion of a four (4) year term on its Board of Directors.
| WHEREAS, the Council is advised that Thomas Pettigrew, a Director of the Industrial
Development Authority of the City of Roanoke, Virginia, resigned effective September 4, 2001, and
the vacancy has not been filled; and

WHEREAS, §15.2-4904, of the Code of Virginia (1950), as amended, provides that
appointments made by the governing body of such Directors shall, after initial appointment, be made
for terms of four (4) years except appointments to fill vacancies which shall be for the unexpired
terms.

THEREFORE, BE IT RESOLVED by the Council of the City of Roanoke that Charles
Hunter is hereby appointed as a Director on the Board of Directors of the Industrial Development
Authority of the City of Roanoke, Virginia, to fill the remaining portion of the unexpired term of

Thomas Pettigrew which commenced on February 5, 2001, and will expire on October 20, 2004.

ATTEST:

City Clerk.

I\Clerklida appoiritrent short term hurter.wpd
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